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Evo+  
softening 
valve
Innovations

	› For commercial installation
	› Easy installation & maintenance.
	› Integrated meter & mixing device.
	› Quick access to injector, BLFC and DLFC.
	› Configuration and Injectors according to the resin volume.
	› Time controlled or metered regeneration, up to 4 time windows.
	› Programming and cycle times can be adjusted based on your needs.

Low carbon footprint: 90% of the parts manufactured by local French partners.



Regeneration

	› Time controled (number of days or weekly choice)
	› Metered immediate or delayed, up to 4 time windows
	› Injectors according to the resin volume
	› BLFC & DLFC according to hydraulic settings
	› Independant brine valve

Electric / Electronics

	› Power supply: on mains supply 230V AC with a 7,5V DC 2A adaptator
	› Timer display: LCD
	› Relay circuit (optional)

Service

	› Tank thread: 4’’

Conformity

	› Compliant with the European standards
	› RoHS
	› ACS n° 19 ACC LY 306 certified
	› 5 years warranty

Dimensions

	› Tank thread: 4’’-8UN-2A (Bottle Ø 18’’ to 24’’)
	› Distribution tube: Ø 50mm
	› Distributor tube height: 0mm
	› Inlet / outlet: 1’’1/2 BSPP
	› Drain: 1’’ BSPP brass
	› Brine tubing: 3/8’’ or 1/2’’ for more than 250L of resin

Specifications

	› Max service flow rate: 11.5 m³ /h for ∆P 1,0 bar at °Th = 0
	› Max backwash flow rate: 9.7 to 10.2 m³ /h for ∆P 1,0 bar
	› Working temperature: 1 – 45°C
	› Working pressure: 2 – 8 Bars



For commercial installation with 175L of resin up to 350L of resin

Distribution tube Ø 50mm

Tank thread 4’’-8UN-2A

1’’ BSPP brass DLFC

3/8’’ quick connect BLFC

Please ask for our service manual, recommended hydraulic settings and configuration 
manual for more information.

1/2’’ quick connect BLFC 
for more than 250L of resin

1 1/2’’ BSPP Inlet/Outlet connectors with proportional mixing

Cappers SAS
1 rue Edouard Michelin 63300 Thiers, France   -   T : +334 73 94 84 87   -   E : contact@cappers.fr  

RCS Clermont-Ferrand 498 739 333   -   Siret : 498 739 333 00033 Code APE : 2812 Z   -   TVA intracommunautaire FR 92 498 739 333


