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Assembled products, Water Softener  
Product description 
The assembled product is a water softener made of materials suitable for drinking water. 
Assembled product is comprised of the following parts:  

Components Supplier Model 
Valve Cappers Ino20 KTW series 
Pressure vessel Pentair/Canature 2,5" inlet 8,8 to 103,1 l  
Riser tube  Pallas  1,05"  
Bottom distributor  KSH GBU/GDU 
Connector Cappers Straight 3/4" or Straight 1" or elbowed 1" 
Optional Bypass Cappers Residential Bypass  

 

Intended use 
Softening water for residential applications, with highest operating pressure 10 bar.   

Scope 
KTW-Certified Pollet softener with Cappers valve 

Approval 
The products meet the requirements of Chapter 8, Section 4, of the Planning and Building Act 
(PBA) regarding the technical characteristics of construction works, specifically hygiene, health 
and environment as well as the Planning and Building Ordinance (PBO), Chapter 4, Sections 12 
and 13, provided that the conditions stated in this approval are followed.  

 
The products are approved in accordance with the following sections of Boverket's regulations 
regarding protection for hygiene, health and environment, as well as the management of water 
and waste (BFS 2024:8): 
 

General     Chapter 1, Sections 6-7  
Water- and waste-water installation  Chapter 8, Sections 1, 3-4 

The regulations in Chapter 8, Section 13 shall always be taken into account during installation.  
1) BBR 29 may be used under the conditions specified in BBR 31. 

Marking 
Marking must be affixed to the product or, if there are special reasons, to the packaging or the 
delivery note. Marking shall indicate the following information: 

Holder:  Pollet Water Group  
Product name, and relevant article number: Product name (article number)  
Production site: Manufacturing site concerned  
Traceability to the production: (e.g. yyyy-mm-dd or batch number) 
Information about requirements or class, if relevant: - 
The registered trademark of Boverket:  
Certification Body:  Kiwa Certification AB  
Accreditation number:  1913 
Type Approval No: TG 1856  
Inspection Body:   Kiwa Certification AB  

SWEDISH TYPE APPROVAL TG 1856 
WITH DECISION ON PRODUCTION CONTROL 
 

Holder: Pollet Water Group 
Textielstraat 13, 8790 WAREGEM, Belgium 
Phone: +32 (0)56 43 29 51 
E-mail: info@polletwatergroup.com  Web: www.pwg.be   

file://///sekiw-mainframe/gemensam/Bygg%20och%20Energi/2%20Kunder/H/Hansgrohe%20SE/pågående%20ärenden/128-19_TG%201395%20rev2_1-grepps%20TS-blandare%20för%202-håls%20inbyggnad%20i%20vägg_AXOR%20MyEdition_(EN%20817)/Certifikat%20utkast/se.bygg@kiwa.com
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Place of manufacture: 
Pollet Water Group NV, 8790 Waregem, Belgium.  

Control 
The manufacturer's continuous self-monitoring is combined with surveillance carried out by an independent 
Inspection Body. 
Inspection Body: Kiwa Certification AB Control Agreement: 482/2021, dated 2021-12-09 

Manufacturing control shall be carried out in accordance with the current inspection instructions.  

During inspection at the construction site, the building proprietor shall verify the product’s identity using the labelling. 
Furthermore, the building proprietor shall ensure that the correct products have been delivered and that they are 
installed in accordance with the manufacturer's instructions in the associated documents. It shall also be verified 
that the product is accompanied by a manufacturer's declaration certifying that the manufacturing has been carried 
out in accordance with the documents that formed the basis for this type approval. 

The validity of the type approval also requires that manufacturing control is carried out according to approved 
inspection instructions and that the products annually meet the requirements of this approval. The holder shall 
annually, no later than December 15, report to Kiwa Certification AB at se.annualreporting@kiwa.com with a copy of 
the continuous surveillance control, performed by the accredited Inspection Body. 
Associated documents 
Insruction manual Cappers Service manual “Domestic Valves”, version MTS20230825, dated 2023-08-25 

Assessment basis for approval 
KIWA-23-DW-10366-2, dated 2026-02-25 issued by KIWA GmbH.  
Conformity Attestation KIWA-23-DW-10366-2, dated 2026-02-25, issued by KIWA GmbH. 
Test report P000349649-TR-Rev0, dated 2023-11-15, issued by Kiwa Nederland BV. 
 
Assessment report 1856-2, dated 2026-06-23 by Kiwa Certification AB 

Remarks 

Type approval is valid provided that the product is neither to be CE marked in accordance with the Construction 
Products Regulation, (EU) No 305/2011 (CPR), nor has it been suspended or recalled by Kiwa Certification AB. 

 

 

This is an translation from the Swedish original document. In the event of any dispute as to its content, the Swedish original shall 
take precedence. 
 

Decision date: 2026-07-04 Current version: 1856 

Valid until: 2028-11-21  
 

 

 
Fredrik Sandberg 

Business Manager, Building & Energy 
Kiwa Certification AB 
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