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4 PRODUCT FEATURES  |  SPECIFICATIONS

CARACTÉRISTIQUES PRODUIT 

SPÉCIFICATIONS SÉRIE FX

 
FX100

1

1.1.FX Series Specifications

FX100

Flow Rate

Continuous(15psi Drop)

Peak (25psi Drop) 

Peak Backwash(25psi Drop)

Working CV

Backwash CV

Regeneration
Downflow

HW

Cycles

Flow Meter
Accuracy

Range

±5.0%

In/outlet 1" or  3/4",NPT or BSPT, Straight or Elbow QC

Base 2-1/2"-8NPSM

Distributor Pilot

Drain 1" or 3/4" or 1/2",NPT or BSPT, Straight or Elbow QC

Brine

Power Supply
Input:100~240V AC 50/60HZ   

Max VA 12W

Water Pressure Service: 1.4-8.0Bar/20-120psi

Temperature 1℃~ 43℃/33℉~109℉

DN25(32mm OD)

3/8"  or  1/2" OD Elbow QC

Output: DC 12V/1A   

9

NHW

GB

NPS 1" Pipe,33.4mm OD

Adaptor＆Base 
Specifications

HWP NHWP

Working

Conditions

Regeneration

6.1 M³/H (27 gpm)

7.3 M³/H (32.3 gpm)

5.7 M³/H (25 gpm)

4.9

       0.07–9.0M³/H (0.3–40gpm) 

7.0

5.9 M³/H (26gpm)

7.3 M³/H (32.3 gpm)

6.1 M³/H (27 gpm)

5.0

6.6

Flow Meter

Brine 

Inlet

Outlet

Drain

Injector

Base

Specifications PPrroodduucctt  FFeeaattuurreess

1

1.1.FX Series Specifications

FX100

Flow Rate

Continuous(15psi Drop)

Peak (25psi Drop) 

Peak Backwash(25psi Drop)

Working CV

Backwash CV

Regeneration
Downflow

HW

Cycles

Flow Meter
Accuracy

Range

±5.0%

In/outlet 1" or  3/4",NPT or BSPT, Straight or Elbow QC

Base 2-1/2"-8NPSM

Distributor Pilot

Drain 1" or 3/4" or 1/2",NPT or BSPT, Straight or Elbow QC

Brine

Power Supply
Input:100~240V AC 50/60HZ   

Max VA 12W

Water Pressure Service: 1.4-8.0Bar/20-120psi

Temperature 1℃~ 43℃/33℉~109℉

DN25(32mm OD)

3/8"  or  1/2" OD Elbow QC

Output: DC 12V/1A   

9

NHW

GB

NPS 1" Pipe,33.4mm OD

Adaptor＆Base 
Specifications

HWP NHWP

Working

Conditions

Regeneration

6.1 M³/H (27 gpm)

7.3 M³/H (32.3 gpm)

5.7 M³/H (25 gpm)

4.9

       0.07–9.0M³/H (0.3–40gpm) 

7.0

5.9 M³/H (26gpm)

7.3 M³/H (32.3 gpm)

6.1 M³/H (27 gpm)

5.0

6.6

Flow Meter

Brine 

Inlet

Outlet

Drain

Injector

Base

Specifications PPrroodduucctt  FFeeaattuurreess
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Débit Régénération HWP  
(bypass d’eau dure)

NHWP  
(sans bypass d’eau dure)

En continu (chute de 15 psi) 6,1 m³/h (27 gpm) 5,9 m³/h (26 gpm)

Pointe (chute de 25 psi) 7,3 m³/h (32,3 gpm) 7,3 m³/h (32,3 gpm)

Débit de pointe du détassage 
(chute de 25 psi) 5,7 m³/h (25 gpm) 6,1 m³/h (27 gpm)

Clapet anti-retour de service 7,0 6,6

Clapet anti-retour de détassage 4,9 5,0

Régénération Co-courant HW

NHW

Cycles 9

Compteur de débit Précision ±5,0 %

Plage 0,07–9,0 m³/h (0,3–40 gpm)

Caractéristiques 
techniques de  
l'adaptateur et  
du socle

Entrée/sortie 1” ou 3/4”, NPT ou BSPT, raccord rapide droit ou coudé

Socle 2,5"

Logement du tube 
plongeur

GB DN25 (diamètre extérieur 32 mm)

NPS Tuyau de 1”, diamètre extérieur 33,4 mm

Mise à l'égout Raccord rapide droit ou coudé 1” ou 3/4” ou 1/2”, NPT 
ou BSPT

Saumure Raccord rapide coudé, diamètre extérieur 3/8” ou 1/2”

Conditions  
de fonctionnement

Alimentation électrique Entrée : 100-240 Vca 50/60 HZ

Sortie : CC 12V/1A

VA max 12 W

Pression de l'eau Service : 1,4-8,0 bars / 20-120 psi

Température 1 °C~ 43 °C

SPÉCIFICATIONS SÉRIE FX
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SPÉCIFICATIONS SÉRIE FX
 
FX125

2

FX125

       0.05–13.0M³/H (0.25–57gpm) 

2.5" 4"

4"-8UN

DN40(50mm OD)

1.5" Pipe,48.3mm OD

±5.0%

2-1/2"-8NPSM

DN25(32mm OD)

9

1" Pipe,33.4mm OD

Flow Rate

Continuous(15psi Drop)

Peak (25psi Drop) 

Peak Backwash(25psi Drop)

Working CV

Backwash CV

Regeneration
Downflow

HW

Cycles

Flow Meter
Accuracy

Range

In/outlet

Base

Distributor Pilot

Drain 1" NPT or BSPT, Straight or Elbow QC

Brine

Power Supply
Input:100~240V AC 50/60HZ   

Max VA 12W

Water Pressure Service: 1.4-8.0Bar/20-120psi

Temperature 1℃~ 43℃/33℉~109℉

3/8"  or  1/2" OD Elbow QC

Output: DC 12V/1A   

NHW

GB

NPS
Adaptor＆Base 
Specifications

1"or 1-1/4"or 1-1/2",NPT or BSPT Straight QC

Base�Size

HWP NHWP HWP NHWP

Working

Conditions

Regeneration

6.8 M³/H (30 gpm)

8.6 M³/H (38 gpm)

6.1 M³/H (27 gpm)

5.4

8.7

6.4 M³/H (28 gpm)

8.3 M³/H (36 gpm)

6.6 M³/H (29 gpm)

6.3

8.1

7.7 M³/H (34 gpm)

10.0 M³/H (44 gpm)

6.4 M³/H (28 gpm)

4.9

8.6

6.8 M³/H (30 gpm)

8.9 M³/H (39 gpm)

6.8 M³/H (30 gpm)

6.0

8.0

Brine

Flow Meter
Inlet

Outlet

Drain

Injector Base(2.5" or 4")

SpecificationsPPrroodduucctt  FFeeaattuurreess
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FX125

       0.05–13.0M³/H (0.25–57gpm) 

2.5" 4"

4"-8UN

DN40(50mm OD)

1.5" Pipe,48.3mm OD

±5.0%

2-1/2"-8NPSM

DN25(32mm OD)

9

1" Pipe,33.4mm OD

Flow Rate

Continuous(15psi Drop)

Peak (25psi Drop) 

Peak Backwash(25psi Drop)

Working CV

Backwash CV

Regeneration
Downflow

HW

Cycles

Flow Meter
Accuracy

Range

In/outlet

Base

Distributor Pilot

Drain 1" NPT or BSPT, Straight or Elbow QC

Brine

Power Supply
Input:100~240V AC 50/60HZ   

Max VA 12W

Water Pressure Service: 1.4-8.0Bar/20-120psi

Temperature 1℃~ 43℃/33℉~109℉

3/8"  or  1/2" OD Elbow QC

Output: DC 12V/1A   

NHW

GB

NPS
Adaptor＆Base 
Specifications

1"or 1-1/4"or 1-1/2",NPT or BSPT Straight QC

Base�Size

HWP NHWP HWP NHWP

Working

Conditions

Regeneration

6.8 M³/H (30 gpm)

8.6 M³/H (38 gpm)

6.1 M³/H (27 gpm)

5.4

8.7

6.4 M³/H (28 gpm)

8.3 M³/H (36 gpm)

6.6 M³/H (29 gpm)

6.3

8.1

7.7 M³/H (34 gpm)

10.0 M³/H (44 gpm)

6.4 M³/H (28 gpm)

4.9

8.6

6.8 M³/H (30 gpm)

8.9 M³/H (39 gpm)

6.8 M³/H (30 gpm)

6.0

8.0

Brine

Flow Meter
Inlet

Outlet

Drain

Injector Base(2.5" or 4")

SpecificationsPPrroodduucctt  FFeeaattuurreess
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Dimensions du socle 2,5" 4"

Débit Régénération HWP (bypass 
d’eau dure)

NHWP (sans by-
pass d’eau dure)

HWP (bypass 
d’eau dure)

NHWP (sans bypass 
d’eau dure)

En continu (chute de 15 psi) 6,8 m³/h  
(30 gpm)

6,4 m³/h  
(28 gpm)

7,7 m³/h  
(34 gpm)

6,8 m³/h  
(30 gpm)

Pointe (chute de 25 psi) 8,6 m³/h  
(38 gpm)

8,3 m³/h  
(36 gpm)

10,0 m³/h (44 
gpm)

8,9 m³/h  
(39 gpm)

Débit de pointe du détassage 
(chute de 25 psi)

6,1 m³/h  
(27 gpm)

6,6 m³/h  
(29 gpm)

6,4 m³/h  
(28 gpm)

6,8 m³/h  
(30 gpm)

Clapet anti-retour de service 8,7 8,1 8,6 8,0

Clapet anti-retour de détassage 5,4 6,3 4,9 6,0

Régénération Co-courant HW

NHW

Cycles 9

Compteur de débit Précision ±5,0 %

Plage 0,05–13,0 m³/h (0,25–57 gpm)

Caractéristiques 
techniques de 
l'adaptateur et du 
socle

Entrée/sortie Raccord rapide droit ou coudé 1” ou 1-1/4” ou 1-1/2”, NPT ou BSPT

Socle 2-1/2”-8 NPSM 4”-8 UN

Logement du tube 
plongeur

GB DN25 (diamètre extérieur 32 mm) DN40 (diamètre extérieur 50 mm)

NPS Tuyau de 1”, diamètre extérieur de 
33,4 mm

Tuyau de 1,5”, diamètre extérieur 
de 48,3 mm

Mise à l'égout Raccord rapide droit ou coudé 1” NPT ou BSPT

Saumure Raccord rapide coudé, diamètre extérieur 3/8” 
ou 1/2”

Conditions de 
fonctionnement

Alimentation électrique Entrée : 100-240 Vca 50/60 HZ

Sortie : CC 12V/1A

VA max 12 W

Pression de l'eau Service : 1,4-8,0 Bar / 20-120 psi

Température 1 °C~ 43 °C

SPÉCIFICATIONS SÉRIE FX
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SPÉCIFICATIONS SÉRIE FX
 
FX150

3

FX150

Flow Rate

Continuous(15psi Drop)

Peak (25psi Drop) 

Peak Backwash(25psi Drop)

Working CV

Backwash CV

Regeneration
Downflow

HW

Cycles

Flow Meter
Accuracy

Range

±5.0%

In/outlet 1" or  1-1/4" or 1-1/2",NPT or BSPT Straight QC

Base 4-8"UN

Distributor Pilot

Drain 1" NPT or BSPT, Straight or Elbow QC

Brine

Power Supply
Input:100~240V AC 50/60HZ   

Max VA 12W

Water Pressure Service: 1.4-8.0Bar/20-120psi

Temperature 1℃~ 43℃/33℉~109℉

DN40(50mm OD)

3/8"  or  1/2" OD Elbow QC

Output: DC 12V/1A   

9

NHW

GB

NPS 1.5" Pipe,48.3mm OD

Adaptor＆Base 
Specifications

HWP NHWP

Working

Conditions

Regeneration

9.8 M³/H (43 gpm)

12.0 M³/H (54.7 gpm)

6.9 M³/H (30 gpm)

5.9

11.9

8.9 M³/H (39gpm)

11.0 M³/H (48.7gpm)

8.2 M³/H (36 gpm)

7.0

11.4

       0.05–17.0M³/H (0.25–75gpm) 

Inlet

Drain

Base (4")

Flow Meter

Injector

Outlet

Brine

Specifications PPrroodduucctt  FFeeaattuurreess

3

FX150

Flow Rate

Continuous(15psi Drop)

Peak (25psi Drop) 

Peak Backwash(25psi Drop)

Working CV

Backwash CV

Regeneration
Downflow

HW

Cycles

Flow Meter
Accuracy

Range

±5.0%

In/outlet 1" or  1-1/4" or 1-1/2",NPT or BSPT Straight QC

Base 4-8"UN

Distributor Pilot

Drain 1" NPT or BSPT, Straight or Elbow QC

Brine

Power Supply
Input:100~240V AC 50/60HZ   

Max VA 12W

Water Pressure Service: 1.4-8.0Bar/20-120psi

Temperature 1℃~ 43℃/33℉~109℉

DN40(50mm OD)

3/8"  or  1/2" OD Elbow QC

Output: DC 12V/1A   

9

NHW

GB

NPS 1.5" Pipe,48.3mm OD

Adaptor＆Base 
Specifications

HWP NHWP

Working

Conditions

Regeneration

9.8 M³/H (43 gpm)

12.0 M³/H (54.7 gpm)

6.9 M³/H (30 gpm)

5.9

11.9

8.9 M³/H (39gpm)

11.0 M³/H (48.7gpm)

8.2 M³/H (36 gpm)

7.0

11.4

       0.05–17.0M³/H (0.25–75gpm) 

Inlet

Drain

Base (4")

Flow Meter

Injector

Outlet

Brine

Specifications PPrroodduucctt  FFeeaattuurreess
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Débit Régénération HWP  
(bypass d’eau dure)

NHWP  
(sans bypass d’eau dure)

En continu (chute de 15 psi) 9,8 m³/h (43 gpm) 8,9 m³/h (39 gpm)

Pointe (chute de 25 psi) 12,0 m³/h (54,7 gpm) 11,0 m³/h (48,7 gpm)

Débit de pointe du détassage 
(chute de 25 psi) 6,9 m³/h (30 gpm) 8,2 m³/h (36 gpm)

Clapet anti-retour de service 11,9 11,4

Clapet anti-retour de détassage 5,9 7,0

Régénération Co-courant HW

NHW

Cycles 9

Compteur de débit Précision ±5,0 %

Plage 0,05–17,0 m³/h (0,25–75 gpm)

Caractéristiques  
techniques de  
l'adaptateur et  
du socle

Entrée/sortie Raccord rapide droit 1” ou 1-1/4” ou 1-1/2”, NPT ou BSPT

Socle 4”8 UN

Logement du tube 
plongeur

GB DN40 (diamètre extérieur 50 mm)

NPS Tuyau de 1,5”, diamètre extérieur de 48,3 mm

Mise à l'égout Raccord rapide droit ou coudé 1” NPT ou BSPT

Saumure Raccord rapide coudé, diamètre extérieur 3/8” ou 1/2”

Conditions  
de fonctionnement

Alimentation électrique Entrée : 100-240 Vca 50/60 HZ

Sortie : CC 12V/1A

VA max 12 W

Pression de l'eau Service : 1,4-8,0 Bar / 20-120 psi

Température 1 °C~ 43 °C

SPÉCIFICATIONS SÉRIE FX
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SPÉCIFICATIONS SÉRIE FX
 
FX200

4

FX200

Flow Rate

Continuous(15psi Drop)

Peak (25psi Drop) 

Peak Backwash(25psi Drop)

Working CV

Backwash CV

Regeneration
Downflow

HW

Cycles

Flow Meter
Accuracy

Range

±5.0%

In/outlet 1-1/2" or 2" ,NPT or BSPT Brass connector

Base 4-8"UN

Distributor Pilot

Drain 1.5" or 2",NPT or BSPT Brass connector

Brine

Power Supply
Input:100~240V AC 50/60HZ   

Max VA 12W

Water Pressure Service: 1.4-8.0Bar/20-120psi

Temperature 1℃~ 43℃/33℉~109℉

DN40(50mm OD)

1"  or  1/2",NPT or BSPT, Straight or Elbow QC

Output: DC 12V/1A   

9

NHW

GB

NPS 1.5" Pipe,48.3mm OD

Adaptor＆Base 
Specifications

HWP NHWP

Working

Conditions

Regeneration

15.9 M³/H (70 gpm)

20.4 M³/H (90 gpm)

12.0 M³/H (53 gpm)

10.1

18.0

15.0 M³/H (66gpm)

18.8 M³/H (83gpm)

18.4 M³/H (81 gpm)

15.8

16.2

       0.05–26.0M³/H (0.25–114gpm) 

进⽔⼝

Drain

Outlet

Injector

Brine

Base (4"）

Flow Meter

SpecificationsPPrroodduucctt  FFeeaattuurreess

4

FX200

Flow Rate

Continuous(15psi Drop)

Peak (25psi Drop) 

Peak Backwash(25psi Drop)

Working CV

Backwash CV

Regeneration
Downflow

HW

Cycles

Flow Meter
Accuracy

Range

±5.0%

In/outlet 1-1/2" or 2" ,NPT or BSPT Brass connector

Base 4-8"UN

Distributor Pilot

Drain 1.5" or 2",NPT or BSPT Brass connector

Brine

Power Supply
Input:100~240V AC 50/60HZ   

Max VA 12W

Water Pressure Service: 1.4-8.0Bar/20-120psi

Temperature 1℃~ 43℃/33℉~109℉

DN40(50mm OD)

1"  or  1/2",NPT or BSPT, Straight or Elbow QC

Output: DC 12V/1A   

9

NHW

GB

NPS 1.5" Pipe,48.3mm OD

Adaptor＆Base 
Specifications

HWP NHWP

Working

Conditions

Regeneration

15.9 M³/H (70 gpm)

20.4 M³/H (90 gpm)

12.0 M³/H (53 gpm)

10.1

18.0

15.0 M³/H (66gpm)

18.8 M³/H (83gpm)

18.4 M³/H (81 gpm)

15.8

16.2

       0.05–26.0M³/H (0.25–114gpm) 

进⽔⼝

Drain

Outlet

Injector

Brine

Base (4"）

Flow Meter

SpecificationsPPrroodduucctt  FFeeaattuurreess

5

FX300

Continuous(15psi Drop)

Peak (25psi Drop) 

Peak Backwash(25psi Drop)

Working CV

Backwash CV

Downflow
HW

Cycles

Accuracy

Range

In/outlet

Base

Distributor Pilot

Drain

Brine

Power Supply
Input:100~240V AC 50/60HZ   

Max VA 12W

Water Pressure Service: 1.4-8.0Bar/20-120psi

Temperature 1℃~ 43℃/33℉~109℉

Output: DC 12V/1A   

NHW

GB

NPS

23.7

2" or 2-1/2",NPT or BSPT Brass Connector

29.6

4"-8UN or 6" flange

DN50(60mm OD)

2" Pipe,60.3mm OD

±5.0%

0.05–26.0M³/H (0.25–114gpm) 

2" or 2-1/2" ,NPT or BSPT Brass Connector

1" or 1/2" ,NPT or BSPT,Straight or Elbow QC

9

24.1

30.4

DN80(90mm OD)

3" Pipe,88.9mm OD

Flow Rate

Regeneration

Flow Meter

Working

Conditions

Adaptor＆Base 
Specifications

HWP NHWP HWP NHWP

4" 6"Base�Size

15.4

30.6

16.0

32.0

Regeneration

26.8 M³/H (118 gpm)

34.7 M³/H (153 gpm)

17.9 M³/H (79 gpm)

25.9 M³/H (114 gpm)

33.6 M³/H (148 gpm)

26.8 M³/H (118 gpm)

28.4 M³/H (125 gpm)

36.3 M³/H (160 gpm)

19.1 M³/H (84 gpm)

26.3 M³/H (116 gpm)

34.5 M³/H (152 gpm)

27.7 M³/H (122 gpm)

Outlet

Brine

Inlet

Drain

Base(4"-8UN or 6" flange)

Flow Meter

Injector

Ms051

Specifications PPrroodduucctt  FFeeaattuurreess
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Débit Régénération HWP  
(bypass d’eau dure)

NHWP  
(sans bypass d’eau dure)

En continu (chute de 15 psi) 15,9 m³/h (70 gpm) 15,0 m³/h (66 gpm)

Pointe (chute de 25 psi) 20,4 m³/h (90 gpm) 18,8 m³/h (83 gpm)

Débit de pointe du détassage 
(chute de 25 psi) 12,0 m³/h (53 gpm) 18,4 m³/h (81 gpm)

Clapet anti-retour de service 18,0 16,2

Clapet anti-retour de détassage 10,1 15,8

Régénération Co-courant HW

NHW

Cycles 9

Compteur de débit Précision ±5,0 %

Plage 0,05–26,0 m³/h (0,25–114 gpm)

Caractéristiques  
techniques de  
l'adaptateur et  
du socle

Entrée/sortie Raccord en laiton 1-1/2” ou 2”, NPT ou BSPT

Socle 4”8 UN

Logement du tube 
plongeur

GB DN40 (diamètre extérieur 50 mm)

NPS Tuyau de 1,5”, diamètre extérieur de 48,3 mm

Mise à l'égout Raccord en laiton 1,5” ou 2”, NPT ou BSPT

Saumure Raccord rapide droit ou coudé 1” ou 1/2”, NPT ou BSPT

Conditions  
de fonctionnement

Alimentation électrique Entrée : 100-240 Vca 50/60 HZ

Sortie : CC 12V/1A

VA max 12 W

Pression de l'eau Service : 1,4-8,0 Bar / 20-120 psi

Température 1 °C~ 43 °C

SPÉCIFICATIONS SÉRIE FX
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SPÉCIFICATIONS SÉRIE FX
 
FX300

5

FX300

Continuous(15psi Drop)

Peak (25psi Drop) 

Peak Backwash(25psi Drop)

Working CV

Backwash CV

Downflow
HW

Cycles

Accuracy

Range

In/outlet

Base

Distributor Pilot

Drain

Brine

Power Supply
Input:100~240V AC 50/60HZ   

Max VA 12W

Water Pressure Service: 1.4-8.0Bar/20-120psi

Temperature 1℃~ 43℃/33℉~109℉

Output: DC 12V/1A   

NHW

GB

NPS

23.7

2" or 2-1/2",NPT or BSPT Brass Connector

29.6

4"-8UN or 6" flange

DN50(60mm OD)

2" Pipe,60.3mm OD

±5.0%

0.05–26.0M³/H (0.25–114gpm) 

2" or 2-1/2" ,NPT or BSPT Brass Connector

1" or 1/2" ,NPT or BSPT,Straight or Elbow QC

9

24.1

30.4

DN80(90mm OD)

3" Pipe,88.9mm OD

Flow Rate

Regeneration

Flow Meter

Working

Conditions

Adaptor＆Base 
Specifications

HWP NHWP HWP NHWP

4" 6"Base�Size

15.4

30.6

16.0

32.0

Regeneration

26.8 M³/H (118 gpm)

34.7 M³/H (153 gpm)

17.9 M³/H (79 gpm)

25.9 M³/H (114 gpm)

33.6 M³/H (148 gpm)

26.8 M³/H (118 gpm)

28.4 M³/H (125 gpm)

36.3 M³/H (160 gpm)

19.1 M³/H (84 gpm)

26.3 M³/H (116 gpm)

34.5 M³/H (152 gpm)

27.7 M³/H (122 gpm)

Outlet

Brine

Inlet

Drain

Base(4"-8UN or 6" flange)

Flow Meter

Injector

Ms051

Specifications PPrroodduucctt  FFeeaattuurreess

5

FX300
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9

24.1

30.4

DN80(90mm OD)

3" Pipe,88.9mm OD

Flow Rate

Regeneration

Flow Meter

Working

Conditions

Adaptor＆Base 
Specifications
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32.0

Regeneration
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25.9 M³/H (114 gpm)
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26.8 M³/H (118 gpm)

28.4 M³/H (125 gpm)

36.3 M³/H (160 gpm)

19.1 M³/H (84 gpm)

26.3 M³/H (116 gpm)

34.5 M³/H (152 gpm)

27.7 M³/H (122 gpm)

Outlet
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Inlet

Drain

Base(4"-8UN or 6" flange)

Flow Meter

Injector

Ms051

Specifications PPrroodduucctt  FFeeaattuurreess
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4" 6"

Débit Régénération HWP (bypass 
d’eau dure)

NHWP (sans 
bypass d’eau dure)

HWP (bypass 
d’eau dure)

NHWP (sans bypass 
d’eau dure)

En continu (chute de 15 psi) 26,8 m³/h (118 
gpm)

25,9 m³/h (114 
gpm)

28,4 m³/h 
(125 gpm) 26,3 m³/h (116 gpm)

Pointe (chute de 25 psi) 34,7 m³/h (153 
gpm)

33,6 m³/h (148 
gpm)

36,3 m³/h 
(160 gpm) 34,5 m³/h (152 gpm)

Débit de pointe du détassage 
(chute de 25 psi)

17,9 m³/h  
(79 gpm)

26,8 m³/h (118 
gpm)

19,1 m³/h  
(84 gpm) 27,7 m³/h (122 gpm)

Clapet anti-retour de service 30,6 29,6 32,0 24,1

Clapet anti-retour de détassage 15,4 23,7 16,0 30,4

Régénération Co-courant HW

NHW

Cycles 9

Compteur de débit Précision ±5,0 %

Plage 0,05–26,0 m³/h (0,25–114 gpm)

Caractéristiques 
techniques de 
l'adaptateur et  
du socle

Entrée/sortie Raccord en laiton 2” ou 2-1/2”, NPT ou BSPT

Socle Bride de 4 à 8 UN ou de 6”

Logement du tube 
plongeur

GB DN50 (diamètre extérieur de 
60 mm)

DN80 (diamètre extérieur de 90 
mm)

NPS Tuyau de 2”, diamètre extérieur 
de 60,3 mm

Tuyau de 3”, diamètre extérieur de 
88,9 mm

Mise à l'égout Raccord en laiton 2” ou 2-1/2”, NPT ou BSPT

Saumure Raccord rapide droit ou coudé 1” ou 1/2”, NPT ou BSPT

Conditions  
de fonctionnement

Alimentation électrique Entrée : 100-240 Vca 50/60 HZ

Sortie : CC 12V/1A

VA max 12 W

Pression de l'eau Service : 1,4-8,0 bars / 20-120 psi

Température 1 °C~ 43 °C

SPÉCIFICATIONS SÉRIE FX
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DIMENSIONS DE LA SÉRIE FX
 
FX100

 
Les chiffres entre parenthèses sont exprimés en pouces ; les autres chiffres sont 
exprimés en millimètres.

6

FX100

11..22..FFXX  SSeerriieess  DDiimmeennssiioonnss

Unit for numbers in brackets are inch, other numbers’ units are millimeter.

234.6
[9.2]

20
5

[8
.1

] 13
1.

2
[5

.1
]

102.2
[4.0]

187.5
[7.4]

50.8
[2.0]

35
3.

7
[1

3.
9]

40
.3

[1
.5

]

454.6
[17.9]

SpecificationsPPrroodduucctt  FFeeaattuurreess



PR
O

D
U

CT
 F

EA
TU

RE
S

15PRODUCT FEATURES  |  SPECIFICATIONS

7

FX125

Unit for numbers in brackets are inch, other numbers’ units are millimeter.

250.7
[9.9]

20
9.

1
[8

.2
]

16
4.

1
[6

.5
]

184.2
[7.2]

102.2
[4.0]

75.6
[3.0]

38
0.

6
[1

5.
0]

40 [1
.6

]

491.2
[19.3]

Specifications PPrroodduucctt  FFeeaattuurreess

FX125

 
Les chiffres entre parenthèses sont exprimés en pouces ; les autres chiffres sont 
exprimés en millimètres.

DIMENSIONS DE LA SÉRIE FX
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DIMENSIONS DE LA SÉRIE FX
 
FX150

 
Les chiffres entre parenthèses sont exprimés en pouces ; les autres chiffres sont 
exprimés en millimètres.

8

FX150

Unit for numbers in brackets are inch, other numbers’ units are millimeter.

338.3

24
1.

5

[13.3]

[9
.5

]

16
7.

2
[6

.6
]

102.2
[4.0]

186.9
[7.3]

28
8.

7
[1

1.
4]

[2
.9

] [4
.2

]

[1
.6

]74
.7

41
.2

10
8

SpecificationsPPrroodduucctt  FFeeaattuurreess
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9

FX200

Unit for numbers in brackets are inch, other numbers’ units are millimeter.

478.6

29
0.

8

[18.8]

[1
1.

4]

21
6.

5
[8

.5
]

102.2
[4.0]

210.2
[8.3]

34
8.

4
[1

3.
7]

91
.7

[3
.6

] 13
5.

1
[5

.3
]

Specifications PPrroodduucctt  FFeeaattuurreess

FX200

 
Les chiffres entre parenthèses sont exprimés en pouces ; les autres chiffres sont 
exprimés en millimètres.

DIMENSIONS DE LA SÉRIE FX
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DIMENSIONS DE LA SÉRIE FX
 
FX300

 
Les chiffres entre parenthèses sont exprimés en pouces ; les autres chiffres sont 
exprimés en millimètres.

10

FX300

Unit for numbers in brackets are inch, other numbers’ units are millimeter.

553.1
[21.8]

39
4

[1
5.

5]

34
1.

5
[1

3.
4]

102.2
[4.0]

233.3
[9.2]

36
0.

2
[1

4.
2]

10
9.

7
[4

.3
] 15

8.
5

[6
.2

]

SpecificationsPPrroodduucctt  FFeeaattuurreess
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CONFIGURATIONS SYSTÈME RECOMMANDÉES
 
FX100

Réservoir de 
résine

Remplissage 
de résine 

Col de 
bouteille

Entrée/
sortie

Adoucisseur Filtre

Dimen-
sions 
(pou-
ces)

Capa- 
cité (l)

(L) (pouce) (pouce) DLFC BLFC Référencé
temps de 
remplissa-
ge (min)

injec-
teur

Référencé
Saumurage
temps (min)

Taille du 
réser-
voir :

(pouce)

DLFC

12*52 84,8 59 2,5”-8NPSM 1" 5 1,0 5 0 # 19 12*52 10

12*65 106 74 2,5”-8NPSM 1" 5 1,0 7 1 # 19 12*65 10

13*44 82,9 58 2,5”-8NPSM 1" 5 1,0 5 0 # 19 13*44 12

13*54 103 73 2,5”-8NPSM 1" 5 1,0 6 1 # 18 13*54 12

14*47 101 71 2,5”-8NPSM 1" 8 1,0 6 1 # 18 14*47 15

14*52 115 81 2,5”-8NPSM 1" 8 1,0 7 2 # 20 14*52 15

14*65 145 102 2,5”-8NPSM 1" 8 1,0 9 2 # 18 14*65 15

16*28 76 53 2,5”-8NPSM 1" 9 1,0 5 1 # 13 16*28 20

16*36 98 69 2,5”-8NPSM 1" 9 1,0 6 1 # 17 16*36 20

16*44 131 92 2,5”-8NPSM 1" 9 1,0 8 2 # 16 16*44 20

16*52 148 104 2,5”-8NPSM 1" 9 1,0 9 2 # 18 16*52 20

16*65 187 131 2,5”-8NPSM 1" 9 1,2 10 3 # 17 16*65 20

21*36 164 115 4"-8 UN 1" 15 1,2 8 3 # 15 - -

21*53 253 177 4"-8 UN 1" 15 1,5 10 4 # 19 - -

21*62 322 225 4"-8 UN 1" 15 2,0 10 5 # 20 - -



PRO
D

U
CT FEATU

RES

20 PRODUCT FEATURES  |  SPECIFICATIONS

CONFIGURATIONS SYSTÈME RECOMMANDÉES
 
FX125 - 2,5”

Réservoir de résine Remplis-
sage de 
résine 

Col de 
bouteille

Entrée/
sortie

Adoucisseur Filtre

Dimen-
sions 
(pou-
ces)

Capa- 
cité (l)

(L) (pouce) (pouce) DLFC BLFC Référencé
temps de 

remplissage 
(min)

injecteur Référencé
Saumurage
temps (min)

Taille du 
réser-
voir :

(pouce)

DLFC

13*44 82 58 2,5”-8NPSM 1" 5 1,0 7 0 # 25 13*44 12

13*54 103 73 2,5”-8NPSM 1" 5 1,0 9 1 # 24 13*54 12

14*47 101 71 2,5”-8NPSM 1" 8 1,0 8 1 # 24 14*47 15

14*52 115 81 2,5”-8NPSM 1" 8 1,0 9 2 # 27 14*52 15

14*65 145 102 2,5”-8NPSM 1" 8 1,0 12 2 # 24 14*65 15

16*28 76 53 2,5”-8NPSM 1" 9 1,0 6 1 # 18 16*28 20

16*36 98 69 2,5”-8NPSM 1" 9 1,0 8 1 # 23 16*36 20

16*44 131 92 2,5”-8NPSM 1" 9 1,0 11 2 # 22 16*44 20

16*52 148 104 2,5”-8NPSM 1" 9 1,0 12 2 # 24 16*52 20

16*65 187 131 2,5”-8NPSM 1" 9 1,2 13 3 # 22 16*65 20

21*36 164 115 4"-8 UN 1,25" 15 1,2 11 3 # 20 21*36 32

21*53 253 177 4"-8 UN 1,25" 15 1,5 14 4 # 26 21*53 32

21*62 322 225 4"-8 UN 1,25" 15 2,0 13 5 # 26 21*62 32
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CONFIGURATIONS SYSTÈME RECOMMANDÉES
 
FX125 - 4”

Réservoir de résine Remplis-
sage de 
résine 

Col de 
bouteille

Entrée/
sortie

Adoucisseur Filtre

Dimen-
sions 
(pou-
ces)

Capa- 
cité (l)

(L) (pouce) (pouce) DLFC BLFC Référencé
temps de 

remplissage 
(min)

injecteur Référencé
Saumurage
temps (min)

Capa-
cité du 

réservoir 
(pouces)

DLFC

21*36 164 115 4"-8 UN 1,5" 15 1,2 11 1 # 25 21*36 32

21*53 253 177 4"-8 UN 1,5" 15 1,5 14 2 # 26 21*53 32

21*62 322 58 4"-8 UN 1,5" 15 2,0 13 2 # 33 21*62 32

24*65 423 296 4"-8 UN 1,5" 20 2,4 15 3 # 28 - -

24*68 427 299 4"-8 UN 1,5" 20 2,4 15 3 # 28 - -

24*72 427 299 4"-8 UN 1,5" 20 2,4 15 3 # 28 - -

24*85 471 330 4"-8 UN 1,5" 20 2,4 16 3 # 31 - -

30*72 690 483 4"-8 UN 1,5" 32 4,0 14 4 # 32 - -

30*85 745 522 4"-8 UN 1,5" 32 5,0 12 5 # 29 - -
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CONFIGURATIONS SYSTÈME RECOMMANDÉES
 
FX150

Réservoir de résine Remplis-
sage de 
résine 

Col de bou-
teille

Entrée/
sortie

Adoucisseur Filtre

Dimen-
sions 
(pou-
ces)

Capa- 
cité (l)

(L) (pouce) (pouce) DLFC BLFC Référencé
temps de 

remplissage 
(min)

injecteur Référencé
Saumurage
temps (min)

Taille du 
réser-
voir :

(pouce)

DLFC

21*36 164 115 4"-8 UN 1,5" 15 1,2 11 1 # 25 21*36 32

21*53 253 177 4"-8 UN 1,5" 15 1,5 14 2 # 26 21*53 32

21*62 322 225 4"-8 UN 1,5" 15 2,0 13 2 # 33 21*62 32

24*65 423 296 4"-8 UN 1,5" 20 2,4 15 3 # 28 - -

24*68 427 299 4"-8 UN 1,5" 20 2,4 15 3 # 28 - -

24*72 427 299 4"-8 UN 1,5" 20 2,4 15 3 # 28 - -

24*85 471 330 4"-8 UN 1,5" 20 2,4 16 3 # 31 - -

30*72 690 483 4"-8 UN 1,5" 32 4,0 14 4 # 32 - -

30*85 745 522 4"-8 UN 1,5" 32 5,0 12 5 # 29 - -
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CONFIGURATIONS SYSTÈME RECOMMANDÉES
 
FX200

Réservoir de résine Remplis-
sage de 
résine 

Col de bou-
teille

Entrée/
sortie

Adoucisseur Filtre

Dimen-
sions 
(pou-
ces)

Capa- 
cité (l)

(L) (pouce) (pouce) DLFC BLFC Référencé
temps de 

remplissage 
(min)

injecteur Référencé
Saumurage
temps (min)

Taille du 
réser-
voir :

(pouce)

DLFC

24*65 423 296 4"-8 UN 1,5" 20 2,4 15 2 # 27 24*65 40

24*68 427 299 4"-8 UN 1,5" 20 2,4 15 2 # 27 24*68 40

24*72 427 299 4"-8 UN 1,5" 20 2,4 15 2 # 27 24*72 40

24*85 471 330 4"-8 UN 1,5" 20 2,4 16 2 # 30 24*85 40

30*72 690 483 4"-8 UN 2" 32 4,0 14 3 # 27 30*72 60

30*85 745 522 4"-8 UN 2" 32 5,0 12 3 # 30 30*85 60

36*72 850 595 4"-8 UN 2" 45 8,0 9 3 # 34 - -

36*85 993 659 4"-8 UN 2" 45 8,0 10 3 # 39 - -
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CONFIGURATIONS SYSTÈME RECOMMANDÉES
 
FX300 - 4”

Réservoir de résine Remplis-
sage de 
résine 

Col de 
bouteille

Entrée/
sortie

Adoucisseur Filtre

Dimen-
sions 
(pou-
ces)

Capa- 
cité (l)

(L) (pouce) (pouce) DLFC BLFC Référencé
temps de 

remplissage 
(min)

injecteur Référencé
Saumurage
temps (min)

Taille du 
réser-
voir :

(pouce)

DLFC

30*72 690 483 4"-8 UN 2" 32 4 14 3 # 27 30*72 70

30*85 745 522 4"-8 UN 2" 32 5 12 3 # 30 30*85 70

36*72 850 595 4"-8 UN 2" 45 8 9 3 # 34 36*72 100

36*85 993 695 4"-8 UN 2" 45 8 10 3 # 39 36*85 100
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CONFIGURATIONS SYSTÈME RECOMMANDÉES
 
FX300 - 6”

Réservoir de résine Remplis-
sage de 
résine 

Col de 
bouteille

Entrée/
sortie

Adoucisseur Filtre

Dimen-
sions 
(pou-
ces)

Capa- 
cité (l)

(L) (pouce) (pouce) DLFC BLFC Référencé
temps de 

remplissage 
(min)

injecteur Référencé
Saumurage
temps (min)

Taille du 
réser-
voir :

(pouce)

DLFC

42*72 1100 770 Bride 6" 2,5" 60 8 11 4 # 27 42*72 121

42*89 1362 953 Bride 6" 2,5" 60 8 14 4 # 33 42*89 121

48*72 1308 916 Bride 6" 2,5" 80 8 13 4 # 32 - -

48*89 1743 1220 Bride 6" 2,5" 80 10 14 4 # 42 - -

48*94 1909 1336 Bride 6" 2,5" 80 10 16 5 # 39 - -

48*100 2275 1593 Bride 6" 2,5" 80 10 19 5 # 47 - -

63*67 2451 1716 Bride 6" 2,5" 121 10 20 6 # 30 - -

63*86 3306 2314 Bride 6" 2,5" 121 10 27 6 # 40 - -

Remarque
1.	 Le volume de remplissage de résine indiqué dans cette liste correspond à 70 % du 

volume du réservoir.
2.	 La consommation de sel du FX100 est calculée sur la base de 120 g par litre de résine.
3.	 La consommation de sel des modèles FX125/FX150/FX200/FX300 est calculée sur la 

base de 160 g par litre de résine.
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MODES DE RÉGÉNÉRATION

SOFT : 
Adoucisseur 

•	 À utiliser comme vanne d'adoucisseur.
•	 Disponible en versions SOF-1 (horaire), SOF-2 (jour de la semaine) et SOF-3 

(volumétrique immédiat) et SOF-4 (volumétrique différé).

FILTE : 
Filtre

•	 À utiliser comme vanne de filtrage.
•	 Disponible en version FIL-1 (horaire), FIL-3 (volumétrique immédiat) et FIL-4 

(volumétrique différé).

FP-rCS : 
Entièrement
Programmable

•	 Cycles de régénération entièrement programmables ( jusqu'à 9 cycles).
•	 Disponible en versions FP-1 (horaire), FP-2 (jour de la semaine), FP-3 (volu-

métrique immédiat), FP-4 (volumétrique différé)
 

 
Modes de régénération de la vanne d'adoucisseur 

SOF1- 
Mode horaire 

•	 Lorsque l'heure programmée est atteinte au jour d'intervalle prévu,  
la régénération démarre immédiatement.

•	 La pré-remplissage est disponible dans ce mode.

SOF2- 
Mode jours de la 
semaine

•	 Dans ce mode, l'heure de régénération est programmée pour un ou plusi-
eurs jours de la semaine, à une heure précise de la journée. La régénération 
commence dès que l'heure est atteinte aux jours définis. Il faut choisir au 
moins un jour de la semaine.

•	 La pré-remplissage est disponible dans ce mode.

SOF3- 
Volumétrique  
immédiat
Mode

•	 La régénération se déclenche immédiatement lorsque la capacité volumétri-
que prédéfinie atteint zéro.

•	 Si le jour et l'heure de régénération par intervalle sont définis, même si la 
capacité en volume n'a pas atteint zéro, la vanne de régulation entamera 
immédiatement la régénération à l'heure prévue le jour de l'intervalle.

•	 Le volume peut être saisi manuellement ou calculé automatiquement.
•	 La pré-remplissage n’est pas disponible dans ce mode.

SOF4- 
Mode 
volumétrique 
différé

•	 La régénération s'effectue à l'heure prédéfinie de la journée, lorsque la 
capacité en volume atteint zéro.

•	 Si le jour et l'heure de régénération par intervalle sont définis, même si la 
capacité en volume n'a pas atteint zéro, la vanne de régulation entamera la 
régénération à l'heure prévue le jour de l'intervalle.

•	 Le volume peut être saisi manuellement ou calculé automatiquement.
•	 La pré-remplissage est disponible dans ce mode.
•	 La régénération proportionnelle n'est disponible que lorsque l'option 

Pré-remplissage est sélectionnée.
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Modes de régénération de la vanne de filtrage 

FIL1- 
Mode horaire 

La vanne de régulation passe immédiatement en mode détassage ou  
régénération à l'heure programmée les jours où l'intervalle est activé.

FIL3- 
Mode  
volumétrique 
immédiat

•	 La régénération/le détassage se déclenche immédiatement lorsque la capa-
cité volumétrique prédéfinie atteint zéro.

•	 Si le jour et l'heure de régénération par intervalle sont définis, même si la 
capacité en volume n'a pas atteint zéro, la vanne de régulation entamera la 
régénération/le détassage à l'heure prévue le jour de l'intervalle.

•	 La capacité en volume doit être saisie manuellement.

FIL4- 
Mode  
volumétrique 
différé

•	 La régénération/le détassage s'effectue à l'heure prédéfinie de la journée, 
lorsque la capacité en volume atteint zéro.

•	 Si le jour et l'heure de régénération par intervalle sont définis, même si la 
capacité en volume n'a pas atteint zéro, la vanne de régulation entamera la 
régénération à l'heure prévue le jour de l'intervalle.

•	 La capacité en volume doit être saisie manuellement.

FP-rCS - Entièrement programmable 

FP1 : 
Mode horaire

•	 La régénération se déclenche à une heure précise de la journée.
•	 Cycles et durée de régénération personnalisés.

FP2 : 
Mode jours de la 
semaine

•	 La régénération est déclenchée à des jours de la semaine et à des heures 
prédéfinis.

•	 Cycles et durée de régénération personnalisés.

FP3 : 
Volumétrique 
immédiat

•	 Régénérer immédiatement lorsque le volume restant est épuisé.
•	 Si un forçage calendaire est défini, la vanne de régulation effectuera la 

régénération ce jour-là, que le volume d'eau traitée soit épuisé ou non.
•	 Saisissez manuellement la capacité ou calculez-la automatiquement.
•	 Cycles et durée de régénération personnalisés.

FP4 : 
Volumétrique 
différé

•	 Régénérer à une heure prédéfinie de la journée lorsque le volume restant 
est épuisé.

•	 Si un forçage calendaire est défini, la vanne de régulation effectuera la 
régénération ce jour-là, que le volume d'eau traitée soit épuisé ou non.

•	 Saisissez manuellement la capacité ou calculez-la automatiquement.
•	 Cycles et durée de régénération personnalisés.
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PARAMÈTRES DU CYCLE DE RÉGÉNÉRATION  
 
Paramètres du cycle d'adoucissement / de filtrage 
 
La vanne de régulation peut configurer automatiquement le cycle de régénération 
en fonction de la configuration du système et des paramètres définis par l'utilisateur.
Reportez-vous au schéma ci-dessous pour plus de détails sur chaque cycle.

Séquence de cycle pour différents types de vannes

Type

 

Cycle     

Adoucisseur Filtre régén Filtre  
à détassage

Co-courant Co-courant Co-courant

Post remplissage Post remplissage Post remplissage -

1 Détassage Détassage Détassage Détassage

2 Saumurage/ 
Rinçage lent

Détassage Saumurage/ 
Rinçage lent

-

3 2e détassage Saumurage/ 
Rinçage lent

2e détassage 2e détassage

4 Rinçage 2e détassage Rinçage Rinçage

5 Remplissage Rinçage Remplissage -

   

 
 

Remarque
La procédure de mise en service des vannes de filtre à régénération  
est identique à celle des vannes d'adoucisseur.
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PARAMÈTRES DU CYCLE DE RÉGÉNÉRATION 

Paramètres de régénération entièrement programmables

Une fonction de cycle de régénération entièrement programmable est disponible 
pour répondre aux besoins spécifiques de chaque client. Cela permet aux utilisa-
teurs de configurer une séquence de régénération personnalisée et une durée 
pouvant aller jusqu'à neuf (9) cycles.
Les types de cycle suivants sont disponibles : Détassage (bSH), Saumurage (bdr), 
Rinçage (rnS), Remplissage (rEF), Dissolution (dSo), Fin (End).

Tableau des programmes

Cycles Options disponibles Longueur Abréviations

C1 bSH/bdr/rnS/rEF/Fin 0-999 min bSH-Détassage

C2 bSH/bdr/rnS/rEF/Fin 0-999 min bdr-Saumurage

C3 bSH/bdr/rnS/rEF/Fin 0-999 min rns-Rinçage

C4 bSH/bdr/rnS/rEF/Fin 0-999 min rEF-Remplissage

C5 bSH/bdr/rnS/rEF/Fin 0-999 min Fin-Dernière étape

C6 bSH/bdr/rnS/rEF/Fin 0-999 min -

C7 bSH/bdr/rnS/rEF/Fin 0-999 min -

C8 bSH/bdr/rnS/rEF/Fin 0-999 min -

C9 bSH/bdr/rnS/rEF/Fin 0-999 min -

Si l'option « Fin » est sélectionnée, le programme de régénération achèvera la confi-
guration en cours.
Le cycle de régénération passera par tous les cycles sélectionnés jusqu’à « Fin » 
inclus.
On peut sélectionner « Fin » à n'importe quelle position du cycle. Si les neuf (9) cy-
cles sont tous définis comme cycles de régénération et que l'option « Fin » n'est pas 
sélectionnée, le système exécutera automatiquement la séquence complète telle 
qu'elle a été configurée.
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MODE DE PRÉ-REMPLISSAGE  
 
Le mode de pré-remplissage permet de dissoudre le sel avant la régénération afin 
de garantir que le réservoir de sel soit sec à l'issue du processus de régénération. 
Cela permet de réduire le risque de prolifération bactérienne dans le réservoir.
L'écran de dissolution est présenté ci-dessous :

MODE DE RÉGÉNÉRATION PROPORTIONNELLE  
 
En fonction du volume d'eau traitée restant au moment de la régénération, la résine 
sera soit régénérée proportionnellement, soit entièrement régénérée, afin d'optimi-
ser son rendement.
•	 Si la régénération proportionnelle est réglée sur OFF, la vanne de régulation effec-

tuera une régénération complète lorsque le volume restant atteindra 0 ou lorsque la 
limite du forçage calendaire sera atteinte. 

•	 Si la régénération proportionnelle est réglée sur FULL, la vanne de régulation 
effectuera une régénération complète lorsque le volume restant sera inférieur à la 
consommation quotidienne moyenne ou lorsque la limite du forçage calendaire sera 
atteinte. 

•	 Si la régénération proportionnelle est réglée sur AUTO, la vanne de régulation effec-
tuera une régénération proportionnelle lorsque le volume restant sera inférieur à la 
consommation quotidienne moyenne ou lorsque la limite du forçage calendaire sera 
atteinte.   Toutes les cinq (5) régénérations proportionnelles, la sixième (6e) régé-
nération sera une régénération complète à 100 %. Les régénérations déclenchées 
manuellement ou à distance ne sont pas prises en compte dans ce décompte. Si les 
paramètres de régénération proportionnelle sont modifiés, le compteur sera remis à 
zéro.

17

SOFT
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Alternating

1.3.Optional Pre-refill

Pre-refill mode dissolves salt before regeneration to make sure the salt tank is dry after regeneration, therefore reducing risks of 

bacteria growth in the tank. 

Dissolving  screen is shown as below:

1.4.Optional Proportional Regeneration

Proportional regeneration is only available in SOF-4 mode when pre-refill is selected.

Reminder

3) If power cuts occurred when the control valve is moving to the next regeneration cycle, the control valve will look for the correct 

    position when power is restored and finish regeneration.

2) When power cuts occur in regeneration cycles, as soon as the power is restored, the control valve will look for the position it 

    was at when the power cut happened, remain in that position and finish regeneration.

1) When power cuts occur in service mode, the control valve will remain in service position when power is restored.

1.5. Power cut functions

Based on the remaining volume at the time of regeneration, resin  will either be proportionally regenerated or fully regenerated 

to maximize efficiency. See page 48 for detailed explanation.

If proportional regeneration is set to OFF, the control valve will fully regenerate when remaining volume reaches 0 or when the 

override day has been reached.

If proportional regeneration is set to FULL, when remaining volume<average daily consumption/override day reached, the control 

valve will fully regenerate.

If proportional regeneration is set to AUTO, when remaining volume<average daily consumption/override day reached, the control 

valve will proportionally

regenerate. For every 5 proportional regeneration, the 6th regeneration will be a 100% regeneration. If regeneration is manually 

or remotely triggered, it will

not count to the 5 regenerations. If proportional regeneration settings are changed, this number count will reset.

PPrroodduucctt  FFeeaattuurreessProduct Highlights

Remarque
La régénération proportionnelle n'est disponible qu’en mode SOF-4 lorsque 
l'option pré-remplissage est sélectionnée.



PR
O

D
U

CT
 F

EA
TU

RE
S

31PRODUCT FEATURES  |  SPECIFICATIONS

CONNEXIONS DES PÉRIPHÉRIQUES EXTERNES (PLAQUE ARRIÈRE) 

 
Connexion des prises : Si vous utilisez une prise optionnelle, veuillez utiliser le cor-
don d'alimentation CC Pallas FX (réf. 1007417).  Branchez l'appareil externe à la prise 
correspondante de la vanne de régulation à l'aide du câble CC. 

 

18

22..  OOppttiioonnaall  EExxtteerrnnaall  DDeevviiccee  CCoonnnneeccttiioonnss

Flow MeterPower Supply

RS485 
Communication

12V Power Input

Remote Signal 1

Remote Signal 2

AUX Relay 1

AUX Relay 2

Low Salt Sensor

2.1. According Sockets Diagram

When any of the optional socket is used, please use the provided Fobrite DC cord (Part No. 1007417). Connect the external device 

to the according socket on the control valve via the DC cord.

2.2.Optional Remote Signal Controlled Regeneration

a.When the control valve is in service mode, it will take actions based on the remote signal inputs. 

b. If the control valve is in regeneration mode or awaiting queued regeneration, it will disregard any remote signal inputs and 

    remain in its current mode.

c. 2 remote signal inputs are available on this control valve. If one signal input is on or has commanded the control valve to move 

    into service position, the other remote input will not be able to command the control valve. Only when the control valve has finished 

    its current command, will the second input be able to use its functions.

d.In the unlikely situation that both signal inputs are triggered simultaneously and the two signals are different, the priority 

   sequence is as follows: Hold>dPon0>dPdel. The high priority command will be executed and the low priority command will be

   disregarded.

FX125/FX150
MS051

FX200/FX300
MS051

Product HighlightsPPrroodduucctt  FFeeaattuurreess
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Régénération commandée par signal à distance 

•	 Lorsque la vanne de régulation est en mode de fonctionnement, elle réagit en 
conséquence aux signaux reçus à distance.

•	 Si la vanne de régulation est en mode régénération ou dans un état de régénération 
mise en file d’attente, les signaux de commande à distance seront ignorés et l'unité 
restera dans son mode de fonctionnement actuel.

•	 Cette vanne de régulation dispose de deux entrées de signal à distance. Si l'une des 
entrées de signal est active ou a ordonné à la vanne de régulation de se mettre en 
position de service, la deuxième entrée sera désactivée jusqu'à ce que la com-
mande en cours soit terminée. Une fois la commande en cours terminée, la deu-
xième entrée reprendra le contrôle.

•	 Si les deux entrées de signal sont déclenchées simultanément avec des com-
mandes contradictoires, l'ordre de priorité est le suivant : Hold > dPon0 > dPdel. La 
commande ayant la priorité la plus élevée sera exécutée, tandis que celle ayant la 
priorité la plus faible sera ignorée.

Il existe quatre (4) réglages d'entrée à distance disponibles.  

1.	 ARRÊT 
• L’entrée à distance est désactivée Il s'agit du réglage par défaut. 

2.	 dPon0 
Lorsque la vanne de régulation est en mode de fonctionnement et que l'option 
dPon0 est sélectionnée, la régénération démarre immédiatement si le signal DP 
reste actif pendant 30 secondes. 

3.	 dPdel
•	 Pour utiliser le mode dPdel, il faut configurer une heure prédéfinie pour la régé-

nération. Reportez-vous à la page 51 pour les instructions d'installation.
•	 Lorsque la vanne de régulation est en mode de fonctionnement et que le signal 

DP reste actif pendant 30 secondes, le système passe en mode de régénéra-
tion différée et lance la régénération à l'heure prédéfinie.

•	 La régénération mise en file d’attente peut être annulée en appuyant sur la 
touche « Cycle » de la vanne de commande. Une fois l'annulation effectuée, la 
vanne de régulation repassera en mode de fonctionnement normal. 



PR
O

D
U

CT
 F

EA
TU

RE
S

33PRODUCT FEATURES  |  SPECIFICATIONS

 
 
 

4.	 Hold
•	 Mode horaire

•	 Lorsque la vanne de régulation est en mode de fonctionnement et que le 
signal est activé, le compte à rebours jusqu’à la prochaine régénération 
programmée s’arrête et le message « HOLD » s’affiche. La régénération ne 
peut pas être lancée dans cet état et l’heure de régénération ne sera pas 
calculée.

•	 Lorsque le signal est interrompu, la vanne de régulation revient au mode 
précédent et le compte à rebours jusqu'au jour de la régénération reprend 
à partir du moment où la fonction « HOLD » a été activée.

•	 Si la fonction « HOLD » reste active pendant moins de 24 heures et que 
l'heure de régénération programmée est dépassée pendant cette période, 
lorsque le signal sera coupé, la vanne de régulation lancera la régénéra-
tion à l'heure programmée suivante, le lendemain.

•	 Mode volumétrique différé
•	 Lorsque le signal est activé en mode de fonctionnement, le compte à  

rebours jusqu’à la prochaine régénération est suspendu et le message  
« HOLD » s’affiche. La régénération ne peut pas être lancée dans cet état 
et l’heure de régénération ne sera pas calculée. Le compteur d'eau conti-
nue d'enregistrer la consommation d'eau.

•	 Lorsque le signal est interrompu, la vanne de régulation revient au mode 
précédent et déduit la quantité d'eau consommée pendant la phase  
« HOLD » de la capacité restante. Si la capacité restante atteint zéro,  
la régénération se déroule à l'heure prédéfinie.

•	 Si une régénération était déjà programmée ou nécessaire pendant la pé-
riode « HOLD », elle aura lieu à l'heure prédéfinie dès que le mode « HOLD 
» sera désactivé. Si l'heure programmée est dépassée pendant le mode « 
HOLD », la régénération aura lieu le lendemain à l'heure prédéfinie.

•	 Mode volumétrique immédiat
•	 Lorsque le signal est activé, le message « HOLD » s'affiche.  La régénéra-

tion ne peut pas être lancée dans cet état, tant que le compteur de débit 
continue d'enregistrer la consommation.

•	 Si la capacité restante n'est pas tombée à zéro après la sortie du mode  
« HOLD », la consommation d'eau est déduite et la régénération aura lieu 
dès que la capacité définie sera atteinte.

•	 Si la capacité restante atteint zéro pendant la phase « HOLD », la régénéra-
tion commencera immédiatement dès que le signal sera relâché.
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Relais AUX en option

a.	 Cette vanne de régulation est équipée de 2 relais auxiliaires ; il est possible d'y  
	 brancher 2 appareils externes et de sélectionner différents modes sur ces appareils. 	
	 La vanne de régulation enverra des signaux passifs aux appareils connectés.
b.	 Caractéristiques techniques requises en matière de tension et de courant pour  
	 les appareils branchés : ≤ 30 Vcc/1 ou 20 Vca/1 A.
c.	 Si la vanne de régulation est réglée sur « Pré-remplissage », le cycle de régénération 	
	 indiqué débutera pendant le remplissage.
d.	 Si la vanne de régulation est réglée sur « Post-remplissage », le cycle de régénération 	
	 indiqué débutera pendant le détassage. 
 

 
 
 
Il existe 8 modes au total ; veuillez vous reporter à la page 53 pour plus d'informations.
1.	 OFF : Le mode « OFF » est le mode par défaut de cette vanne de régulation.  

En mode OFF, la vanne de régulation n'émettra aucun signal, quelles que soient les 
circonstances.

2.	 rEgon : Le relais AUX s'activera (contact à fermeture) lorsque la vanne de régulation 
entrera dans le cycle de régénération et se désactivera (contact à ouverture) une 
fois la régénération terminée.

3.	 Err :  
	 a.	 Si le mode « Err » est sélectionné, lorsque la vanne de régulation détecte  
		  un code d'erreur Err1 à Err4, le relais s'active pour signaler le code d'alerte  
		  aux dispositifs externes.

	 b.	 Si l'utilisateur a désactivé le code d'erreur en coupant l'alimentation électrique 	
		  de la vanne de régulation, le relais se désactivera. Si, une fois le cordon  
		  d'alimentation rebranché, l'erreur persiste, le relais se réactivera.
	 c.	 Si l'utilisateur a désactivé le code d'erreur en réinitialisant la vanne de  
		  régulation, le relais se déconnectera. Si le code d'erreur a été désactivé avec 	
		  succès, le relais restera déconnecté. Si le code d'erreur persiste, le relais se 		
	 réactivera.
	 d.	 Si l'utilisateur tente de désactiver le code d'erreur en rétablissant les réglages 	
		  d'usine, le relais passera en mode par défaut « OFF ». Ce relais ne se réactivera 	
		  pas tant que le code d'erreur sera affiché. 
 

Avertissement
Si les appareils branchés dépassent les caractéristiques techniques susmention-
nées, cela risque d'endommager la carte électronique de la vanne de régulation.
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4.	 SALt: Se connecte en cas d'avertissement de faible niveau de sel, se déconnecte 
une fois l'alerte réinitialisée

	 a.	 Avant d'utiliser cette fonction, définissez le seuil d'avertissement de faible 		
		  niveau de sel dans les paramètres avancés. Pour plus d'informations,  
		  voir page 56.
	 b.	 Lorsque l'avertissement de faible niveau de sel est activé, le relais s'enclenche. 	
		  Vous pouvez appuyer sur  pour désactiver l'alerte sonore.  
		  Dès que la quantité de sel dépasse le seuil d'alerte, le relais se désactive.
	 c.	 Si la régénération est déclenchée lors d’un avertissement de faible niveau de 	
		  sel, le relais se désactivera. Une fois que la vanne de régulation est revenue 	
		  en position de service, et sans ajout de sel, le relais se réenclenchera.
5.	 CALL : Se ferme en cas d'avertissement de maintenance, se déconnecte une fois 		

l'alerte réinitialisée
	 a.	 Avant d'utiliser cette fonction, configurez le rappel de maintenance dans  
		  les paramètres avancés. Pour plus d'informations, voir page 57.
	 b.	 Lorsque le délai de maintenance est atteint, le relais s'enclenche.  
		  Appuyez sur pour annuler l'avertissement ; le relais se déconnecte alors.
	 c.	 Si une alerte de maintenance est active et que la régénération est déclenchée, 	
		  le relais se déconnectera, puis se reconnectera une fois que la vanne de  
		  régulation sera revenue en position de service.
6.	 t-on : Le relais s'active et se désactive en fonction des réglages prédéfinis de l’heure 

de régénération.
	 a.	 Pour utiliser cette fonction, veuillez régler l'heure à laquelle le relais s'active  
		  et celle à laquelle il se désactive. Pour obtenir des instructions détaillées 		
		  concernant cette étape, veuillez vous reporter à la page 54.
	 b.	 Lorsque la vanne de régulation entre dans le cycle de régénération,  
		  le relais AUX démarre le compte à rebours et s'enclenche dès que l’heure 		
	      de connexion prédéfinie est atteinte. Lorsque l’heure de déconnexion  
		  prédéfinie est atteinte, le relais se désactive. 
	 c.	 Si le cycle de régénération est terminé mais que l’heure de déconnexion  
		  prédéfinie n'est pas encore atteinte :

•	 Si la vanne de régulation est en position de service,  
	 le relais se désactivera au moment de l'heure de déconnexion prédéfinie.
•	 Si la vanne de régulation a lancé un nouveau cycle de régénération mais 	
	 que le relais est toujours activé, ce nouveau cycle de régénération  
	 déclenchera la désactivation du relais et le démarrage d'un nouveau cycle 	
	 de temporisation.
•	 Si le relais est toujours connecté mais que l'utilisateur a basculé le relais 	
	 AUX vers un autre mode, le relais se déconnectera et suivra les  
	 instructions du nouveau mode. 
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•	
 

7.	 SEr-F : Le relais s'enclenche lorsque le volume d'eau prédéfini est atteint,  
et se désenclenche lorsque l’heure prédéfinie est atteinte.

	 a.	 Pour utiliser cette fonction, il faut avoir défini au préalable un débit de sortie 	
		  et une heure de connexion/déconnexion du relais. Reportez-vous à la page 54 	
		  pour les instructions détaillées.
	 b.	 En mode de fonctionnement, dès que le débit préréglé est atteint, le relais 		
		  s'enclenche (NC). Une fois l’heure prédéfinie atteinte, le relais se désactive 		
		  (NO). Lorsque le débit préréglé est à nouveau atteint, le relais s’enclenche à 	
		  nouveau (NC). Ce cycle se répétera jusqu'à ce que le cycle de régénération 		
		  commence.
	 c.	 Si le relais est toujours activé et que la régénération est déclenchée, mais que 	
		  l’heure de déconnexion prédéfinie n'est pas encore atteinte :

•	 Si la vanne de régulation reste en régénération, le relais se désactivera  
	 au moment de l'heure de déconnexion prédéfinie.
•	 Si le relais n'a pas encore atteint l’heure de déconnexion prédéfinie,  
	 mais que la vanne de régulation a terminé sa régénération et est revenue 	
	 en position de service, le relais se désactivera immédiatement et remettra 	
	 le compteur de temps à zéro.
•	 Si le relais n'a pas encore atteint l’heure de déconnexion prédéfinie mais 	
	 que l'utilisateur a modifié ses paramètres, le relais se désactivera  
	 immédiatement et appliquera les nouveaux paramètres.

8.	 rEg-F :
	 a.	 Pour utiliser cette fonction, l'utilisateur doit prérégler le débit d'eau total  
		  souhaité pour déclencher l'activation du relais, ainsi que la durée de  
		  cette activation.  
		  Reportez-vous à la page 55 pour les instructions détaillées.
	 b.	 Dès que la vanne de régulation entre dans le cycle de régénération,  
		  le débitmètre commence à calculer le débit total. Une fois que le débit 		
		  prédéfini est atteint, le relais s'enclenche et la temporisation démarre.  
		  Une fois la durée prédéfinie atteinte, le relais se désactivera et ne se réactivera 	
		  pas avant la fin du cycle de régénération en cours. 
	 c.	 Si le cycle de régénération est terminé mais que l’heure de déconnexion  
		  prédéfinie n'est pas encore atteinte :

•	 Si la vanne de régulation est en position de service, le relais se désactivera 	
	 au moment de l'heure de déconnexion prédéfinie.
•	 Si la vanne de régulation a lancé un nouveau cycle de régénération  
	 mais que le relais est toujours activé, ce nouveau cycle de régénération 		
	 déclenchera la désactivation du relais et le démarrage d'un nouveau cycle 	
	 de temporisation.
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•	 Si le relais est toujours connecté mais que l'utilisateur a basculé le  
	 relais AUX vers un autre mode, le relais se déconnectera et suivra  
	 les instructions du nouveau mode. 
 

      
 
 
 
 
  
Sortie 12 volts

 
a.	 Toutes les vannes de régulation FX disposent d'un canal de sortie actif.  
	 La tension maximale est de 12 V, le courant maximal est de 0,35 A.
	 Les utilisateurs peuvent utiliser cette sortie pour alimenter des appareils externes 		
	 (contrôleur, éclairage, etc.)  
	 Cette sortie peut également servir de dispositif de signalisation lorsque la vanne  
	 de régulation passe du mode « service » au mode « régénération ». 
b.	 Cette sortie s'active lorsque la vanne de régulation passe en mode « régénération » 		
	 et se désactive dès que la vanne revient en position « service ».
c.	 Si la vanne de régulation est configurée pour le préremplissage, cette sortie s'activera 	
	 dès la phase de préremplissage.
d.	 Si la vanne de régulation est configurée pour le post-remplissage, cette sortie s'activera 	
	 dès la phase de détassage. 
 
 
 

 

 
 

Avertissement
Le mode rEg-F est réservé à la vanne HWBP.

Avertissement
Si les appareils branchés dépassent les caractéristiques techniques susmention-
nées, cela risque d'endommager la carte électronique de la vanne de régulation.
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Communication RS485

Si vous devez utiliser la fonction de communication RS485, veillez à vous procurer 
au préalable le protocole de communication auprès de votre fournisseur Pallas FX.  
Les utilisateurs peuvent configurer la prise RS485 pour communiquer avec des PC, 
des automates programmables ou d'autres périphériques externes. Cette communi-
cation permettra à l'utilisateur de consulter l'état de la vanne de régulation, son histo-
rique et ses codes d'erreur. Les utilisateurs peuvent également régler les paramètres 
des vannes de régulation ou déclencher la régénération à distance. 
La prise RS485 permet d'assurer les fonctions suivantes : 
	 a.	 Surveillance en temps réel :  
		  L'utilisateur peut obtenir des données en temps réel, telles que le débit et 		
		  l'état de régénération, afin de comprendre le fonctionnement de la vanne 		
		  de régulation.
	 b.	 Contrôle à distance :  
		  L'utilisateur peut communiquer avec la vanne de régulation via les  
		  fonctions RS485 et modifier ses paramètres (réglages du cycle de  
		  régénération, réglages de la production d'eau, etc.). L'utilisateur peut  
		  également utiliser ce port pour communiquer avec des appareils externes  
		  afin de commander la vanne.
	 c.	 Alarmes d'erreur :  
		  Les fonctionnalités du RS485 comprennent la communication avec les  
		  appareils connectés afin d'envoyer des codes d'erreur et des alarmes.  
		  L'utilisateur pourra utiliser les rapports en temps réel pour s'assurer que  
		  la vanne de régulation fonctionne correctement et que sa maintenance  
		  est effectuée dans les délais.

1.	 Connexion de matériel externe : 
Les périphériques externes doivent prendre en charge la communication via RS485. 
Suivez les instructions pour connecter des périphériques externes : 
 
 
 
 
 

2.	 Protocole de communication : 
Votre fournisseur Pallas FX vous fournira le protocole de communication, et l'utilisa-
teur pourra programmer et développer des logiciels permettant de mettre en œuvre 
les fonctions susmentionnées. 
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2.5.RS485 Communication

If you need to use the RS485 communication function, make sure you get the communication protocol from Fobrite first.

The following functions can be achieved with the RS485 socket:

a.Real time monitoring: The user can acquire real time data such as current flow and regeneration status to understand what 

   the control valve is doing.

b.Remote controlling: The user can communicate with the control valve via the RS485 functions and modify control valve 

   settings (regeneration cycle settings, water production settings, etc.). The user can also use this socket to communicate 

   with external devices to control the valve. 

c.Error alarms: The RS485 functions includes communicating with plugged in devices to send error codes and alarms. 

   The user will be able to use the real time reports to ensure the control valve is working order and maintained on time.

Users can program the RS485 socket to communicate with PCs, PLCs or other external devices. This communication will allow the 

user to read the control valve status, history, and error codes. Users can also adjust control valve settings, or remotely trigger 

regeneration.

1)  Connecting External Hardware:

The external devices must support communication via RS485. Follow the instructions to connect external devices:

a.PC: PC----USB/RS485 converter----control valve

PC USB/RS485 Control Valve

b.PLC: PLC----RS485 converter----control valve

PLC USB/RS485 Control Valve

2)  Communication Protocol:

Fobrite will provide the communication protocol, and the user can program and develop software to achieve the aforementioned 

functions. 

3)  Programming:

a.Controlling via PC:

The user needs to develop software on the PC device. 

We recommend using programming languages such 

as C, C++, Python, LabVIEW. The user can use ModScan or 

QModMaster to test and troubleshoot the software.

b.Controlling via PLC:

The user needs to use appropriate PLC coding software such as:

GSWorks (Coding for specific brands)

Codesys (General PLC Coding)

Other Coding software provided by PLC manufactures

(Siemens TIA Portal, etc.)

When operating as a simplex valve, unplug RS485 cable to avoid accidentally triggering duplex mode.

! Warning

Product HighlightsPPrroodduucctt  FFeeaattuurreess
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Product HighlightsPPrroodduucctt  FFeeaattuurreess
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Product HighlightsPPrroodduucctt  FFeeaattuurreess

 

3.	 Programmation :  
L'utilisateur doit développer un logiciel sur 
son PC. Nous vous recommandons d'utiliser 
des langages de programmation tels que 
le C, le C++, Python et LabVIEW. L'utilisateur 
peut utiliser ModScan ou QModMaster pour 
tester le logiciel et résoudre les problèmes 
éventuels. 
  
L'utilisateur doit utiliser un logiciel de pro-
grammation de PLC adapté, tel que :
GSWorks (Programmation pour des 
marques spécifiques)
Codesys (Programmation générale de PLC)
Autres logiciels de programmation fournis 
par les fabricants de PLC (TIA Portal de 
Siemens, etc.)

 
 
Capteur d’avertissement de faible niveau de sel :
 
Cette vanne de régulation est équipée d'un emplacement pour capteur d'avertissement 
de faible niveau de sel. Si vous souhaitez utiliser cette fonction, veuillez acheter un 
capteur d'avertissement de faible niveau de sel spécifique au Pallas FX et l'installer en 
suivant les instructions ci-dessous.
a.	 Veuillez utiliser exclusivement les capteurs d'avertissement de faible niveau de sel 		
	 spécifiques au Pallas FX.
b.	 Pour utiliser cette fonction, veuillez régler la différence de hauteur entre  
	 l'emplacement du capteur et le niveau de sel à partir duquel l'avertissement de faible 	
	 niveau de sel est déclenché. 
	 Pour plus d’informations, voir page 56. 

Avertissement
En cas d'utilisation en mode simplex, débranchez le câble RS485 afin d'éviter 
tout déclenchement accidentel du mode duplex.
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c.	 Le capteur de niveau de sel mesure périodiquement le seuil entre le capteur et  
	 le niveau de sel. Si ce seuil est supérieur au seuil d'alerte prédéfini, le système  
	 émettra un avertissement de faible niveau de sel. Le message « SALT » s'affichera 		
	 en alternance avec l'écran de service sur la vanne de régulation, et le buzzer émettra 	
	 une alarme pour avertir l'utilisateur qu'il doit ajouter du sel. Une fois le sel ajouté dans 	
	 le réservoir, le signal sonore s'éteindra et l'écran de la vanne de régulation reviendra 	
	 à l'affichage normal.
d.	 Lorsque l'alarme de faible niveau de sel est activée, il est possible de désactiver  
	 le buzzer en appuyant sur ; l'avertissement « SALT » restera toutefois affiché  
	 sur l'écran de la vanne de régulation. Vous devrez répéter cette opération à chaque 	
	 fois que vous souhaiterez désactiver le buzzer.

Vanne d'arrêt de la conduite de saumure MS051 (en option) :
 
Ce modèle est équipé d'un raccord MS051 ; branchez la vanne d'arrêt de la conduite de 
saumure Pallas FX MS051 sur ce raccord pour accéder à cette fonction.
a.	 Le paramètre MS051 est activé par défaut sur le modèle FX300, tandis qu'il est 		
	 désactivé par défaut sur les modèles FX125, FX150 et FX200. Activez la fonction 		
	 MS051 dans le menu des paramètres avancés (voir page 56).
b.	 Lorsque le MS051 est installé et mis sous tension, il s'ouvre avant le saumurage ou  
	 le remplissage, et se referme une fois ces opérations terminées. 
 
 
 
 

Avertissement
Veuillez noter que cette hauteur ne doit pas dépasser la hauteur totale du 
réservoir de sel, sinon le capteur ne pourra pas émettre d'avertissement de 
faible niveau de sel.
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Bypass (en option) 

Seuls les modèles FX100 et FX125 sont disponibles avec bypass.  
Ces deux vannes utilisent deux bypass différents.
 
Utilisation du bypass 
 
Tournez les poignées pour accéder à 3 modes différents. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

23

2.6.Low Salt Sensor:

This control valve is equipped with a low salt sensor socket. If you wish to use this function, 

please purchase a Fobrite specific low salt sensor and install it according to the following instructions.

a.Please only use Fobrite specific low salt sensors.

b.To use this function, please set the difference in height from where the sensor is installed to where the salt level is low and the 

    low salt warning is issued.  See Page 36 for more information.

c.The low salt sensor will periodically read the distance between the sensor and the salt level. If this distance is greater than the 

   preset warning distance, it will send out a low salt warning. The sign “SALT” will alternately be displayed with the service screen 

   on the control valve, and the buzzer will sound an alarm to alert the user to add salt. Once salt is added to the tank, the buzzer 

   will shut off and the display screen on the control valve will return to the service display. 

d.When the low salt alarm is on, the buzzer can be turned off by pressing            , the “SALT” warning on the control valve screen 

   will still remain. This action need to be repeated every time if you wish to turn off the buzzer. 

Please note that this height cannot be higher than the total height of the salt tank, 

the sensor will not be able to provide a low salt warning.

Warning

33..OOppttiioonnaall  BByyppaassss

1) Choose the appropriate bypass based on space  constraints.

2) Only FX100 & FX125 are available with bypasses, please note the two valves uses 2 different bypasses.

PPrroodduucctt  FFeeaattuurreessProduct Highlights

This model is equipped with an MS051 port, plug in the Fobrite MS051 brine line shut off valve to the port to access this function.

a.MS051 is default to on with FX300, in FX125/150/200 it is default to off. Turn on the MS051 function in advanced settings menu, 

see Page 36.

b. When MS051 is installed and turned on, MS051 will open before brine draw or refill, and close after brine draw or refill is completed.

2.7.Optional MS051 Brine line Shut-off Valve

Twist the handles to achieve 3 different modes.

3.1.Operating the Bypass

Service

Inlet

Shut Off

Outlet

Bypass

Inlet Outlet Inlet Outlet

Service

Inlet Outlet

Bypass

Inlet Outlet

Shut off

Inlet Outlet

FX125 Bypass

FX100 Bypass
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CONNEXIONS ET PARAMÈTRES DES PÉRIPHÉRIQUES 
EXTERNES  

TOUCHES

 

 

Réglages 
 
Confirmer
1.	 Valider et passer au paramètre suivant
2.	 Appuyez sur cette touche et maintenez une pression pendant 3 secondes  
	 pour accéder au menu de consultation du débit instantané

Augmenter
 
Diminuer 
 
Cycle
1.	 Revenir au paramètre précédent
2.	 Appuyez et maintenez une pression pendant 5 secondes pour une régénération 	
	 immédiate
3.	 Appuyez sur cette touche pour lancer la régénération mise en file d'attente en 		
	 mode de fonctionnement

Appuyez et maintenez une pression pendant 3 secondes. Accédez aux paramètres 
avancés .

Appuyez et maintenez une pression pendant 3 secondes. Saisissez les paramètres  
d’adoucisseur/filtre/FP-rCS .

Appuyez et maintenez une pression pendant 3 secondes. Informations de diagnostic.
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Display type of data in diagnostic mode

22..      WWeeeekkddaayy

11..      CCuurrrreenntt  TTiimmee

33..      UUnniitt

Unit of flow is in M³ 
Hardness units are PPM、dH and FH
Total resin exchange is in Kg
No blinking function for this light

44..      RReeggeenn  SStteepp

Blinking indicates the control valve is moving to 
this position

55..      BBaatttteerryy  IIccoonn

Light  indicate back battery installed
Blinking indicates low battery

66..      FFllooww  MMeetteerr

Will not light up if the flow meter is not in use
Light indicates flow meter calculating flow

77..      SSeerrvviiccee

Light indicates the control valve is in service mode
Blinking means the control valve is moving to service 
position

88..    EEddiitt

Light indicates the control valve settings are being 
editted

99..  CCoonnttrrooll  VVaallvvee  TTyyppee

SOFT indicates softener valve
FILTE indicates filter valve

Display CCoonnttrroollss  aanndd  SSeettttiinnggss

2

3

4

5

6

7

9 1

MonTueWedThuFriSatSun

REMAIN

SOFT
FILTE

PPM³
dH
FH

Backwash Brine Rinse Refill

Kg

8

 
 

AFFICHAGE

1 Heure actuelle 
Afficher le type de données en mode diagnostic

6 Débitmètre 
Le voyant reste éteint lorsque le débitmètre 
n'est pas utilisé. 
Un voyant allumé en continu indique que le 
débitmètre mesure activement le débit.

2 Jour de la semaine 7 Mode de fonctionnement 
Un voyant allumé en continu indique que la 
vanne de régulation fonctionne en mode de 
fonctionnement. 
Un voyant clignotant indique que la vanne de 
commande se met en position de service.

3 Unités et indicateurs 
Le débit est mesuré en mètres cubes (m³). 
La dureté de l'eau peut être exprimée dans les 
unités suivantes : ppm, °dH ou °fH. 
La capacité totale d'échange de la résine est  
exprimée en kg

8 Mode modification 
Un voyant allumé en continu indique que les 
réglages de la vanne de régulation sont en 
cours de modification.

4 Étape de régénération 
Un voyant clignotant indique que la vanne de 
régulation est en train de se déplacer vers 
cette position.

9 Type de vanne de régulation 
SOFT désigne une vanne d'adoucisseur 
FILTE désigne une vanne de filtrage

5 Icône de batterie 
Une lumière fixe indique qu'une batterie de 
secours est installée. 
Un voyant clignotant indique que la batterie 
est faible.
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RÉGÉNÉRATION MISE EN FILE D'ATTENTE 
 
En mode de fonctionnement, appuyez sur la touche  pour lancer une régénération 
mise en file d’attente. La vanne de régulation effectuera la régénération à l'heure 
prédéfinie de la journée, et le symbole «  » clignotera. Appuyez à nouveau sur la 
touche  pour annuler la régénération mise en file d’attente.

Affichage pendant l'attente de la régénération

•	 SOF1, SOF2 et SOF4 : affichage en attente de régénération. 
•	 SOF3 : l'affichage alterne entre le temps restant et le volume restant.  
	 La régénération démarrera automatiquement dès que l'une ou l'autre  
	 de ces valeurs atteindra zéro.

RÉGÉNÉRATION IMMÉDIATE

 
En mode de fonctionnement, appuyez sur la touche  pendant 5 secondes pour lan-
cer une régénération immédiate. À n'importe quelle étape de régénération, appuyez 
sur la touche  pour interrompre le compte à rebours et passer à l'étape suivante.  
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SOF3's screen on awaiting regeneration is the alternating display between remaining 

time and remaining volume. Regeneration initiates when any screen reaches zero.

Tue

SOFT

REMAIN

SOFT
     M³

REMAIN

Tue

11..  SSaammee  DDaayy  RReeggeenneerraattiioonn

In service mode, press         to initiate queued regeneration and the control valve will regenerate at the 

preset time of the day and "      " will blink. Press          again to cancel queued regeneration.

Tue

SOFT

REMAIN

SOF1,SOF2＆SOF4's screen
while awaiting regeneration

Alternating

22..IImmmmeeddiiaattee  RReeggeenneerraattiioonn

In service mode, press and hold         for 5 seconds to initiate immediate regeneration. In every 

regeneration stage,press         to cancel the countdown and enter the next stage. 

Mon If there is a present error code, press and hold                       to reset the control valve. 

33..  RReesseettttiinngg  tthhee  DDeevviiccee

Mon

b. Optical signal not detected

If the following error codes are shown, please reset the control valve. If the error persists, contact professionals.

Mon

a. Cannot find service position

Blinking Blinking

Mon

c. Motor overload or jammed

Mon

d. Wrong service position

Blinking

The control valve will return to the position where the error code occurred and clear the code. 

If the error persists, please contact professionals. 

Blinking

FX100/FX120/FX150/FX200

Quick Reference GuideCCoonnttrroollss  aanndd  SSeettttiinnggss

All immediate regenerations are 100% regenerations．

! Warning
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Mon

b. Optical signal not detected

If the following error codes are shown, please reset the control valve. If the error persists, contact professionals.

Mon

a. Cannot find service position

Blinking Blinking

Mon

c. Motor overload or jammed

Mon

d. Wrong service position

Blinking

The control valve will return to the position where the error code occurred and clear the code. 

If the error persists, please contact professionals. 

Blinking

FX100/FX120/FX150/FX200

Quick Reference GuideCCoonnttrroollss  aanndd  SSeettttiinnggss

All immediate regenerations are 100% regenerations．

! Warning

Avertissement
Toutes les régénérations immédiates sont exécutées sous forme de régéné-
rations complètes à 100 %.
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RÉINITIALISATION DE LA VANNE 
Si un code d'erreur s'affiche, appuyez et maintenez une pression 
sur la touche   pour réinitialiser la vanne de régulation.  
La vanne reviendra à la position où l'erreur s'est produite et le 
code sera effacé. Si l'erreur persiste après la réinitialisation, 
contactez un technicien qualifié. Si l'un des codes d'erreur 
indiqués s'affiche, réinitialisez la vanne de régulation comme 
décrit ci-dessus. Si le problème persiste, demandez l'aide d'un 
professionnel.

FX100/FX120/FX150/FX200

FX300-Ms051
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All immediate regenerations are 100% regenerations．

! Warning
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Mon When the control valve is unplugged, press and hold           and reconnect the power supply, 

display will be shown as the diagram:

Depress           and the control valve have been reset to factory settings.

Once a factory reset is performed, please ensure all 

settings are correct.

Reminder

If multiple warnings are on simultaneously, only the highest priority signal will be displayed.

Priority sequence is as follows： Error warning＞Low Salt Warning＞Maintenance Reminder

Reminder

MonMon Mon Mon

FX300-Ms051

Blinking Blinking Blinking Blinking

Blinking Blinking Blinking Blinking
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b.Optical signal not detecteda.Cannot find service position c.Motor overload or jammed d.Wrong service position

b.Top valve motor overload or 

    jammed

a.Optical signal not detected on 

    top valve

c.Top valve incorrect brine 

    draw position

d.Top valve incorrect refill 

    position
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SOF3's screen on awaiting regeneration is the alternating display between remaining 

time and remaining volume. Regeneration initiates when any screen reaches zero.

Tue

SOFT

REMAIN

SOFT
     M³

REMAIN

Tue

11..  SSaammee  DDaayy  RReeggeenneerraattiioonn

In service mode, press         to initiate queued regeneration and the control valve will regenerate at the 

preset time of the day and "      " will blink. Press          again to cancel queued regeneration.

Tue

SOFT

REMAIN

SOF1,SOF2＆SOF4's screen
while awaiting regeneration

Alternating

22..IImmmmeeddiiaattee  RReeggeenneerraattiioonn

In service mode, press and hold         for 5 seconds to initiate immediate regeneration. In every 

regeneration stage,press         to cancel the countdown and enter the next stage. 

Mon If there is a present error code, press and hold                       to reset the control valve. 

33..  RReesseettttiinngg  tthhee  DDeevviiccee
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b.Optical signal not detecteda.Cannot find service position c.Motor overload or jammed d.Wrong service position

b.Top valve motor overload or 

    jammed

a.Optical signal not detected on 

    top valve

c.Top valve incorrect brine 
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Rappel 
Si plusieurs avertissements surviennent simultanément, seule l'alerte ayant  
la priorité la plus élevée s'affichera. L'ordre de priorité est le suivant :   
Avertissement d'erreur > Avertissement de faible niveau de sel > Maintenance
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RÉINITIALISATION AUX PARAMÈTRES D'USINE : 
 
Une fois la vanne de régulation débranchée, appuyez et main-
tenez une pression sur la touche  

, puis rebranchez l'alimentation électrique. L'affichage ap-
paraîtra comme indiqué sur le schéma. Relâchez la touche  
pour terminer l'opération. La vanne de régulation sera réinitiali-
sée aux paramètres d'usine.

AVERTISSEMENTS ET MAINTENANCE 

AVERTISSEMENT DE FAIBLE NIVEAU DE SEL

Les messages suivants s'afficheront lorsque le niveau de sel sera bas :
1.	 L'écran « Service » et le rappel « Faible niveau de sel » s'afficheront en alternance, 

comme illustré. Un signal sonore retentira pour rappeler à l'utilisateur de faire 
l'appoint de sel. 

2.	 Appuyez sur n'importe quel touche pour arrêter le buzzer. Le message d'avertis-
sement à l'écran restera affiché jusqu'à ce que le niveau de sel soit rétabli. 

3.	 Dès que la quantité de sel aura dépassé le seuil d'alerte, le rappel « Faible niveau 
de sel » s'arrêtera automatiquement. 

27
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11..LLooww  SSaalltt  WWaarrnniinngg  ((OOnnllyy  iiff  aa  llooww  ssaalltt  sseennssoorr  iiss  iinnssttaalllleedd))

1)Service screen and low salt reminder will be displayed alternately as shown.The buzzer will sound to remind the user to add salt.

Following reminders will be shown is salt level is low

SOFT
     M³

REMAIN

Tue

SOFT

Tue

Alternating

See Page 23 for more detail about the low salt sensor.

See Page 36 on how to set up the low salt sensor.

This display is only available when a 

low salt sensor is installed.

Reminder

3)When salt is added beyond the warning level, the low salt reminder will automatically stop. 

2)Press          to stop the buzzer, but the on screen reminder will remain.

22..  MMaaiinntteennaannccee  RReemmiinnddeerr
When it is time to maintain the device, “CALL” will be displayed on screen to remind the user to call professionals to maintain the 

control valve.

Mon

    Press           to cancel the “CALL” display and return to service display.

SOFT
     M³

REMAIN

Tue

Alternating

See Page 36 on how to setup the maintenance reminder.

33..  OOtthheerr  RReemmiinnddeerrss
Security Pins

As shown on the diagram, please do not tamper with security pins

to avoid leaks. 

! Warning

Recommended torque specs for installing the control valve to 

the resin tank is 30-35 N·M.

Reminder

Rappel
Cette fonction n'est disponible que si un capteur de niveau de sel est installé.  
Reportez-vous à la page 56 pour savoir comment configurer le capteur 
d’avertissement de faible niveau de sel

Rappel
Après avoir réinitialisé les paramètres d'usine, assurez-vous que tous les 
réglages sont correctement configurés avant toute utilisation.
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SOFT
     M³
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Tue

SOFT

Tue

Alternating
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2)Press          to stop the buzzer, but the on screen reminder will remain.
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control valve.
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SOFT
     M³

REMAIN

Tue

Alternating
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to avoid leaks. 
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Recommended torque specs for installing the control valve to 
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See Page 23 for more detail about the low salt sensor.
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This display is only available when a 

low salt sensor is installed.
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When it is time to maintain the device, “CALL” will be displayed on screen to remind the user to call professionals to maintain the 

control valve.

Mon

    Press           to cancel the “CALL” display and return to service display.

SOFT
     M³

REMAIN

Tue

Alternating

See Page 36 on how to setup the maintenance reminder.

33..  OOtthheerr  RReemmiinnddeerrss
Security Pins

As shown on the diagram, please do not tamper with security pins

to avoid leaks. 

! Warning

Recommended torque specs for installing the control valve to 

the resin tank is 30-35 N·M.

Reminder

AVERTISSEMENT CONCERNANT LA MAINTENANCE

Lorsqu'une intervention de maintenance est nécessaire, le message « CALL » s'affiche 
à l'écran pour rappeler à l'utilisateur de contacter un technicien qualifié afin de procé-
der à la maintenance de la vanne de régulation.

Appuyez sur  pour effacer l'affichage « CALL » et revenir à l'écran « Service ».
Reportez-vous à la page 57 pour savoir comment configurer le rappel de maintenance.

AUTRES RAPPELS

 

Avertissement 
Comme indiqué sur le schéma, veuillez ne pas manipuler les goupilles de 
sécurité afin d'éviter toute fuite.
Rappel
Le couple de serrage recommandé pour le montage de la vanne de régulation 
sur le réservoir de résine est de 30 à 35 N·m.
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PARAMÈTRES DU MOT DE PASSE 

1. Paramètres du mot de passe 
 
En mode de fonctionnement, 
appuyez sur  et mainte-
nez une pression pendant 3 
secondes pour accéder aux 
paramètres du mot de passe.

 
Par défaut :   s.o. 
Plage :    s.o. 

Rappel 
Mot de passe par défaut 
: 0000

2. Saisissez le code maître 
 
Appuyez sur  ou  pour 
modifier.
Appuyez sur  pour passer au 
chiffre suivant. Voir l'étape 3 en 
cas de code maître incorrect.

 
 
Par défaut :   060818 
Plage :    s.o. 

3. Code maître incorrect 
 
Un message d'erreur s'affichera 
pendant 1 seconde avant le 
retour à l'écran de service. 

 
 
Par défaut :   s.o. 
Plage :    s.o. 

4. Modification du mot de passe 
 
Appuyez sur  ou  pour 
modifier le mot de passe.
Appuyez sur  pour enregis-
trer et passer au chiffre suivant.

 
 
Par défaut :   0000 
Plage :    0000-9999 

Rappel
Si vous avez oublié votre 
mot de passe, répétez 
cette étape pour en définir 
un nouveau. L'ancien mot 
de passe sera remplacé.

CONFIGURATION  
TERMINÉE

29

0000

0000-9999

Blinking

SOFT
     M³

REMAIN

Tue

Default:

Range:

Password Settings CCoonnttrroollss  aanndd  SSeettttiinnggss

In service mode,

Press and hold            3 seconds to enter 

password settings.

1.     Password Settings

Default Password：0000

Reminder

N/A

N/A

Default:

Range:

4.    Changing Password

Press              or               to change the password.          

Press          save and move to the next digit.        

If you forgot your password, repeat

this step to set a new password.

Old password will be overwritten.

Reminder

Setting Complete

See step 3 for wrong master code.
Blinking

2.    Input Master Code

060818

N/A

3.     Master code incorrect N/A

N/AError message will display for 1 seconds

before returning to service display

Default:

Range:

Default:

Range:

Press              or               to change,          

Press             to save to the next digit.

29

0000

0000-9999

Blinking
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REMAIN

Tue
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30

System Settings(simplex)

Tue

SOFT

Press            twice in succession

Enter system settings in service mode.

N/A

N/A

SOFT
     M³

REMAIN

Tue 1.     Enter system settings

SPL

2.     System selection

Tue

SPL

dPL

Press             to confirm and go to next step.     

3.     Simplex Mode Selection

SOFT-Softener, see Page 37 for details.

FILTE-Filter, see Page 50 for details.

SOFT

SOFT

FILTE

FP-rCS

CCoonnttrroollss  aanndd  SSeettttiinnggss

Setting Complete

Press              or               to change,          

Press             confirm and return to service display.

Default:

Range:

Default:

Range:

Default:

Range:

FP-rCS-fully programmable, see Page 54 for details.
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SOFT
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Tue

SPL

dPL
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SOFT
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Setting Complete
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Default:
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Default:
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FP-rCS-fully programmable, see Page 54 for details.

PARAMÈTRES SYSTÈME (SIMPLEX)  
 

1. Accéder aux paramètres 
système 
 
Appuyez deux fois de suite 
sur . 
Accédez aux paramètres 
système en mode de fonction-
nement.

 
 
Par défaut :   s.o. 
Plage :    s.o. 
 

2. Sélection du système 
 
Appuyez sur  pour confirmer 
et passer à l'étape suivante.

 
 
Par défaut :   SPL 
Plage :    SPL / dPL 

3. Sélection du mode Simplex 
 
Appuyez sur  ou  pour mo-
difier, puis appuyez sur  pour 
confirmer et revenir à l'écran de 
service. 
 
SOFT - Adoucisseur, voir page 
58
FILTE - Filtre, voir page 74 
FP-rCS - Entièrement program-
mable, voir page 80

 
 
Par défaut :   SOFT 
Plage :    SOFT 
                FILTE 
                FP-rCS

CONFIGURATION  
TERMINÉE
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PARAMÈTRES DE BASE 

1. Accéder aux paramètres de base 
 
Si l'option SPL est sélectionnée. 
Appuyez sur  . Accédez aux 
paramètres de base en mode de 
fonctionnement.

 
 
Par défaut :   s.o. 
Plage :    s.o. 
 

2. Définir l'heure 
 
Appuyez sur  ou  pour mo-
difier, puis sur  pour confirmer

 
 
Par défaut :   12 
Plage :    00-23 

3. Définir les minutes 
 
Appuyez sur  ou  pour mo-
difier, puis sur  pour confirmer

 
 
Par défaut :   00 
Plage :    00-59 

4. Définir le jour de la semaine 
 
Appuyez sur  ou  pour 
modifier.
Appuyez sur  pour confirmer

 
 
Par défaut :   Lun 
Plage :    Lun-Dim 

5. Définir l’intervalle  
de régénération 
 
Appuyez sur  ou  pour 
modifier.
Appuyez sur  pour confirmer

 
 
Par défaut :   04 
Plage :    SOF1 : 1-99, 
SOF3/SOF4 : 0-99 

5.1 Définir une heure de régénérati-
on pour des intervalles inférieurs 
à 12 heures 
 
Appuyez sur  pour rempla-
cer l'intervalle journalier par un 
intervalle inférieur à 1 jour et 
saisir les paramètres d'intervalle 
de 12 heures. Appuyez sur  ou 

 pour sélectionner les heures 
d'intervalle. Appuyez sur  pour 
confirmer.

 
Par défaut :   s.o. 
Plage :    3,4,6,8,12 

Rappel 
Cette étape n'est disponible 
que dans le cadre de SOF-1.

31

Tue

SOFT

Blinking

Blinking

Blinking

SOFT

SOFT

Mon

SOFT

SOFT
     M³

REMAIN

Tue

Tue

SOFT

闪烁

Blinking

Blinking

Basic Settings CCoonnttrroollss  aanndd  SSeettttiinnggss

Enter basic settings in service mode.

N/A

N/A

1.     Enter Basic Settings

Default:

Range:
Press

12

00-23

2. ���Set Hour

Press              or               to change,          Default:

Range:Press              to confirm.          

3. ���Set Minutes

00

00-59

Default:

Range:

Press              or               to change,          

Press              to confirm.          

Mon

Mon-Sun

4. ����Set Weekday

Default:

Range:

Press              or               to change,          

Press              to confirm.          

04

SOF1:1-99,

5. ����Set Regen Interval

SOF3/SOF4:0-99

Default:

Range:

Press              or               to change,          

Press              to confirm.          

N/A

3,4,6,8,12

5.1. Set Regen Time for Less Than 12 Hour Intervals

Default:

Range:

Press          to override day interval to         

Press             or               to choose interval hours.          

Press             to confirm.          
This step is only available under SOF-1.

Reminder

     less than 1 day and enter 12 hour interval settings.   

If SPL is selected
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6. Définir l'heure de régénération 
du jour 
 
Appuyez sur  ou  pour 
modifier ce paramètre.
Appuyez sur  pour confirmer

 
 
Par défaut :   02:00 
Plage :    0:00-23:59 

7. Définir l’unité de dureté 
 
Appuyez sur  ou  pour 
modifier.
Appuyez sur  pour confirmer

 
Par défaut :   PPM 
Plage :    PPM, dH, FP 

Rappel 
Cette étape n'apparaît que 
dans SOF-3/4, et lorsque 
la capacité en volume est 
calculée automatiquement.

8. Définir la dureté à l’entrée 
 
Appuyez sur  ou  pour mo-
difier, puis sur  pour confirmer

 
Par défaut :   300 (PPM),  
                20 (dH), 30 (FH) 
Plage :    1 - 2500, 1 - 150,      
                1 - 250 

Rappel 
Cette étape n'apparaît que 
dans SOF-3/4, et lorsque 
la capacité en volume est 
calculée automatiquement.

9. Sélection de la dureté à la sortie 
 
Appuyez sur  ou  pour 
modifier, puis appuyez sur  
pour confirmer et revenir à l'écran 
de service.

 
Par défaut :   0 
Plage :    0 -  dureté
                nombre d'entrées 

Rappel 
Cet écran s'affiche uni-
quement sur les modèles 
FX100/125 lorsque SOF3/4 
est sélectionné et que le 
volume traité automatique 
est activé.

CONFIGURATION  
TERMINÉE
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0:00-23:59

6.     Set Regen Time of Day

Press              or               to change.          

Press              to confirm.          

Default:

Range:

PPM

PPM,dH,FH

7.     Set Hardness Unit

This step is only shown in SOF-3/4, and when

the volume capacity is calculated automatically.

Reminder

Press              or               to change.          

Press              to confirm.          

1～2500, 1～150, 1～250

300(PPM), 20(dH),30(FH)

8.     Set Inlet Hardness

This step is only shown in SOF-3/4, and when

the volume capacity is calculated automatically.

Reminder

Setting Complete

Press              or               to change.          

Press          to confirm and return to service screen.          

Default:

Range:

Default:

Range:

Tue

SOFT
PPM

9.�����Set Ｏutlet Hardness

Blinking

0

0~ the handness 

number of inlet

Default:
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Press              or               to change.          
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This screen is only displayed on FX100/125 

whenSOF3/4 is selected and automatic treated 

volume is turned on.

Reminder
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PARAMÈTRES AVANCÉS 
 

1. Accéder aux paramètres avancés 
 
Appuyez simultanément sur  
et  et maintenez une pression 
pendant 3 secondes pour accé-
der à ce menu. Appuyez sur  
pour saisir le mot de passe

 
 
Par défaut :   s.o. 
Plage :    s.o. 
 

2. Saisir le mot de passe 
 
Appuyez sur   pour saisir 
le mot de passe. Appuyez sur 

 pour enregistrer et passer au 
chiffre suivant.

 
 
Par défaut :   0000 
Plage :    0000-9999

Rappel 
Le mot de passe par défaut 
est 0000. Si le mot de 
passe saisi est incorrect, le 
système passera à l'étape 3 
; s'il est correct, il passera à 
l'étape 4.

3. Mot de passe incorrect 
 
Ce code d'erreur s'affiche pen-
dant 1 seconde avant que l'écran 
de service ne réapparaisse.

 
 
Par défaut :   s.o. 
Plage :    s.o. 

4. Configurer le premier signal DP 
 
Appuyez sur  pour accéder 
aux paramètres DP  
Appuyez sur  ou  pour faire 
votre choix.
Appuyez sur  pour confirmer. 
Signal OFF désactivé
Signal dPon0 de 30 secondes 
pour une régénération immédiate
Signal dPdEL de 30 secondes 
pour une régénération différée
Signal « HoLd » activé pour 
empêcher la régénération

 
 
Par défaut :   OFF 
Plage :    OFF 
                dPon0 
                dPdEL 
                HoLd 
 
Pour plus d'informations 
sur les signaux DP, voir 
page 32.
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Simultaneously  press and hold                     
3 seconds for this menu,

1.     Enter Advanced Settings

Press        to enter the password.

N/A

N/A

Default:

Range:

2.     Enter Password

Press                         to enter the password,          

Press             to save and move to the next digit.          

0000

0000-9999

Default:

Range:

Default password is 0000,

If the wrong password is entered it will go to 

step 3,if the right password is entered it will 

go to step 4

Reminder

N/A

N/A

This error code will be shown for

1 second before returning to service display.

3.     Password Wrong

Default:

Range:

SOFT

SOFT

4.     Set  the First DP Signal

Press          enter DP settings,

See Page 18, 2.2 for more

information regarding

DP signals.

OFF-Signal Off

dPon0-30 second signal for immediate regen

dPdEL-30 second signal for delayed regen

HoLd-Signal connected to prevent regen

OFF

OFF

dPon0

dPdEL

HoLd

Default:

Range:

Press          to confirm.

Press              or               to choose,

5.     Set the Second DP Signal

This step is the same as step 4. OFF

OFF

dPon0

dPdEL

HoLd

Default:

Range:
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5. Configurer le deuxième signal 
DP 
 
Cette étape est identique à 
l'étape 4.

 
 
Par défaut :   OFF 
Plage :    OFF 
                dPon0 
                dPdEL 
                HoLd

6. Configurer le premier relais AUX 
 
Appuyez sur  pour accéder 
aux paramètres DP.  
Appuyez sur  ou  pour faire 
votre choix.
Appuyez sur  pour confirmer 
OFF-    Fonctions du relais 
désactivées 
rEgon- Connexion pendant la 
régénération 
Err-     Connexion en cas de 
codes d'erreur 
SALT-   Connexion en cas d'aver-
tissement de faible niveau de sel, 
déconnexion après le réapprovi-
sionnement en sel 
CALL-  Connexion en cas d'alerte 
de maintenance, déconnexion 
après la réinitialisation de l'alerte 
de maintenance 
t-on-     Connexion à l'heure défi-
nie pendant la régénération
SEr-F-   Se connecter lorsque le 
volume défini est atteint pendant 
les services, se déconnecter lors-
que la durée définie est atteinte
rEg-F-   Se connecter lorsque le 
volume défini est atteint pendant 
les services, se déconnecter lors-
que la durée définie est atteinte 
Si « OFF », « rEgon », « Err », « 
SALT » ou « CALL » est sélection-
né, passez à l'étape 9.

 

Par défaut :   OFF 
Plage :    OFF 
                rEgon 
                Err 
                t-on
                Ser-F
                rEg-F 
 
Pour plus d'informations 
sur les signaux DP, voir 
page 34.

Rappel 
Cette étape n'est pas 
disponible pour les vannes 
de filtrage.
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OFF

OFF

rEgon

Err

t-on

Ser-F

rEg-F

If "OFF"or"rEgon" or "Err" or "SALt” or "CALL"  is selected,

go to step 9.

See Page 20, 2.3 for more

information regarding

AUX relays.

6 .    Set the First AUX Relay

Default:

Range:

This step not available for filter valves.

Reminder

Press          enter DP settings,

Press          to confirm.

Press              or               to choose,

OFF-   

rEgon-

Err-

SALT-     

CALL-

t-on-   

SEr-F-

rEg-F- Connect when set flow volume is reached 

during regen,disconnect when set time is 

reached

Connect when set volume is reached during 

service,disconnect when set time is reached

Connect at set time during regen

Connect when Error codes present

Connect during regen

Relay functions off

SOFT

SOFT

SOFT

Blinking

N/A

N/A

SOFT

6.1   If “t-on” is Selected

Default:

Range:

Press         to confirm.

Relay will start timing when regen starts,

connect when set time is reached,disconnect

when set time is over,

00:10:00

00:00:00-99:59:59

Default:

Range:

6.1.1Set the Connection Time

Press         to confirm. (hour:min:sec)

Press             or              to set.

00:18:00

00:00:00-99:59:59

Default:

Range:

6.1.2Set the Disconnect Time

Press         to confirm. (hour:min:sec)

Press             or              to set.

Connect when low salt warning is present, 

disconnect after salt refill

Connect when maintenence warning is present, 

disconnect after maintenance warning is reset
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0000
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step 3,if the right password is entered it will 

go to step 4

Reminder

N/A

N/A

This error code will be shown for

1 second before returning to service display.

3.     Password Wrong

Default:

Range:

SOFT

SOFT

4.     Set  the First DP Signal

Press          enter DP settings,

See Page 18, 2.2 for more

information regarding

DP signals.

OFF-Signal Off

dPon0-30 second signal for immediate regen

dPdEL-30 second signal for delayed regen

HoLd-Signal connected to prevent regen

OFF

OFF

dPon0

dPdEL

HoLd

Default:

Range:

Press          to confirm.

Press              or               to choose,

5.     Set the Second DP Signal

This step is the same as step 4. OFF

OFF

dPon0

dPdEL

HoLd

Default:

Range:
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6.1 Si « t-on » est sélectionné 
 
Le relais démarre la tempo-
risation dès le début de la 
régénération, s'active lorsque la 
durée définie est atteinte et se 
désactive une fois cette durée 
définie dépassée.
Appuyez sur  pour confirmer.

 
 
Par défaut :    s.o. 
Plage :     s.o. 

6.1.1 Définir l’heure de connexion 
 
Appuyez sur  ou  pour 
effectuer le réglage.
Appuyez sur  pour confirmer 
(heure:min:sec.)

 
 
Par défaut :   00:10:00 
Plage :    00:00:00-    
                99:59:59 

6.1.2 Définir l’heure de déconnexion 
 
Appuyez sur  ou  pour 
effectuer le réglage.
Appuyez sur  pour confirmer 
(heure:min:sec.)

 
 
Par défaut :   00:18:00 
Plage :    00:00:00-    
                99:59:59

6.2 Si « SEr-F » est sélectionné 
 
En mode de fonctionnement :
Lorsque le débit défini est atteint, 
le relais s'enclenche ; il se désen-
clenche lorsque la durée définie 
est atteinte. 
Appuyez sur  pour confirmer

 
 
Par défaut :    s.o. 
Plage :     N/A 
Rappel 
Cette fonction peut être 
déclenchée à plusieurs 
reprises.

Rappel 
Cette fonction peut être 
déclenchée à plusieurs 
reprises.

6.2.1 Configurer le module de débit 
 
Appuyez sur  ou  pour 
effectuer le réglage.
Appuyez sur  pour confirmer 
(L.)

 
 
Par défaut :    100 
Plage :     0-9999 
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OFF

OFF

rEgon

Err

t-on

Ser-F

rEg-F

If "OFF"or"rEgon" or "Err" or "SALt” or "CALL"  is selected,

go to step 9.

See Page 20, 2.3 for more

information regarding

AUX relays.

6 .    Set the First AUX Relay

Default:

Range:

This step not available for filter valves.

Reminder

Press          enter DP settings,

Press          to confirm.

Press              or               to choose,

OFF-   

rEgon-

Err-

SALT-     

CALL-

t-on-   

SEr-F-

rEg-F- Connect when set flow volume is reached 

during regen,disconnect when set time is 

reached

Connect when set volume is reached during 

service,disconnect when set time is reached

Connect at set time during regen

Connect when Error codes present

Connect during regen

Relay functions off

SOFT

SOFT

SOFT

Blinking

N/A

N/A

SOFT

6.1   If “t-on” is Selected

Default:

Range:

Press         to confirm.

Relay will start timing when regen starts,

connect when set time is reached,disconnect

when set time is over,

00:10:00

00:00:00-99:59:59

Default:

Range:

6.1.1Set the Connection Time

Press         to confirm. (hour:min:sec)

Press             or              to set.

00:18:00

00:00:00-99:59:59

Default:

Range:

6.1.2Set the Disconnect Time

Press         to confirm. (hour:min:sec)

Press             or              to set.

Connect when low salt warning is present, 

disconnect after salt refill

Connect when maintenence warning is present, 

disconnect after maintenance warning is reset
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OFF

OFF

rEgon

Err

t-on

Ser-F

rEg-F

If "OFF"or"rEgon" or "Err" or "SALt” or "CALL"  is selected,

go to step 9.

See Page 20, 2.3 for more

information regarding

AUX relays.

6 .    Set the First AUX Relay

Default:

Range:

This step not available for filter valves.

Reminder

Press          enter DP settings,

Press          to confirm.

Press              or               to choose,

OFF-   

rEgon-

Err-

SALT-     

CALL-

t-on-   

SEr-F-

rEg-F- Connect when set flow volume is reached 

during regen,disconnect when set time is 

reached

Connect when set volume is reached during 

service,disconnect when set time is reached

Connect at set time during regen

Connect when Error codes present

Connect during regen

Relay functions off

SOFT

SOFT

SOFT

Blinking

N/A

N/A

SOFT

6.1   If “t-on” is Selected

Default:

Range:

Press         to confirm.

Relay will start timing when regen starts,

connect when set time is reached,disconnect

when set time is over,

00:10:00

00:00:00-99:59:59

Default:

Range:

6.1.1Set the Connection Time

Press         to confirm. (hour:min:sec)

Press             or              to set.

00:18:00

00:00:00-99:59:59

Default:

Range:

6.1.2Set the Disconnect Time

Press         to confirm. (hour:min:sec)

Press             or              to set.

Connect when low salt warning is present, 

disconnect after salt refill

Connect when maintenence warning is present, 

disconnect after maintenance warning is reset
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OFF

OFF

rEgon

Err

t-on

Ser-F

rEg-F

If "OFF"or"rEgon" or "Err" or "SALt” or "CALL"  is selected,

go to step 9.

See Page 20, 2.3 for more

information regarding

AUX relays.

6 .    Set the First AUX Relay

Default:

Range:

This step not available for filter valves.

Reminder

Press          enter DP settings,

Press          to confirm.

Press              or               to choose,

OFF-   

rEgon-

Err-

SALT-     

CALL-

t-on-   

SEr-F-

rEg-F- Connect when set flow volume is reached 

during regen,disconnect when set time is 

reached

Connect when set volume is reached during 

service,disconnect when set time is reached

Connect at set time during regen

Connect when Error codes present

Connect during regen

Relay functions off

SOFT

SOFT

SOFT

Blinking

N/A

N/A

SOFT

6.1   If “t-on” is Selected

Default:

Range:

Press         to confirm.

Relay will start timing when regen starts,

connect when set time is reached,disconnect

when set time is over,

00:10:00

00:00:00-99:59:59

Default:

Range:

6.1.1Set the Connection Time

Press         to confirm. (hour:min:sec)

Press             or              to set.

00:18:00

00:00:00-99:59:59

Default:

Range:

6.1.2Set the Disconnect Time

Press         to confirm. (hour:min:sec)

Press             or              to set.

Connect when low salt warning is present, 

disconnect after salt refill

Connect when maintenence warning is present, 

disconnect after maintenance warning is reset
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N/A

N/A

In service mode，

when set flow volume is reached the relay will connect, 

disconnect when set time is reached.

6.2   If “SEr-F” is selected

Press          to confirm.

Default:

Range:

This function can be repeatedly triggered

Reminder

100

0-9999

6.2.1Set Flow Volume

Press              or             to set.          

Press          to confirm.(L)          

Default:

Range:

6.2.2Set Relay Connect Length of Time

00:18:00

00:00:00-99:59:59

Default:

Range:

Press              or             to set.          

Press           to confirm.(hour:min:sec)          

Blinking

SOFT

SOFT

     L

Blinking

In regeneration,when set flow volume is reached

the relay will connect and start timing, 

disconnect when set time is over.

N/A

N/A

6.3   If “rEg-F” is Selected

Press          to confirm.

Default:

Range:

This function cannot be repeatedly triggered.

Reminder

This function is limited to hard water valves.

Warning!

6.3.1Set Flow Volume to Connect the Relay

100

0-9999

Default:

Range:

Press              or               to set.          

Press          to confirm.(L)          

Blinking

SOFT

6.3.2Set Connection Time

00:18:00

00:00:00-99:59:59

Default:

Range:

Press              or               to set.          

Press          to confirm.(hour:min:sec)          
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Blinking
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N/A

N/A

In service mode，

when set flow volume is reached the relay will connect, 

disconnect when set time is reached.

6.2   If “SEr-F” is selected

Press          to confirm.

Default:

Range:

This function can be repeatedly triggered

Reminder

100

0-9999

6.2.1Set Flow Volume

Press              or             to set.          

Press          to confirm.(L)          

Default:

Range:

6.2.2Set Relay Connect Length of Time

00:18:00

00:00:00-99:59:59

Default:

Range:

Press              or             to set.          

Press           to confirm.(hour:min:sec)          

Blinking

SOFT

SOFT

     L

Blinking

In regeneration,when set flow volume is reached

the relay will connect and start timing, 

disconnect when set time is over.

N/A

N/A

6.3   If “rEg-F” is Selected

Press          to confirm.

Default:

Range:

This function cannot be repeatedly triggered.

Reminder

This function is limited to hard water valves.

Warning!

6.3.1Set Flow Volume to Connect the Relay

100

0-9999

Default:

Range:

Press              or               to set.          

Press          to confirm.(L)          

Blinking

SOFT

6.3.2Set Connection Time

00:18:00

00:00:00-99:59:59

Default:

Range:

Press              or               to set.          

Press          to confirm.(hour:min:sec)          
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6.2.2 Définir la durée d'activation  
du relais 
 
Appuyez sur  ou  pour 
effectuer le réglage.
Appuyez sur  pour confirmer 
(heure:min:sec.)

 
 
Par défaut :    00:18:00 
Plage :     00:00:00-         
                 99:59:59 

6.3 Si « rEg-F » est sélectionné 
 
En mode régénération, lorsque 
le débit défini est atteint, le relais 
s'enclenche et le temporisation 
démarre ; il se désenclenche 
une fois la durée définie atteinte. 
Appuyez sur  pour confirmer

 
 
Par défaut :    s.o. 
Plage :     s.o. 

Rappel 
Cette fonction ne peut pas 
être déclenchée à plusieurs 
reprises. 

Avertissement  
Cette fonction est réservée 
aux vannes d'adoucisseur.

6.3.1 Configurer le débit pour activer 
le relais 
 
Appuyez sur  ou  pour 
effectuer le réglage.
Appuyez sur  pour confirmer 
(L.)

 

 
Par défaut :    100 
Plage :     0-9999 

6.3.2 Définir l’heure de connexion 
 
Appuyez sur  ou  pour 
effectuer le réglage.
Appuyez sur  pour confirmer 
(heure:min:sec.)

 
 
Par défaut :    00:18:00 
Plage :     00:00:00-         
                 99:59:59 
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N/A

N/A

In service mode，

when set flow volume is reached the relay will connect, 

disconnect when set time is reached.

6.2   If “SEr-F” is selected

Press          to confirm.

Default:

Range:

This function can be repeatedly triggered

Reminder

100

0-9999

6.2.1Set Flow Volume

Press              or             to set.          

Press          to confirm.(L)          

Default:

Range:

6.2.2Set Relay Connect Length of Time

00:18:00

00:00:00-99:59:59

Default:

Range:

Press              or             to set.          

Press           to confirm.(hour:min:sec)          

Blinking

SOFT

SOFT

     L

Blinking

In regeneration,when set flow volume is reached

the relay will connect and start timing, 

disconnect when set time is over.

N/A

N/A

6.3   If “rEg-F” is Selected

Press          to confirm.

Default:

Range:

This function cannot be repeatedly triggered.

Reminder

This function is limited to hard water valves.

Warning!

6.3.1Set Flow Volume to Connect the Relay

100

0-9999

Default:

Range:

Press              or               to set.          

Press          to confirm.(L)          

Blinking

SOFT

6.3.2Set Connection Time

00:18:00

00:00:00-99:59:59

Default:

Range:

Press              or               to set.          

Press          to confirm.(hour:min:sec)          
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Blinking
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N/A

N/A

In service mode，

when set flow volume is reached the relay will connect, 

disconnect when set time is reached.

6.2   If “SEr-F” is selected

Press          to confirm.

Default:

Range:

This function can be repeatedly triggered

Reminder

100

0-9999

6.2.1Set Flow Volume

Press              or             to set.          

Press          to confirm.(L)          

Default:

Range:

6.2.2Set Relay Connect Length of Time

00:18:00

00:00:00-99:59:59

Default:

Range:

Press              or             to set.          

Press           to confirm.(hour:min:sec)          

Blinking

SOFT

SOFT

     L

Blinking

In regeneration,when set flow volume is reached

the relay will connect and start timing, 

disconnect when set time is over.

N/A

N/A

6.3   If “rEg-F” is Selected

Press          to confirm.

Default:

Range:

This function cannot be repeatedly triggered.

Reminder

This function is limited to hard water valves.

Warning!

6.3.1Set Flow Volume to Connect the Relay

100

0-9999

Default:

Range:

Press              or               to set.          

Press          to confirm.(L)          

Blinking

SOFT

6.3.2Set Connection Time

00:18:00

00:00:00-99:59:59

Default:

Range:

Press              or               to set.          

Press          to confirm.(hour:min:sec)          
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Blinking

SOFT

Advanced SettingsCCoonnttoollss  aanndd  SSeettttiinnggss

N/A

N/A

In service mode，

when set flow volume is reached the relay will connect, 

disconnect when set time is reached.

6.2   If “SEr-F” is selected

Press          to confirm.

Default:

Range:

This function can be repeatedly triggered

Reminder

100

0-9999

6.2.1Set Flow Volume

Press              or             to set.          

Press          to confirm.(L)          

Default:

Range:

6.2.2Set Relay Connect Length of Time

00:18:00

00:00:00-99:59:59

Default:

Range:

Press              or             to set.          

Press           to confirm.(hour:min:sec)          

Blinking

SOFT

SOFT

     L

Blinking

In regeneration,when set flow volume is reached

the relay will connect and start timing, 

disconnect when set time is over.

N/A

N/A

6.3   If “rEg-F” is Selected

Press          to confirm.

Default:

Range:

This function cannot be repeatedly triggered.

Reminder

This function is limited to hard water valves.

Warning!

6.3.1Set Flow Volume to Connect the Relay

100

0-9999

Default:

Range:

Press              or               to set.          

Press          to confirm.(L)          

Blinking

SOFT

6.3.2Set Connection Time

00:18:00

00:00:00-99:59:59

Default:

Range:

Press              or               to set.          

Press          to confirm.(hour:min:sec)          

35

SOFT

SOFT

     L

Blinking
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N/A

N/A

In service mode，

when set flow volume is reached the relay will connect, 

disconnect when set time is reached.

6.2   If “SEr-F” is selected

Press          to confirm.

Default:

Range:

This function can be repeatedly triggered

Reminder

100

0-9999

6.2.1Set Flow Volume

Press              or             to set.          

Press          to confirm.(L)          

Default:

Range:

6.2.2Set Relay Connect Length of Time

00:18:00

00:00:00-99:59:59

Default:

Range:

Press              or             to set.          

Press           to confirm.(hour:min:sec)          

Blinking

SOFT

SOFT

     L

Blinking

In regeneration,when set flow volume is reached

the relay will connect and start timing, 

disconnect when set time is over.

N/A

N/A

6.3   If “rEg-F” is Selected

Press          to confirm.

Default:

Range:

This function cannot be repeatedly triggered.

Reminder

This function is limited to hard water valves.

Warning!

6.3.1Set Flow Volume to Connect the Relay

100

0-9999

Default:

Range:

Press              or               to set.          

Press          to confirm.(L)          

Blinking

SOFT

6.3.2Set Connection Time

00:18:00

00:00:00-99:59:59

Default:

Range:

Press              or               to set.          

Press          to confirm.(hour:min:sec)          
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7. Configurer le deuxième relais 
 
Cette étape est identique à 
l'étape 6.

 
 
Par défaut :   OFF 
Plage :    OFF 
                rEgon 
                Err 
                t-on
                Ser-F
                rEg-F 
 
Voir page 34 pour une 
explication détaillée des 
fonctions du relais AUX. 

Rappel
Cette étape n'est pas 
disponible sur les vannes 
de filtrage.

8. Définir le seuil d'alerte du cap-
teur de niveau de sel bas (cm) 
 
Appuyez sur  ou  pour 
effectuer le réglage.
Appuyez sur  pour confirmer 

 
 
Par défaut :    067 
Plage :     0-150 
 
Voir page 39 pour les 
fonctions du capteur 
d'avertissement de faible 
niveau de sel. 

Rappel
Cette étape n'est pas 
disponible sur les vannes 
de filtrage.

9. Configurer MS051 
 
Appuyez sur  ou  pour 
effectuer le réglage.
Appuyez sur  pour confirmer 

 

Par défaut :    OFF 
Plage :     ON 
 

Rappel
Cette étape n'est pas 
disponible sur les vannes 
de filtrage.
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7.     Set Second Relay

This step is the same as step 8. OFF

OFF

rEgon

Err

t-on

SEr-F

rEg-F

See Page 19 ,3.3 for detailed explanation

on AUX relay functions. 

Default:

Range:

This step is not available on filter valves.

Reminder

Tue

SOFT

8.     Set Low Salt Sensor Warning Distance (cm)

067

0-150

Default:

Range:

See Page 23,2.6 for low salt sensor

functions. 

This step is not available for filter valves.

Reminder

Press              or               to set.          

Press              to confirm.          

Tue

SOFT

9.   Set MS051 OFF

ON
Press              or               to set.          

Press              to confirm.          
This step is not available for filter valves.

Reminder

Tue

SOFT

78

0/26/52/78

10.   Set Maintenance Interval(Weeks)

See Page 28 for the reminding 

functions.

Press          save and return to service display.          

Default:

Range:

Press              or               to set.          

Reminder
This set value is to remind the user to have 

the control valve maintained by professionals

when the maintenance week has arrived.

0 indicates this reminder is off.

Setting Complete

Blinking

Default:

Range:
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7.     Set Second Relay

This step is the same as step 8. OFF

OFF

rEgon

Err

t-on

SEr-F

rEg-F

See Page 19 ,3.3 for detailed explanation

on AUX relay functions. 

Default:

Range:

This step is not available on filter valves.

Reminder

Tue

SOFT

8.     Set Low Salt Sensor Warning Distance (cm)

067

0-150

Default:

Range:

See Page 23,2.6 for low salt sensor

functions. 

This step is not available for filter valves.

Reminder

Press              or               to set.          

Press              to confirm.          

Tue

SOFT

9.   Set MS051 OFF

ON
Press              or               to set.          

Press              to confirm.          
This step is not available for filter valves.

Reminder

Tue

SOFT

78

0/26/52/78

10.   Set Maintenance Interval(Weeks)

See Page 28 for the reminding 

functions.

Press          save and return to service display.          

Default:

Range:

Press              or               to set.          

Reminder
This set value is to remind the user to have 

the control valve maintained by professionals

when the maintenance week has arrived.

0 indicates this reminder is off.

Setting Complete

Blinking

Default:

Range:
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7.     Set Second Relay

This step is the same as step 8. OFF

OFF

rEgon

Err

t-on

SEr-F

rEg-F

See Page 19 ,3.3 for detailed explanation

on AUX relay functions. 

Default:

Range:

This step is not available on filter valves.

Reminder

Tue

SOFT

8.     Set Low Salt Sensor Warning Distance (cm)

067

0-150

Default:

Range:

See Page 23,2.6 for low salt sensor

functions. 

This step is not available for filter valves.

Reminder

Press              or               to set.          

Press              to confirm.          

Tue

SOFT

9.   Set MS051 OFF

ON
Press              or               to set.          

Press              to confirm.          
This step is not available for filter valves.

Reminder

Tue

SOFT

78

0/26/52/78

10.   Set Maintenance Interval(Weeks)

See Page 28 for the reminding 

functions.

Press          save and return to service display.          

Default:

Range:

Press              or               to set.          

Reminder
This set value is to remind the user to have 

the control valve maintained by professionals

when the maintenance week has arrived.

0 indicates this reminder is off.

Setting Complete

Blinking

Default:

Range:



CO
N

TR
O

LS
 &

 S
ET

TI
N

G
S

57

10. Définir l’intervalle de mainte-
nance (en semaines) 
 
Appuyez sur  ou  pour 
effectuer le réglage.
Appuyez sur  , enregistrez, 
puis revenez à l'écran de 
service  

 

 
Par défaut :    78 
Plage :     0/26/52/78 

Rappel
Cette valeur prédéfinie a 
pour but de rappeler à l'u-
tilisateur de faire entretenir 
la vanne de régulation par 
des professionnels lors de 
la semaine de maintenan-
ce programmée.
La valeur 0 indique que ce 
rappel est désactivé.

CONFIGURATION  
TERMINÉE

36

SOFT

Advanced Settings CCoonnttrroollss  aanndd  SSeettttiinnggss

7.     Set Second Relay

This step is the same as step 8. OFF

OFF

rEgon

Err

t-on

SEr-F

rEg-F

See Page 19 ,3.3 for detailed explanation

on AUX relay functions. 

Default:

Range:

This step is not available on filter valves.

Reminder

Tue

SOFT

8.     Set Low Salt Sensor Warning Distance (cm)

067

0-150

Default:

Range:

See Page 23,2.6 for low salt sensor

functions. 

This step is not available for filter valves.

Reminder

Press              or               to set.          

Press              to confirm.          

Tue

SOFT

9.   Set MS051 OFF

ON
Press              or               to set.          

Press              to confirm.          
This step is not available for filter valves.

Reminder

Tue

SOFT

78

0/26/52/78

10.   Set Maintenance Interval(Weeks)

See Page 28 for the reminding 

functions.

Press          save and return to service display.          

Default:

Range:

Press              or               to set.          

Reminder
This set value is to remind the user to have 

the control valve maintained by professionals

when the maintenance week has arrived.

0 indicates this reminder is off.

Setting Complete

Blinking

Default:

Range:
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RÉGLAGES DE LA VANNE DE L'ADOUCISSEUR 

1. Accéder aux paramètres avancés 
 
Si la vanne de régulation est une 
vanne d'adoucisseur. Appuyez 
simultanément sur les touches  
et   et maintenez une pression 
pendant 3 secondes pour cet 
écran.  
Appuyez sur  pour saisir le mot 
de passe

 
 
Par défaut :   s.o. 
Plage :    s.o. 
 

2. Saisir le mot de passe 
 
Appuyez sur   pour saisir 
le mot de passe. Appuyez sur 

 pour enregistrer et passer au 
chiffre suivant.

 
 
Par défaut :   0000 
Plage :    0000-9999 

Rappel 
Cette étape correspond 
à celle relative au mot de 
passe dans les paramètres 
avancés.

3. Sélectionner le mode  
Adoucisseur 
 
Appuyez sur  ou  pour faire 
votre choix.
Appuyez sur  pour confirmer 

 
 
Par défaut :   SOF4 
Plage :    SOF1
                SOF2
                SOF3
                SOF4 

Rappel
La configuration logicielle 
de la vanne de filtrage est 
identique à celle des adou-
cisseurs après remplissage.

CONFIGURATION  
TERMINÉE
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Tue

SSOOFFTT

SOF4

SOF1

SOF2

SOF3

SOF4

If the control valve is a softener valve

SOF1-4' s functions are listed at

Page 14 .

Tue

SSOOFFTT

Tue

SSOOFFTT

Blinking

1.     Enter Advanced Settings

Simultaneously  press and hold,

                3 seconds for this display,

Press          to enter password.

N/A

N/A

Default:

Range:

2.     Enter Password

3.     Select Softener Mode

Reminder

Press          

       to save and go to next digit.

  or                to change,

Press          

0000

0000-9999

Default:

Range:

This step is same as the password step 

in advanced settings.

Press          

     to confirm.

or                to choose,

Press          

Default:

Range:

Blinking

Setting Complete

Reminder
Filter valve software setup is the same as

post refill softeners.

For SOF1, see Page 38

For SOF2, see Page 42

For SOF3, see Page 43

For SOF4, see Page 45
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MODE HORAIRE SOF-1 

1. Définir la vanne de régulation 
sur le mode horaire 
 
Appuyer sur  pour confirmer

 
 
Par défaut :   s.o. 
Plage :    s.o. 
 

2. Définir l’intervalle journalier 
 
Appuyez sur  ou  pour 
modifier.
Appuyez sur  pour confirmer

 
 
Par défaut :   04 
Plage :    1-99 

Rappel 
Les paramètres de la page 
50 recoupent cette étape. 
Si vous effectuez une mo-
dification ici, les paramè-
tres mentionnés à la page 
50 seront modifiés.

2.1 Définir une heure de régénéra-
tion pour des intervalles inféri-
eurs à 12 heures 
 
Appuyez pour remplacer l'inter-
valle journalier par un intervalle 
inférieur à 1 jour et saisir des 
paramètres d'intervalle de 12 
heures. 
Appuyez sur  ou  pour 
sélectionner les intervalles 
d’heure. 
Appuyez sur  pour confirmer 

 
 
 
Par défaut :   s.o. 
Plage :    3 
                4 
                6 
                8 
                12 

3. Définir l'heure de régénération 
du jour 
 
Appuyez sur  ou  pour 
modifier ce paramètre,
Appuyez sur  pour confirmer

 
 
Par défaut :   02:00 
Plage :    0:00-23:59 

Rappel 
Les paramètres de la page 
51 recoupent cette étape. 
Si vous effectuez une mo-
dification ici, les paramè-
tres mentionnés à la page 
51 seront modifiés.
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Tue

SSOOFFTT

Tue

SSOOFFTT

Tue

Tue

RReeffiillll

SSOOFFTT

SSOOFFTT

04

1-99

2.     Set Interval Days

02:00

0:00-23:59

3.     Set Regen Time of Day

PoSt

PoSt

PrE

4.     Set PrE/Post Refill

PoSt indicates post refill,

PrE indicates pre refill.

Blinking

Blinking

Blinking

Blinking

Press          to override day interval to less than 

1 day and enter 12 hour interval settings.

N/A

3

4

6

8

12

2.1  Set Regen Time for Less than 12 Hour Intervals Tue

SSOOFFTT

Blinking

1.     Set Control Valve to Time Mode

      to confirm.Press          
N/A

N/A

Default:

Range:

Press          

      to confirm.

or                to change,

Press         

Default:

Range:

Press          

    to confirm.

or                to choose interval hours,

Press          

Default:

Range:

Press          

      to confirm.

or                 to change,

Press          

Default:

Range:

Reminder

Page 32 settings  overlap with this step.

If you make a change here, the settings 

mentioned in Page 32 will change.

Press          

to confirm.

or                to change,

Press          

Default:

Range:

Reminder

Not available if interval is less than 12 hours.

Reminder

Page 31 settings  overlap with this step.

If you make a change here, the settings mentioned 

in Page 31 will change.

3

2-9

4.1   Set Salt Dissolving Duration

Blinking

Tue

SSOOFFTT
When Pre-refill is selected

Press          

      to confirm.

or                  to change,

Press          

Default:

Range:
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PoSt

PoSt

PrE
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PoSt indicates post refill,

PrE indicates pre refill.

Blinking

Blinking

Blinking

Blinking

Press          to override day interval to less than 

1 day and enter 12 hour interval settings.

N/A

3

4

6

8

12

2.1  Set Regen Time for Less than 12 Hour Intervals Tue

SSOOFFTT

Blinking

1.     Set Control Valve to Time Mode

      to confirm.Press          
N/A

N/A

Default:

Range:

Press          

      to confirm.

or                to change,

Press         

Default:

Range:

Press          

    to confirm.

or                to choose interval hours,

Press          

Default:

Range:

Press          

      to confirm.

or                 to change,

Press          

Default:

Range:

Reminder

Page 32 settings  overlap with this step.

If you make a change here, the settings 

mentioned in Page 32 will change.

Press          

to confirm.

or                to change,

Press          

Default:

Range:

Reminder

Not available if interval is less than 12 hours.

Reminder

Page 31 settings  overlap with this step.

If you make a change here, the settings mentioned 

in Page 31 will change.

3

2-9

4.1   Set Salt Dissolving Duration

Blinking

Tue

SSOOFFTT
When Pre-refill is selected

Press          

      to confirm.

or                  to change,

Press          

Default:

Range:
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RReeffiillll

SSOOFFTT

SSOOFFTT
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1-99

2.     Set Interval Days

02:00

0:00-23:59

3.     Set Regen Time of Day
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4.     Set PrE/Post Refill

PoSt indicates post refill,

PrE indicates pre refill.

Blinking

Blinking

Blinking

Blinking

Press          to override day interval to less than 

1 day and enter 12 hour interval settings.

N/A

3

4

6

8

12

2.1  Set Regen Time for Less than 12 Hour Intervals Tue

SSOOFFTT

Blinking

1.     Set Control Valve to Time Mode

      to confirm.Press          
N/A

N/A

Default:

Range:

Press          

      to confirm.

or                to change,

Press         

Default:

Range:

Press          

    to confirm.

or                to choose interval hours,

Press          

Default:

Range:

Press          

      to confirm.

or                 to change,

Press          

Default:

Range:

Reminder

Page 32 settings  overlap with this step.

If you make a change here, the settings 

mentioned in Page 32 will change.

Press          

to confirm.

or                to change,

Press          

Default:

Range:

Reminder

Not available if interval is less than 12 hours.

Reminder

Page 31 settings  overlap with this step.

If you make a change here, the settings mentioned 

in Page 31 will change.

3

2-9

4.1   Set Salt Dissolving Duration

Blinking

Tue

SSOOFFTT
When Pre-refill is selected

Press          

      to confirm.

or                  to change,

Press          

Default:

Range:
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2.1  Set Regen Time for Less than 12 Hour Intervals Tue

SSOOFFTT

Blinking

1.     Set Control Valve to Time Mode

      to confirm.Press          
N/A

N/A

Default:

Range:

Press          

      to confirm.

or                to change,

Press         

Default:

Range:

Press          

    to confirm.

or                to choose interval hours,

Press          

Default:

Range:

Press          

      to confirm.

or                 to change,

Press          

Default:

Range:

Reminder

Page 32 settings  overlap with this step.

If you make a change here, the settings 

mentioned in Page 32 will change.

Press          

to confirm.

or                to change,

Press          

Default:

Range:

Reminder

Not available if interval is less than 12 hours.

Reminder

Page 31 settings  overlap with this step.

If you make a change here, the settings mentioned 

in Page 31 will change.

3

2-9

4.1   Set Salt Dissolving Duration

Blinking

Tue

SSOOFFTT
When Pre-refill is selected

Press          

      to confirm.

or                  to change,

Press          

Default:

Range:
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4. Définir le niveau de pré/
post-remplissage 
 
Appuyez sur  ou  pour 
modifier.  
Appuyez sur  pour confirmer 
 
PoSt signifie post-remplissage,
PrE signifie pré-remplissage.

 
 
Par défaut :   PoSt 
Plage :    PoSt
                PrE 

Rappel 
Non disponible si l'intervalle 
est inférieur à 12 heures.

4.1. Définir la durée de dissolution 
du sel 
 
Lorsque l'option Pré-remplissage 
est sélectionnée. 
Appuyez sur  ou  pour 
modifier.
Appuyez sur  pour confirmer 

 
 
Par défaut :   3 
Plage :    2-9 

5. Définir la durée du détassage 
 
Appuyez sur  ou  pour 
modifier.
Appuyez sur  pour confirmer 
et passer au chiffre suivant. 

 
 
Par défaut :   15 
Plage :    0-999 min 

6. Définir la durée du saumurage 
 
Appuyez sur  ou  pour 
modifier.
Appuyez sur  pour confirmer 
et passer au chiffre suivant. 

 
 
Par défaut :   60 
Plage :    0-999 min 

7. Définir la durée du 2nd détas-
sage 
 
Appuyez sur  ou  pour 
modifier.
Appuyez sur  pour confirmer 
et passer au chiffre suivant. 

 
 
Par défaut :   0 
Plage :    0-999 min 
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Tue

SSOOFFTT

Tue

Tue

RReeffiillll

SSOOFFTT

SSOOFFTT

04

1-99

2.     Set Interval Days

02:00

0:00-23:59

3.     Set Regen Time of Day

PoSt

PoSt

PrE

4.     Set PrE/Post Refill

PoSt indicates post refill,

PrE indicates pre refill.

Blinking

Blinking

Blinking

Blinking

Press          to override day interval to less than 

1 day and enter 12 hour interval settings.

N/A

3

4

6

8

12

2.1  Set Regen Time for Less than 12 Hour Intervals Tue

SSOOFFTT

Blinking

1.     Set Control Valve to Time Mode

      to confirm.Press          
N/A

N/A

Default:

Range:

Press          

      to confirm.

or                to change,

Press         

Default:

Range:

Press          

    to confirm.

or                to choose interval hours,

Press          

Default:

Range:

Press          

      to confirm.

or                 to change,

Press          

Default:

Range:

Reminder

Page 32 settings  overlap with this step.

If you make a change here, the settings 

mentioned in Page 32 will change.

Press          

to confirm.

or                to change,

Press          

Default:

Range:

Reminder

Not available if interval is less than 12 hours.

Reminder

Page 31 settings  overlap with this step.

If you make a change here, the settings mentioned 

in Page 31 will change.

3

2-9

4.1   Set Salt Dissolving Duration

Blinking

Tue

SSOOFFTT
When Pre-refill is selected

Press          

      to confirm.

or                  to change,

Press          

Default:

Range:
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2.1  Set Regen Time for Less than 12 Hour Intervals Tue

SSOOFFTT

Blinking

1.     Set Control Valve to Time Mode

      to confirm.Press          
N/A

N/A

Default:

Range:

Press          

      to confirm.

or                to change,

Press         

Default:

Range:

Press          

    to confirm.

or                to choose interval hours,

Press          

Default:

Range:

Press          

      to confirm.

or                 to change,
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Default:

Range:

Reminder

Page 32 settings  overlap with this step.

If you make a change here, the settings 

mentioned in Page 32 will change.
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to confirm.

or                to change,
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Default:

Range:

Reminder

Not available if interval is less than 12 hours.

Reminder

Page 31 settings  overlap with this step.

If you make a change here, the settings mentioned 

in Page 31 will change.

3

2-9

4.1   Set Salt Dissolving Duration

Blinking

Tue

SSOOFFTT
When Pre-refill is selected

Press          

      to confirm.

or                  to change,

Press          

Default:

Range:
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Tue

RRiinnssee

SSOOFFTT

8.     Set Rinse Duration

Tue

SSOOFFTT

RReeffiillll

9.     Set Auto-Refill

N

N

Y
N indicates manually input refill duration,

If N is chosen, go to step 9.1,

If Y is chosen, go to step 9.2.

Tue

BBrriinnee

SSOOFFTT

60

6.     Set Brine Draw Duration

Blinking

Blinking

Blinking

0

7.     Set 2nd Backwash DurationTue

BBaacckkwwaasshh

SSOOFFTT

Blinking

15

5.     Set Backwash Duration

0-999min

Tue

BBaacckkwwaasshh

SSOOFFTT

Blinking

Press          

      to confirm and go to next digit.

or                  to change,

Press          

Default:

Range:

0-999min

Default:

Range:

0-999min

Default:

Range:

10

0-999min

Default:

Range:

Default:

Range:

Press          

      to confirm and go to next digit.

or                  to change,

Press          

Press          

      to confirm and go to next digit.

or                  to change,

Press          

Press          

      to confirm and go to next digit.

or                  to change,

Press          

Press          

      to confirm.

or                  to change,

Press          

3

2-9

4.1   Set Salt Dissolving Duration

Blinking

Tue

SSOOFFTT
When Pre-refill is selected

Press          

      to confirm.

or                  to change,

Press          

Default:

Range:
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3
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3

2-9

4.1   Set Salt Dissolving Duration
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Tue

SSOOFFTT
When Pre-refill is selected

Press          

      to confirm.

or                  to change,

Press          

Default:

Range:

MODE HORAIRE SOF-1 
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8. Définir la durée du rinçage 
 
Appuyez sur  ou  pour 
modifier.
Appuyez sur  pour confirmer 
et passer au chiffre suivant. 

 
 
Par défaut :   10 
Plage :    0-999 min 

9. Définir l’auto-remplissage 
 
Appuyez sur  ou  pour 
modifier.
Appuyez sur  pour confirmer  
« N » indique que la durée de 
remplissage doit être saisie 
manuellement.
Si N est choisi, passez à l'étape 
9.1,
Si Y est choisi, passez à l'étape 
9.2. 

 
 
Par défaut :   N 
Plage :    N 
                Y 

9.1. Saisir manuellement la durée  
de remplissage 
 
Si N a été sélectionné 
Appuyez sur  ou  pour 
modifier.
Appuyez sur  pour enregistrer, 
puis revenez à l'écran de service 

 
 
Par défaut :   12 
Plage :    0-999 min 

9.2. Définir la consommation de sel 
par litre de résine 
 
Si N a été sélectionné 
Appuyez sur  ou  pour 
modifier.
Appuyez sur  pour enregistrer, 
puis revenez à l'écran de service

 
 
Par défaut :   160 
Plage :    0-999 g 

9.2.1. Définir le volume de remplissage 
total de résine 
 
Appuyez sur  ou  pour 
modifier.
Appuyez sur  pour enregistrer, 
puis revenez à l'écran de service 

 
 
Par défaut :   225 
Plage :    0-999 l 
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N indicates manually input refill duration,

If N is chosen, go to step 9.1,

If Y is chosen, go to step 9.2.

Tue

BBrriinnee

SSOOFFTT
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6.     Set Brine Draw Duration

Blinking
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Blinking

0

7.     Set 2nd Backwash DurationTue

BBaacckkwwaasshh

SSOOFFTT

Blinking

15

5.     Set Backwash Duration

0-999min

Tue

BBaacckkwwaasshh

SSOOFFTT

Blinking

Press          

      to confirm and go to next digit.

or                  to change,

Press          

Default:

Range:

0-999min

Default:

Range:

0-999min

Default:

Range:

10

0-999min

Default:

Range:

Default:

Range:

Press          

      to confirm and go to next digit.

or                  to change,

Press          

Press          

      to confirm and go to next digit.

or                  to change,

Press          

Press          

      to confirm and go to next digit.

or                  to change,

Press          

Press          

      to confirm.

or                  to change,

Press          

3

2-9

4.1   Set Salt Dissolving Duration

Blinking

Tue

SSOOFFTT
When Pre-refill is selected

Press          

      to confirm.

or                  to change,

Press          

Default:

Range:
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Tue

RRiinnssee

SSOOFFTT

8.     Set Rinse Duration

Tue

SSOOFFTT

RReeffiillll

9.     Set Auto-Refill

N

N

Y
N indicates manually input refill duration,

If N is chosen, go to step 9.1,

If Y is chosen, go to step 9.2.

Tue

BBrriinnee

SSOOFFTT

60

6.     Set Brine Draw Duration

Blinking

Blinking

Blinking

0

7.     Set 2nd Backwash DurationTue

BBaacckkwwaasshh

SSOOFFTT

Blinking

15

5.     Set Backwash Duration

0-999min

Tue

BBaacckkwwaasshh

SSOOFFTT

Blinking

Press          

      to confirm and go to next digit.

or                  to change,

Press          

Default:

Range:

0-999min

Default:

Range:

0-999min

Default:

Range:

10

0-999min

Default:

Range:

Default:

Range:

Press          

      to confirm and go to next digit.

or                  to change,

Press          

Press          

      to confirm and go to next digit.

or                  to change,

Press          

Press          

      to confirm and go to next digit.

or                  to change,

Press          

Press          

      to confirm.

or                  to change,

Press          

3

2-9

4.1   Set Salt Dissolving Duration

Blinking

Tue

SSOOFFTT
When Pre-refill is selected

Press          

      to confirm.

or                  to change,

Press          

Default:

Range:
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0-999

N/ANot editable,

Tue

SSOOFFTT

RReeffiillll

9.2.2Set BLFC(gpm)Tue

Blinking

9.2.1Set Total Resin Fill Volume

225

0-999

Blinking

Tue

Default:

Range:

Default:

Range:

9.2.3Display Calculated Refill Durantion(min)

      to confirm.Press          

Default:

Range:

Press          

      to confirm and go to next digit.

or                  to change,

Press          

Press          

      to confirm.

or                  to change,

Press          

FX100: 1.0

FX125/150: 3.0

FX200/300: 5.0

FX100:

1.0/1.2/1.5/2.0

FX125/150:

1.0/1.2/1.5/2.0/2.4/3/4/5

FX200:

2.4/4/5/8/10

FX300:

4/5/8/10

Tue

SSOOFFTT

RReeffiillll

Blinking

9.1   Manually Input Refill Duration

If N was chosen

Press          

      to save and return to service  display.

or                  to change，

Press          

12

0-999min

Default:

Range:

Tue

Blinking

9.2   Set Salt Consumption Per Liter Resin

If Y was chosen 160

0-999min

Default:

Range:Press          

      to confirm and go to next digit.

or                  to change,

Press          
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0-999

N/ANot editable,

Tue

SSOOFFTT

RReeffiillll

9.2.2Set BLFC(gpm)Tue

Blinking

9.2.1Set Total Resin Fill Volume

225

0-999

Blinking

Tue

Default:

Range:

Default:

Range:

9.2.3Display Calculated Refill Durantion(min)

      to confirm.Press          

Default:

Range:

Press          

      to confirm and go to next digit.

or                  to change,

Press          

Press          

      to confirm.

or                  to change,

Press          

FX100: 1.0

FX125/150: 3.0

FX200/300: 5.0

FX100:

1.0/1.2/1.5/2.0

FX125/150:

1.0/1.2/1.5/2.0/2.4/3/4/5

FX200:

2.4/4/5/8/10

FX300:

4/5/8/10

Tue

SSOOFFTT

RReeffiillll

Blinking

9.1   Manually Input Refill Duration

If N was chosen

Press          

      to save and return to service  display.

or                  to change，

Press          

12

0-999min

Default:

Range:

Tue

Blinking

9.2   Set Salt Consumption Per Liter Resin

If Y was chosen 160

0-999min

Default:

Range:Press          

      to confirm and go to next digit.

or                  to change,

Press          

40

SOF-1 Time ModeCCoonnttrroollss  aanndd  SSeettttiinnggss

0-999

N/ANot editable,

Tue

SSOOFFTT

RReeffiillll

9.2.2Set BLFC(gpm)Tue

Blinking

9.2.1Set Total Resin Fill Volume

225

0-999

Blinking

Tue

Default:

Range:

Default:

Range:

9.2.3Display Calculated Refill Durantion(min)

      to confirm.Press          

Default:

Range:

Press          

      to confirm and go to next digit.

or                  to change,

Press          

Press          

      to confirm.

or                  to change,

Press          

FX100: 1.0

FX125/150: 3.0

FX200/300: 5.0

FX100:

1.0/1.2/1.5/2.0

FX125/150:

1.0/1.2/1.5/2.0/2.4/3/4/5

FX200:

2.4/4/5/8/10

FX300:

4/5/8/10

Tue

SSOOFFTT

RReeffiillll

Blinking

9.1   Manually Input Refill Duration

If N was chosen

Press          

      to save and return to service  display.

or                  to change，

Press          

12

0-999min

Default:

Range:

Tue

Blinking

9.2   Set Salt Consumption Per Liter Resin

If Y was chosen 160

0-999min

Default:

Range:Press          

      to confirm and go to next digit.

or                  to change,

Press          

MODE HORAIRE SOF-1 
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9.2.2. Définir BLFC (gpm) 
 
Appuyez sur  ou  pour 
modifier.
Appuyez sur  pour confir-
mer. 

 
Par défaut :   
               FX100 : 1,0
               FX125/150 : 3,0
               FX200/300 : 5,0 
Plage :   FX100 :
               1,0/1,2/1,5/2,0 
               FX125/150 :
               1,0/1,2/1,5/2,0/ 
                2,4/3/4/5 
               FX200 :
               2,4/4/5/8/10 
               FX300 :
               4/5/8/10 

9.2.3. Affichage de la durée de 
remplissage calculée (min) 
 
Non modifiable.
Appuyez sur  pour confir-
mer. 

 
 
Par défaut :   s.o. 
Plage :    0-999 

10. Affichage du service en 
mode horaire 
 
Lorsque l'affichage du nomb-
re de jours atteint 0, le temps 
restant jusqu'à la prochaine 
régénération s'affiche 

 
 
Par défaut :   s.o. 
Plage :    s.o. 

CONFIGURATION 
TERMINÉE
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SOF-1 Time ModeCCoonnttrroollss  aanndd  SSeettttiinnggss

0-999

N/ANot editable,

Tue

SSOOFFTT

RReeffiillll

9.2.2Set BLFC(gpm)Tue

Blinking

9.2.1Set Total Resin Fill Volume

225

0-999

Blinking

Tue

Default:

Range:

Default:

Range:

9.2.3Display Calculated Refill Durantion(min)

      to confirm.Press          

Default:

Range:

Press          

      to confirm and go to next digit.

or                  to change,

Press          

Press          

      to confirm.

or                  to change,

Press          

FX100: 1.0

FX125/150: 3.0

FX200/300: 5.0

FX100:

1.0/1.2/1.5/2.0

FX125/150:

1.0/1.2/1.5/2.0/2.4/3/4/5

FX200:

2.4/4/5/8/10

FX300:

4/5/8/10

Tue

SSOOFFTT

RReeffiillll

Blinking

9.1   Manually Input Refill Duration

If N was chosen

Press          

      to save and return to service  display.

or                  to change，

Press          

12

0-999min

Default:

Range:

Tue

Blinking

9.2   Set Salt Consumption Per Liter Resin

If Y was chosen 160

0-999min

Default:

Range:Press          

      to confirm and go to next digit.

or                  to change,

Press          

40

SOF-1 Time ModeCCoonnttrroollss  aanndd  SSeettttiinnggss

0-999

N/ANot editable,

Tue

SSOOFFTT

RReeffiillll

9.2.2Set BLFC(gpm)Tue

Blinking

9.2.1Set Total Resin Fill Volume

225

0-999

Blinking

Tue

Default:

Range:

Default:

Range:

9.2.3Display Calculated Refill Durantion(min)

      to confirm.Press          

Default:

Range:

Press          

      to confirm and go to next digit.

or                  to change,

Press          

Press          

      to confirm.

or                  to change,

Press          

FX100: 1.0

FX125/150: 3.0

FX200/300: 5.0

FX100:

1.0/1.2/1.5/2.0

FX125/150:

1.0/1.2/1.5/2.0/2.4/3/4/5

FX200:

2.4/4/5/8/10

FX300:

4/5/8/10

Tue

SSOOFFTT

RReeffiillll

Blinking

9.1   Manually Input Refill Duration

If N was chosen

Press          

      to save and return to service  display.

or                  to change，

Press          

12

0-999min

Default:

Range:

Tue

Blinking

9.2   Set Salt Consumption Per Liter Resin

If Y was chosen 160

0-999min

Default:

Range:Press          

      to confirm and go to next digit.

or                  to change,

Press          

41

Tue

SSOOFFTT

RREEMMAAIINN

Tue

SSOOFFTT

RREEMMAAIINN

When day display has reached 0,

Time to next regeneration will be displayed.

10.   Time Mode Service Display

Default:

Range: N/A

N/A

Setting Complete

SOF-1 Time Mode CCoonnttrroollss  aanndd  SSeettttiinnggss

MODE HORAIRE SOF-1 
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SOF-2 Weekday ModeCCoonnttrroollss  aanndd  SSeettttiinnggss

Tue

SSOOFFTT

SSOOFFTT

Tue

02:00

0:00-23:59

2.     Set Regeneration Time

Tue

SSOOFFTT

d1--OFF,d2--OFF,d3--OFF
d4--OFF,d5--OFF,d6--ON
d7--OFF

3.     Set Regenration Weekday

d1~ d7stands for Monday-Sunday，

ON indicates regen，OFF indicates no regen.

Tue

RReeffiillll

SSOOFFTT

4.     Set PrE/Post Refill

PoSt indicates post refill,

PrE indicates pre refill.

d1-d7/ON-OFF

Tue

SSOOFFTT

RREEMMAAIINN

Tue

SSOOFFTT

RREEMMAAIINN

When day display has reached 0,

Time to regeneration will be displayed.

5.     Weekday Mode Service Display

Blinking

Blinking

Blinking

1.     Set Control Valve to Weekday Mode

N/A

N/A

Default:

Range:

Default:

Range:

Reminder
Page 32 settings  overlap with this step.

If you make a change here, the settings 

mentioned in Page 32 will change.

Default:

Range:

PoSt

PoSt

PrE

Default:

Range:

N/A

N/A

Default:

Range:

Setting Complete

Other steps 

same as SOF-1.

Press          

      to confirm.

or                to change,

Press          

Press          

     to confirm.

or                to change,

Press          

Press          

      to confirm.

or                to change,

Press          

      to confirm.Press          
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SOF-2 Weekday ModeCCoonnttrroollss  aanndd  SSeettttiinnggss

Tue

SSOOFFTT

SSOOFFTT

Tue

02:00

0:00-23:59

2.     Set Regeneration Time

Tue

SSOOFFTT

d1--OFF,d2--OFF,d3--OFF
d4--OFF,d5--OFF,d6--ON
d7--OFF

3.     Set Regenration Weekday

d1~ d7stands for Monday-Sunday，

ON indicates regen，OFF indicates no regen.

Tue

RReeffiillll

SSOOFFTT

4.     Set PrE/Post Refill

PoSt indicates post refill,

PrE indicates pre refill.

d1-d7/ON-OFF

Tue

SSOOFFTT

RREEMMAAIINN

Tue

SSOOFFTT

RREEMMAAIINN

When day display has reached 0,

Time to regeneration will be displayed.

5.     Weekday Mode Service Display

Blinking

Blinking

Blinking

1.     Set Control Valve to Weekday Mode

N/A

N/A

Default:

Range:

Default:

Range:

Reminder
Page 32 settings  overlap with this step.

If you make a change here, the settings 

mentioned in Page 32 will change.

Default:

Range:

PoSt

PoSt

PrE

Default:

Range:

N/A

N/A

Default:

Range:

Setting Complete

Other steps 

same as SOF-1.

Press          

      to confirm.

or                to change,

Press          

Press          

     to confirm.

or                to change,

Press          

Press          

      to confirm.

or                to change,

Press          

      to confirm.Press          
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SOF-2 Weekday ModeCCoonnttrroollss  aanndd  SSeettttiinnggss

Tue

SSOOFFTT

SSOOFFTT

Tue

02:00

0:00-23:59

2.     Set Regeneration Time

Tue

SSOOFFTT

d1--OFF,d2--OFF,d3--OFF
d4--OFF,d5--OFF,d6--ON
d7--OFF

3.     Set Regenration Weekday

d1~ d7stands for Monday-Sunday，

ON indicates regen，OFF indicates no regen.

Tue

RReeffiillll

SSOOFFTT

4.     Set PrE/Post Refill

PoSt indicates post refill,

PrE indicates pre refill.

d1-d7/ON-OFF

Tue

SSOOFFTT

RREEMMAAIINN

Tue

SSOOFFTT

RREEMMAAIINN

When day display has reached 0,

Time to regeneration will be displayed.

5.     Weekday Mode Service Display

Blinking

Blinking

Blinking

1.     Set Control Valve to Weekday Mode

N/A

N/A

Default:

Range:

Default:

Range:

Reminder
Page 32 settings  overlap with this step.

If you make a change here, the settings 

mentioned in Page 32 will change.

Default:

Range:

PoSt

PoSt

PrE

Default:

Range:

N/A

N/A

Default:

Range:

Setting Complete

Other steps 

same as SOF-1.

Press          

      to confirm.

or                to change,

Press          

Press          

     to confirm.

or                to change,

Press          

Press          

      to confirm.

or                to change,

Press          

      to confirm.Press          
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SOF-2 Weekday ModeCCoonnttrroollss  aanndd  SSeettttiinnggss

Tue

SSOOFFTT

SSOOFFTT

Tue

02:00

0:00-23:59

2.     Set Regeneration Time

Tue

SSOOFFTT

d1--OFF,d2--OFF,d3--OFF
d4--OFF,d5--OFF,d6--ON
d7--OFF

3.     Set Regenration Weekday

d1~ d7stands for Monday-Sunday，

ON indicates regen，OFF indicates no regen.

Tue

RReeffiillll

SSOOFFTT

4.     Set PrE/Post Refill

PoSt indicates post refill,

PrE indicates pre refill.

d1-d7/ON-OFF

Tue

SSOOFFTT

RREEMMAAIINN

Tue

SSOOFFTT

RREEMMAAIINN

When day display has reached 0,

Time to regeneration will be displayed.

5.     Weekday Mode Service Display

Blinking

Blinking

Blinking

1.     Set Control Valve to Weekday Mode

N/A

N/A

Default:

Range:

Default:

Range:

Reminder
Page 32 settings  overlap with this step.

If you make a change here, the settings 

mentioned in Page 32 will change.

Default:

Range:

PoSt

PoSt

PrE

Default:

Range:

N/A

N/A

Default:

Range:

Setting Complete

Other steps 

same as SOF-1.

Press          

      to confirm.

or                to change,

Press          

Press          

     to confirm.

or                to change,

Press          

Press          

      to confirm.

or                to change,

Press          

      to confirm.Press          

MODE JOURS DE LA SEMAINE SOF-2 

1. Définir la vanne de régulation 
en mode jours de la semaine 
 
Appuyer sur  pour confirmer

 
 
 
Par défaut :   s.o. 
Plage :    s.o. 
 

2. Définir l’heure de régénération 
 
Appuyez sur  ou  pour 
effectuer le réglage.
Appuyez sur  pour confirmer 

 
 
Par défaut :   02:00 
Plage :    0:00-23:59 

Rappel 
Les paramètres de la page 
51 recoupent cette étape. 
Si vous effectuez une mo-
dification ici, les paramè-
tres mentionnés à la page 
51 seront modifiés.

3. Définir le jour de la semaine 
pour la régénération 
 
Appuyez sur  ou  pour 
effectuer le réglage.
Appuyez sur  pour confirmer 
 
PoSt signifie post-remplissage,
PrE signifie pré-remplissage.

 
 
Par défaut :   PoSt 
Plage :    PoSt
                PrE

4. Définir le jour de la semaine 
pour la régénération 
 
Appuyez sur  ou  pour 
effectuer le réglage.
Appuyez sur  pour confirmer 
 
d1~ d7 signifie lundi-dimanche
« ON » indique que la régénéra-
tion est activée, « OFF » indique 
qu'elle est désactivée.

 
 
Par défaut :   d1--OFF, 
                d2--OFF, 
                d3--OFF
                d4--OFF, 
                d5--OFF, 
                d6--ON
                d7--OFF 
Plage :    d1-d7/ON-OFF
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5. Affichage du service en mode 
jours de la semaine 
 
Lorsque l'affichage du jour 
atteint 0.
L’heure de régénération 
s'affiche.

 
 
Par défaut :   s.o. 
Plage :    s.o.

CONFIGURATION 
TERMINÉE
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SOF-2 Weekday ModeCCoonnttrroollss  aanndd  SSeettttiinnggss

Tue

SSOOFFTT

SSOOFFTT

Tue

02:00

0:00-23:59

2.     Set Regeneration Time

Tue

SSOOFFTT

d1--OFF,d2--OFF,d3--OFF
d4--OFF,d5--OFF,d6--ON
d7--OFF

3.     Set Regenration Weekday

d1~ d7stands for Monday-Sunday，

ON indicates regen，OFF indicates no regen.

Tue

RReeffiillll

SSOOFFTT

4.     Set PrE/Post Refill

PoSt indicates post refill,

PrE indicates pre refill.

d1-d7/ON-OFF

Tue

SSOOFFTT

RREEMMAAIINN

Tue

SSOOFFTT

RREEMMAAIINN

When day display has reached 0,

Time to regeneration will be displayed.

5.     Weekday Mode Service Display

Blinking

Blinking

Blinking

1.     Set Control Valve to Weekday Mode

N/A

N/A

Default:

Range:

Default:

Range:

Reminder
Page 32 settings  overlap with this step.

If you make a change here, the settings 

mentioned in Page 32 will change.

Default:

Range:

PoSt

PoSt

PrE

Default:

Range:

N/A

N/A

Default:

Range:

Setting Complete

Other steps 

same as SOF-1.

Press          

      to confirm.

or                to change,

Press          

Press          

     to confirm.

or                to change,

Press          

Press          

      to confirm.

or                to change,

Press          

      to confirm.Press          

MODE JOURS DE LA SEMAINE SOF-2 
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SOF-3 Metered Immediate Mode CCoonnttrroollss  aanndd  SSeettttiinnggss

Tue

SSOOFFTT

Tue

SSOOFFTT

SSOOFFTT

If 0 is selected, 

Regeneration is only triggered by metered flow.

4.     Set Automatically Calculate Treated Water Volume

45.0

0.1-999.9

Blinking

Blinking

Blinking

SSOOFFTT
     M³

        Tue

Tue

SSOOFFTT

Tue

07

0-99

2.     Set Interval Days

02:00

0:00-23:59

3.     Set Regeneration Time

Blinking

Blinking

1.     Set Softener Valve to Metered Immediate Mode

N/A

N/A

Default:

Range:

Default:

Range:

Default:

Range:

Reminder

Page 32 settings  overlap with this step.

If you make a change here, the settings 

mentioned in Page 32 will change.

Reminder

Page 31 settings  overlap with this step.

If you make a change here, the settings 

mentioned in Page 31 will change.

N

N

Y

N indicates manually input volume capacity,

Y indicates automatically calculate volume capacity.

If N is chosen, go to step 4.1,

If Y is chosen, go to step 4.2.

Default:

Range:

4.1  Manually Input Volume

If N is selected Default:

Range:

Press          

      to confirm.

or                to change,

Press          

Press          

      to confirm.

or                to change,

Press          

Press          

      to confirm.

or                to change,

Press          

Press          

      to confirm.

or                to change,

Press          

      to confirm.Press          

4.2.1Set Hardness Unit

PPM

PPM,dH,FH

Default:

Range:

If Y was chosen

Reminder

Page 32 settings  overlap with this step.

If you make a change here, the settings 

mentioned in Pag32 will change.

Tue
PPM

SSOOFFTT Blinking

Press          

      to confirm.

or                to change,

Press          
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SOF-3 Metered Immediate Mode CCoonnttrroollss  aanndd  SSeettttiinnggss

Tue

SSOOFFTT

Tue

SSOOFFTT

SSOOFFTT

If 0 is selected, 

Regeneration is only triggered by metered flow.

4.     Set Automatically Calculate Treated Water Volume

45.0

0.1-999.9

Blinking

Blinking

Blinking

SSOOFFTT
     M³

        Tue

Tue

SSOOFFTT

Tue

07

0-99

2.     Set Interval Days

02:00

0:00-23:59

3.     Set Regeneration Time

Blinking

Blinking

1.     Set Softener Valve to Metered Immediate Mode

N/A

N/A

Default:

Range:

Default:

Range:

Default:

Range:

Reminder

Page 32 settings  overlap with this step.

If you make a change here, the settings 

mentioned in Page 32 will change.

Reminder

Page 31 settings  overlap with this step.

If you make a change here, the settings 

mentioned in Page 31 will change.

N

N

Y

N indicates manually input volume capacity,

Y indicates automatically calculate volume capacity.

If N is chosen, go to step 4.1,

If Y is chosen, go to step 4.2.

Default:

Range:

4.1  Manually Input Volume

If N is selected Default:

Range:

Press          

      to confirm.

or                to change,

Press          

Press          

      to confirm.

or                to change,

Press          

Press          

      to confirm.

or                to change,

Press          

Press          

      to confirm.

or                to change,

Press          

      to confirm.Press          

4.2.1Set Hardness Unit

PPM

PPM,dH,FH

Default:

Range:

If Y was chosen

Reminder

Page 32 settings  overlap with this step.

If you make a change here, the settings 

mentioned in Pag32 will change.

Tue
PPM

SSOOFFTT Blinking

Press          

      to confirm.

or                to change,

Press          
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SOF-3 Metered Immediate Mode CCoonnttrroollss  aanndd  SSeettttiinnggss

Tue

SSOOFFTT

Tue

SSOOFFTT

SSOOFFTT

If 0 is selected, 

Regeneration is only triggered by metered flow.

4.     Set Automatically Calculate Treated Water Volume

45.0

0.1-999.9

Blinking

Blinking

Blinking

SSOOFFTT
     M³

        Tue

Tue

SSOOFFTT

Tue

07

0-99

2.     Set Interval Days

02:00

0:00-23:59

3.     Set Regeneration Time

Blinking

Blinking

1.     Set Softener Valve to Metered Immediate Mode

N/A

N/A

Default:

Range:

Default:

Range:

Default:

Range:

Reminder

Page 32 settings  overlap with this step.

If you make a change here, the settings 

mentioned in Page 32 will change.

Reminder

Page 31 settings  overlap with this step.

If you make a change here, the settings 

mentioned in Page 31 will change.

N

N

Y

N indicates manually input volume capacity,

Y indicates automatically calculate volume capacity.

If N is chosen, go to step 4.1,

If Y is chosen, go to step 4.2.

Default:

Range:

4.1  Manually Input Volume

If N is selected Default:

Range:

Press          

      to confirm.

or                to change,

Press          

Press          

      to confirm.

or                to change,

Press          

Press          

      to confirm.

or                to change,

Press          

Press          

      to confirm.

or                to change,

Press          

      to confirm.Press          

4.2.1Set Hardness Unit

PPM

PPM,dH,FH

Default:

Range:

If Y was chosen

Reminder

Page 32 settings  overlap with this step.

If you make a change here, the settings 

mentioned in Pag32 will change.

Tue
PPM

SSOOFFTT Blinking

Press          

      to confirm.

or                to change,

Press          
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Tue

SSOOFFTT

Tue

SSOOFFTT

SSOOFFTT

If 0 is selected, 

Regeneration is only triggered by metered flow.

4.     Set Automatically Calculate Treated Water Volume

45.0

0.1-999.9

Blinking

Blinking

Blinking

SSOOFFTT
     M³

        Tue

Tue

SSOOFFTT

Tue

07

0-99

2.     Set Interval Days

02:00

0:00-23:59

3.     Set Regeneration Time

Blinking

Blinking

1.     Set Softener Valve to Metered Immediate Mode

N/A

N/A

Default:

Range:

Default:

Range:

Default:

Range:

Reminder

Page 32 settings  overlap with this step.

If you make a change here, the settings 

mentioned in Page 32 will change.

Reminder

Page 31 settings  overlap with this step.

If you make a change here, the settings 

mentioned in Page 31 will change.

N

N

Y

N indicates manually input volume capacity,

Y indicates automatically calculate volume capacity.

If N is chosen, go to step 4.1,

If Y is chosen, go to step 4.2.

Default:

Range:

4.1  Manually Input Volume

If N is selected Default:

Range:

Press          

      to confirm.

or                to change,

Press          

Press          

      to confirm.

or                to change,

Press          

Press          

      to confirm.

or                to change,

Press          

Press          

      to confirm.

or                to change,

Press          

      to confirm.Press          

4.2.1Set Hardness Unit

PPM

PPM,dH,FH

Default:

Range:

If Y was chosen

Reminder

Page 32 settings  overlap with this step.

If you make a change here, the settings 

mentioned in Pag32 will change.

Tue
PPM

SSOOFFTT Blinking

Press          

      to confirm.

or                to change,

Press          

MODE VOLUMÉTRIQUE IMMÉDIAT SOF-3 

1. Définir la vanne de l'adoucis-
seur sur le mode volumétrique 
immédiat 
 
Appuyer sur  pour confirmer

 
 
 
Par défaut :   s.o. 
Plage :    s.o. 

2. Définir l’intervalle journalier 
 
Appuyez sur  ou  pour 
faire votre choix.
Appuyez sur  pour confirmer 
 
Si la valeur 0 est sélection-
née, la régénération n'est 
déclenchée que par le débit 
mesuré.

 
 
Par défaut :   07 
Plage :    0-99 

Rappel 
Les paramètres de la page 
50 recoupent cette étape. 
Si vous effectuez une mo-
dification ici, les paramè-
tres mentionnés à la page 
50 seront modifiés.

3. Définir l’heure de régénération 
 
Appuyez sur  ou  pour 
effectuer le réglage.
Appuyez sur  pour confirmer 
 

 
 
Par défaut :   02:00 
Plage :    0:00-23:59

4. Définir le calcul automatique 
du volume d'eau traitée 
 
Appuyez sur  ou  pour 
faire votre choix.
Appuyez sur  pour confirmer  
N indique que le volume d’en-
trée doit être saisie manuelle-
ment.
Y indique que le calcul du 
volume est effectué automati-
quement.
Si N est choisi, passez à l'étape 
4.1.
Si Y est choisi, passez à l'étape 
4.2.

 
 
Par défaut :    N 
Plage :     N 
                 Y
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4.1. Saisie manuelle du volume 
 
Si N est sélectionné 
Appuyez sur  ou  pour faire 
votre choix.
Appuyez sur  pour confirmer 

 
 
Par défaut :   45,0 
Plage :    0,1-999,9

4.2.1. Définir l'unité de dureté 
 
Si Y a été sélectionné 
Appuyez sur  ou  pour faire 
votre choix.
Appuyez sur  pour confirmer 

 
 
Par défaut :   PPM 
Plage :    PPM,dH,FH 

Rappel
Les paramètres de la page 
51 recoupent cette étape. 
Si vous effectuez une mo-
dification ici, les paramètres 
mentionnés à la page 51 
seront modifiés.

4.2.2. Définir la dureté d’entrée 
 
Si Y a été sélectionné 
Appuyez sur  ou  pour faire 
votre choix.
Appuyez sur  pour confirmer 
et passer au chiffre suivant. 

 
 
Par défaut :   300(PPM), 
                20(dH),30(FH) 
Plage :    1-2500,1-150, 
                1-250 

Rappel
Les paramètres de la page 
51 recoupent cette étape. 
Si vous effectuez une mo-
dification ici, les paramètres 
mentionnés à la page 51 
seront modifiés.

4.2.3. Définir la dureté de sortie 
 
Si Y a été sélectionné 
Appuyez sur  ou  pour faire 
votre choix.
Appuyez sur  pour confirmer 
et passer au chiffre suivant.

 
 
Par défaut :   0 
Plage :    0 ~  
                la dureté
                nombre d'entrées 

Rappel
Cet écran s'affiche uni-
quement sur les modèles 
FX100/125 lorsque SOF3/4 
est sélectionné et que le 
volume traité automatique 
est activé.
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Tue

SSOOFFTT

Tue

SSOOFFTT

SSOOFFTT

If 0 is selected, 

Regeneration is only triggered by metered flow.

4.     Set Automatically Calculate Treated Water Volume

45.0

0.1-999.9

Blinking

Blinking

Blinking

SSOOFFTT
     M³

        Tue

Tue

SSOOFFTT

Tue

07

0-99

2.     Set Interval Days

02:00

0:00-23:59

3.     Set Regeneration Time

Blinking

Blinking

1.     Set Softener Valve to Metered Immediate Mode

N/A

N/A

Default:

Range:

Default:

Range:

Default:

Range:

Reminder

Page 32 settings  overlap with this step.

If you make a change here, the settings 

mentioned in Page 32 will change.

Reminder

Page 31 settings  overlap with this step.

If you make a change here, the settings 

mentioned in Page 31 will change.

N

N

Y

N indicates manually input volume capacity,

Y indicates automatically calculate volume capacity.

If N is chosen, go to step 4.1,

If Y is chosen, go to step 4.2.

Default:

Range:

4.1  Manually Input Volume

If N is selected Default:

Range:

Press          

      to confirm.

or                to change,

Press          

Press          

      to confirm.

or                to change,

Press          

Press          

      to confirm.

or                to change,

Press          

Press          

      to confirm.

or                to change,

Press          

      to confirm.Press          

4.2.1Set Hardness Unit

PPM

PPM,dH,FH

Default:

Range:

If Y was chosen

Reminder

Page 32 settings  overlap with this step.

If you make a change here, the settings 

mentioned in Pag32 will change.

Tue
PPM

SSOOFFTT Blinking

Press          

      to confirm.

or                to change,

Press          
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4.2.4Set Total Resin Exchange Capacity

15

5.     Set Backwash Duration

0-999min

Other steps 
same as SOF-1.

N/A

N/A

4.2.5Display Calculated Treated Water Volume

Tue

Backwash

SOFT

6.     Metered Immediate Mode Service Display

Tue

    Kg

SOFT
     M³

Blinking

Blinking

SOFT
     M³

        Tue

SOFT
     M³

REMAIN

Tue

4.2.2Set Inlet Hardness

Blinking

Tue

SOFT
PPM

300(PPM),20(dH),30(FH)

1-2500,1-150,1-250

Default:

Range:

Reminder

Page 32 settings  overlap with this step.

If you make a change here, the settings 

mentioned in Page 32 will change.

1.5 (Kgm³)
80  (dHm³)
160(FHm³)

0.1-200
1-6000
1-6000

Default:

Range:

This display is not editable.

Default:

Range:

Default:

Range:

N/A

N/A

Default:

Range:

Setting Complete

Press          

      to confirm and go to next digit.

or                to change,

Press          

Press          

      to confirm and go to next digit.

or                to change,

Press          

Press          

      to confirm and go to next digit.

or                to change,

Press          

Press              or               to change.          

Press          to confirm and go to next digit.   

Tue

SOFT
PPM

4.2.3Set Ｏutlet Hardness

Blinking

0

0~ the handness 

number of inlet

Default:

Range:

Reminder

This screen is only displayed on FX100/125 

when SOF3/4 is selected and automatic treated 

volume is turned on.
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4.2.4Set Total Resin Exchange Capacity

15

5.     Set Backwash Duration

0-999min

Other steps 
same as SOF-1.

N/A

N/A

4.2.5Display Calculated Treated Water Volume

Tue

Backwash

SOFT

6.     Metered Immediate Mode Service Display

Tue

    Kg

SOFT
     M³

Blinking

Blinking

SOFT
     M³

        Tue

SOFT
     M³

REMAIN

Tue

4.2.2Set Inlet Hardness

Blinking

Tue

SOFT
PPM

300(PPM),20(dH),30(FH)

1-2500,1-150,1-250

Default:

Range:

Reminder

Page 32 settings  overlap with this step.

If you make a change here, the settings 

mentioned in Page 32 will change.

1.5 (Kgm³)
80  (dHm³)
160(FHm³)

0.1-200
1-6000
1-6000

Default:

Range:

This display is not editable.

Default:

Range:

Default:

Range:

N/A

N/A

Default:

Range:

Setting Complete

Press          

      to confirm and go to next digit.

or                to change,

Press          

Press          

      to confirm and go to next digit.

or                to change,

Press          

Press          

      to confirm and go to next digit.

or                to change,

Press          

Press              or               to change.          

Press          to confirm and go to next digit.   

Tue

SOFT
PPM

4.2.3Set Ｏutlet Hardness

Blinking

0

0~ the handness 

number of inlet

Default:

Range:

Reminder

This screen is only displayed on FX100/125 

when SOF3/4 is selected and automatic treated 

volume is turned on.
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Tue

SSOOFFTT

Tue

SSOOFFTT

SSOOFFTT

If 0 is selected, 

Regeneration is only triggered by metered flow.

4.     Set Automatically Calculate Treated Water Volume

45.0

0.1-999.9

Blinking

Blinking

Blinking

SSOOFFTT
     M³

        Tue

Tue

SSOOFFTT

Tue

07

0-99

2.     Set Interval Days

02:00

0:00-23:59

3.     Set Regeneration Time

Blinking

Blinking

1.     Set Softener Valve to Metered Immediate Mode

N/A

N/A

Default:

Range:

Default:

Range:

Default:

Range:

Reminder

Page 32 settings  overlap with this step.

If you make a change here, the settings 

mentioned in Page 32 will change.

Reminder

Page 31 settings  overlap with this step.

If you make a change here, the settings 

mentioned in Page 31 will change.

N

N

Y

N indicates manually input volume capacity,

Y indicates automatically calculate volume capacity.

If N is chosen, go to step 4.1,

If Y is chosen, go to step 4.2.

Default:

Range:

4.1  Manually Input Volume

If N is selected Default:

Range:

Press          

      to confirm.

or                to change,

Press          

Press          

      to confirm.

or                to change,

Press          

Press          

      to confirm.

or                to change,

Press          

Press          

      to confirm.

or                to change,

Press          

      to confirm.Press          

4.2.1Set Hardness Unit

PPM

PPM,dH,FH

Default:

Range:

If Y was chosen

Reminder

Page 32 settings  overlap with this step.

If you make a change here, the settings 

mentioned in Pag32 will change.

Tue
PPM

SSOOFFTT Blinking

Press          

      to confirm.

or                to change,

Press          

MODE VOLUMÉTRIQUE IMMÉDIAT SOF-3 
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4.2.4. Définir la capacité totale 
d'échange de résine 
 
Si Y a été sélectionné 
Appuyez sur  ou  pour faire 
votre choix,
Appuyez sur  pour confirmer 
et passer au chiffre suivant.

 
 
Par défaut :   1,5 (kg/m³)
                80 (dH/m³)
                160 (FH/m³) 
Plage :    0,1-200
                1-6000
                1-6000

4.2.5. Affichage du volume d'eau 
traitée calculé 
 
Cet affichage n'est pas modi-
fiable.

 
 
Par défaut :   s.o. 
Plage :    s.o.

5. Définir la dureté de détassage 
 
Si Y a été sélectionné 
Appuyez sur  ou  pour faire 
votre choix,
Appuyez sur  pour confirmer 
et passer au chiffre suivant.

 
 
Par défaut :   15
Plage :    0-999 min

6. Affichage du service en mode 
volumétrique immédiat

 
 
Par défaut :   s.o. 
Plage :    s.o.

CONFIGURATION  
TERMINÉE
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4.2.4Set Total Resin Exchange Capacity

15

5.     Set Backwash Duration

0-999min

Other steps 
same as SOF-1.

N/A

N/A

4.2.5Display Calculated Treated Water Volume

Tue

Backwash

SOFT

6.     Metered Immediate Mode Service Display

Tue

    Kg

SOFT
     M³

Blinking

Blinking

SOFT
     M³

        Tue

SOFT
     M³

REMAIN

Tue

4.2.2Set Inlet Hardness

Blinking

Tue

SOFT
PPM

300(PPM),20(dH),30(FH)

1-2500,1-150,1-250

Default:

Range:

Reminder

Page 32 settings  overlap with this step.

If you make a change here, the settings 

mentioned in Page 32 will change.

1.5 (Kgm³)
80  (dHm³)
160(FHm³)

0.1-200
1-6000
1-6000

Default:

Range:

This display is not editable.

Default:

Range:

Default:

Range:

N/A

N/A

Default:

Range:

Setting Complete

Press          

      to confirm and go to next digit.

or                to change,

Press          

Press          

      to confirm and go to next digit.

or                to change,

Press          

Press          

      to confirm and go to next digit.

or                to change,

Press          

Press              or               to change.          

Press          to confirm and go to next digit.   

Tue

SOFT
PPM

4.2.3Set Ｏutlet Hardness

Blinking

0

0~ the handness 

number of inlet

Default:

Range:

Reminder

This screen is only displayed on FX100/125 

when SOF3/4 is selected and automatic treated 

volume is turned on.
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4.2.4Set Total Resin Exchange Capacity

15

5.     Set Backwash Duration

0-999min

Other steps 
same as SOF-1.

N/A

N/A

4.2.5Display Calculated Treated Water Volume

Tue

Backwash

SOFT

6.     Metered Immediate Mode Service Display

Tue

    Kg

SOFT
     M³

Blinking

Blinking

SOFT
     M³

        Tue

SOFT
     M³

REMAIN

Tue

4.2.2Set Inlet Hardness

Blinking

Tue

SOFT
PPM

300(PPM),20(dH),30(FH)

1-2500,1-150,1-250

Default:

Range:

Reminder

Page 32 settings  overlap with this step.

If you make a change here, the settings 

mentioned in Page 32 will change.

1.5 (Kgm³)
80  (dHm³)
160(FHm³)

0.1-200
1-6000
1-6000

Default:

Range:

This display is not editable.

Default:

Range:

Default:

Range:

N/A

N/A

Default:

Range:

Setting Complete

Press          

      to confirm and go to next digit.

or                to change,

Press          

Press          

      to confirm and go to next digit.

or                to change,

Press          

Press          

      to confirm and go to next digit.

or                to change,

Press          

Press              or               to change.          

Press          to confirm and go to next digit.   

Tue

SOFT
PPM

4.2.3Set Ｏutlet Hardness

Blinking

0

0~ the handness 

number of inlet

Default:

Range:

Reminder

This screen is only displayed on FX100/125 

when SOF3/4 is selected and automatic treated 

volume is turned on.
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4.2.4Set Total Resin Exchange Capacity

15

5.     Set Backwash Duration

0-999min

Other steps 
same as SOF-1.

N/A

N/A

4.2.5Display Calculated Treated Water Volume

Tue

Backwash

SOFT

6.     Metered Immediate Mode Service Display

Tue

    Kg

SOFT
     M³

Blinking

Blinking

SOFT
     M³

        Tue

SOFT
     M³

REMAIN

Tue

4.2.2Set Inlet Hardness

Blinking

Tue

SOFT
PPM

300(PPM),20(dH),30(FH)

1-2500,1-150,1-250

Default:

Range:

Reminder

Page 32 settings  overlap with this step.

If you make a change here, the settings 

mentioned in Page 32 will change.

1.5 (Kgm³)
80  (dHm³)
160(FHm³)

0.1-200
1-6000
1-6000

Default:

Range:

This display is not editable.

Default:

Range:

Default:

Range:

N/A

N/A

Default:

Range:

Setting Complete

Press          

      to confirm and go to next digit.

or                to change,

Press          

Press          

      to confirm and go to next digit.

or                to change,

Press          

Press          

      to confirm and go to next digit.

or                to change,

Press          

Press              or               to change.          

Press          to confirm and go to next digit.   

Tue

SOFT
PPM

4.2.3Set Ｏutlet Hardness

Blinking

0

0~ the handness 

number of inlet

Default:

Range:

Reminder

This screen is only displayed on FX100/125 

when SOF3/4 is selected and automatic treated 

volume is turned on.
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4.2.4Set Total Resin Exchange Capacity

15

5.     Set Backwash Duration

0-999min

Other steps 
same as SOF-1.

N/A

N/A

4.2.5Display Calculated Treated Water Volume

Tue

Backwash

SOFT

6.     Metered Immediate Mode Service Display

Tue

    Kg

SOFT
     M³

Blinking

Blinking

SOFT
     M³

        Tue

SOFT
     M³

REMAIN

Tue

4.2.2Set Inlet Hardness

Blinking

Tue

SOFT
PPM

300(PPM),20(dH),30(FH)

1-2500,1-150,1-250

Default:

Range:

Reminder

Page 32 settings  overlap with this step.

If you make a change here, the settings 

mentioned in Page 32 will change.

1.5 (Kgm³)
80  (dHm³)
160(FHm³)

0.1-200
1-6000
1-6000

Default:

Range:

This display is not editable.

Default:

Range:

Default:

Range:

N/A

N/A

Default:

Range:

Setting Complete

Press          

      to confirm and go to next digit.

or                to change,

Press          

Press          

      to confirm and go to next digit.

or                to change,

Press          

Press          

      to confirm and go to next digit.

or                to change,

Press          

Press              or               to change.          

Press          to confirm and go to next digit.   

Tue

SOFT
PPM

4.2.3Set Ｏutlet Hardness

Blinking

0

0~ the handness 

number of inlet

Default:

Range:

Reminder

This screen is only displayed on FX100/125 

when SOF3/4 is selected and automatic treated 

volume is turned on.
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MODE VOLUMÉTRIQUE DIFFÉRÉ SOF-4 

1. Définir la vanne de l'adoucisseur 
sur le mode volumétrique différé 
 
Appuyer sur  pour confirmer

 
 
 
Par défaut :   s.o. 
Plage :    s.o. 
 

2. Définir l’intervalle journalier 
 
Appuyez sur  ou  pour faire 
votre choix.
Appuyez sur  pour confirmer 
 
Si la valeur 0 est sélectionnée, la 
régénération n'est déclenchée 
que par le débit mesuré.

 
Par défaut :   07 
Plage :    0-99 

Rappel 
Les paramètres de la page 
50 recoupent cette étape. 
Si vous effectuez une mo-
dification ici, les paramètres 
mentionnés à la page 50 
seront modifiés.

3. Définir l’heure de régénération 
 
Appuyez sur  ou  pour 
effectuer le réglage.
Appuyez sur  pour confirmer 
 

 
 
Par défaut :   02:00 
Plage :    0:00-23:59

Rappel 
Les paramètres de la page 
51 recoupent cette étape. 
Si vous effectuez une mo-
dification ici, les paramètres 
mentionnés à la page 51 
seront modifiés.

4. Définir le calcul automatique du 
volume d'eau traitée 
 
Appuyez sur  ou  pour faire 
votre choix.
Appuyez sur  pour confirmer  
N indique que le volume d’entrée 
doit être saisie manuellement.
Y indique que le calcul du volume 
est effectué automatiquement.
Si N est choisi, passez à l'étape 
4.1.
Si Y est choisi, passez à l'étape 
4.2.

 
 
Par défaut :    N 
Plage :     N 
                 Y

45

Tue

SOFT

If 0 is selected, 

Regeneration is only triggered by metered flow.

4.     Set Automatically Calculate Treated Water Volume

45.0

0.1-999.9

Blinking

Blinking

SOFT
     M³

        Tue

Tue

SOFT

SOFT

Tue

07

0-99

2.      Set Interval Days

02:00

0:00-23:59

3.      Set Regeneration Time

Blinking

Blinking

1.     Set Control Valve to Metered Delayed Mode

N/A

N/A

Default:

Range:

Default:

Range:

Default:

Range:

Reminder

Page 32 settings  overlap with this step.

If you make a change here, the settings 

mentioned in Page 32 will change.

Reminder

Page 31 settings  overlap with this step.

If you make a change here, the settings 

mentioned in Page 31 will change.

N

N

Y

N indicates manually input volume capacity，

Y indicates automatically calculate volume capacity.

If N is chosen, go to step 4.1,

If Y is chosen, go to step 4.2.

Default:

Range:

When N was selected in step 4 Default:

Range:

SOF-4 Metered Delayed Mode CCoonnttrroollss  aanndd  SSeettttiinnggss

Tue

SOFT

Blinking

4.1. Manually Input Volume

      to confirm.Press          

Press          

      to confirm.

or                to change,

Press          

Press          

      to confirm.

or                to change,

Press          

Press          

      to confirm.

or                to change,

Press          

Press          

      to confirm.

or                to change,

Press          

45

Tue

SOFT

If 0 is selected, 

Regeneration is only triggered by metered flow.

4.     Set Automatically Calculate Treated Water Volume

45.0

0.1-999.9

Blinking

Blinking

SOFT
     M³

        Tue

Tue

SOFT

SOFT

Tue

07

0-99

2.      Set Interval Days

02:00

0:00-23:59

3.      Set Regeneration Time

Blinking

Blinking

1.     Set Control Valve to Metered Delayed Mode

N/A

N/A

Default:

Range:

Default:

Range:

Default:

Range:

Reminder

Page 32 settings  overlap with this step.

If you make a change here, the settings 

mentioned in Page 32 will change.

Reminder

Page 31 settings  overlap with this step.

If you make a change here, the settings 

mentioned in Page 31 will change.

N

N

Y

N indicates manually input volume capacity，

Y indicates automatically calculate volume capacity.

If N is chosen, go to step 4.1,

If Y is chosen, go to step 4.2.

Default:

Range:

When N was selected in step 4 Default:

Range:

SOF-4 Metered Delayed Mode CCoonnttrroollss  aanndd  SSeettttiinnggss

Tue

SOFT

Blinking

4.1. Manually Input Volume

      to confirm.Press          

Press          

      to confirm.

or                to change,

Press          

Press          

      to confirm.

or                to change,

Press          

Press          

      to confirm.

or                to change,

Press          

Press          

      to confirm.

or                to change,

Press          

45

Tue

SOFT

If 0 is selected, 

Regeneration is only triggered by metered flow.

4.     Set Automatically Calculate Treated Water Volume

45.0

0.1-999.9

Blinking

Blinking

SOFT
     M³

        Tue

Tue

SOFT

SOFT

Tue

07

0-99

2.      Set Interval Days

02:00

0:00-23:59

3.      Set Regeneration Time

Blinking

Blinking

1.     Set Control Valve to Metered Delayed Mode

N/A

N/A

Default:

Range:

Default:

Range:

Default:

Range:

Reminder

Page 32 settings  overlap with this step.

If you make a change here, the settings 

mentioned in Page 32 will change.

Reminder

Page 31 settings  overlap with this step.

If you make a change here, the settings 

mentioned in Page 31 will change.

N

N

Y

N indicates manually input volume capacity，

Y indicates automatically calculate volume capacity.

If N is chosen, go to step 4.1,

If Y is chosen, go to step 4.2.

Default:

Range:

When N was selected in step 4 Default:

Range:

SOF-4 Metered Delayed Mode CCoonnttrroollss  aanndd  SSeettttiinnggss

Tue

SOFT

Blinking

4.1. Manually Input Volume

      to confirm.Press          

Press          

      to confirm.

or                to change,

Press          

Press          

      to confirm.

or                to change,

Press          

Press          

      to confirm.

or                to change,

Press          

Press          

      to confirm.

or                to change,

Press          

45

Tue

SOFT

If 0 is selected, 

Regeneration is only triggered by metered flow.

4.     Set Automatically Calculate Treated Water Volume

45.0

0.1-999.9

Blinking

Blinking

SOFT
     M³

        Tue

Tue

SOFT

SOFT

Tue

07

0-99

2.      Set Interval Days

02:00

0:00-23:59

3.      Set Regeneration Time

Blinking

Blinking

1.     Set Control Valve to Metered Delayed Mode

N/A

N/A

Default:

Range:

Default:

Range:

Default:

Range:

Reminder

Page 32 settings  overlap with this step.

If you make a change here, the settings 

mentioned in Page 32 will change.

Reminder

Page 31 settings  overlap with this step.

If you make a change here, the settings 

mentioned in Page 31 will change.

N

N

Y

N indicates manually input volume capacity，

Y indicates automatically calculate volume capacity.

If N is chosen, go to step 4.1,

If Y is chosen, go to step 4.2.

Default:

Range:

When N was selected in step 4 Default:

Range:

SOF-4 Metered Delayed Mode CCoonnttrroollss  aanndd  SSeettttiinnggss

Tue

SOFT

Blinking

4.1. Manually Input Volume

      to confirm.Press          

Press          

      to confirm.

or                to change,

Press          

Press          

      to confirm.

or                to change,

Press          

Press          

      to confirm.

or                to change,

Press          

Press          

      to confirm.

or                to change,

Press          
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4.1. Saisie manuelle du volume 
 
Lorsque N a été sélectionné à 
l'étape 4 
Appuyez sur  ou  pour 
faire votre choix.
Appuyez sur  pour confirmer 

 
 
Par défaut :   45,0 
Plage :    0,1-999,9

4.2.1. Définir l'unité de dureté 
 
Si Y a été sélectionné 
Appuyez sur  ou  pour 
faire votre choix.
Appuyez sur  pour confirmer 

 
 
Par défaut :   PPM 
Plage :    PPM,dH,FH 

Rappel
Les paramètres de la page 
51 recoupent cette étape. 
Si vous effectuez une mo-
dification ici, les paramè-
tres mentionnés à la page 
51 seront modifiés.

4.2.2. Définir la dureté d’entrée 
 
Si Y a été sélectionné 
Appuyez sur  ou  pour 
faire votre choix.
Appuyez sur  pour confirmer 
et passer au chiffre suivant. 

 
 
Par défaut :   300(PPM), 
                20(dH),30(FH) 
Plage :    1-2500,1-150, 
                1-250 

Rappel
Les paramètres de la page 
51 recoupent cette étape. 
Si vous effectuez une mo-
dification ici, les paramè-
tres mentionnés à la page 
51 seront modifiés.

45

Tue

SOFT

If 0 is selected, 

Regeneration is only triggered by metered flow.

4.     Set Automatically Calculate Treated Water Volume

45.0

0.1-999.9

Blinking

Blinking

SOFT
     M³

        Tue

Tue

SOFT

SOFT

Tue

07

0-99

2.      Set Interval Days

02:00

0:00-23:59

3.      Set Regeneration Time

Blinking

Blinking

1.     Set Control Valve to Metered Delayed Mode

N/A

N/A

Default:

Range:

Default:

Range:

Default:

Range:

Reminder

Page 32 settings  overlap with this step.

If you make a change here, the settings 

mentioned in Page 32 will change.

Reminder

Page 31 settings  overlap with this step.

If you make a change here, the settings 

mentioned in Page 31 will change.

N

N

Y

N indicates manually input volume capacity，

Y indicates automatically calculate volume capacity.

If N is chosen, go to step 4.1,

If Y is chosen, go to step 4.2.

Default:

Range:

When N was selected in step 4 Default:

Range:

SOF-4 Metered Delayed Mode CCoonnttrroollss  aanndd  SSeettttiinnggss

Tue

SOFT

Blinking

4.1. Manually Input Volume

      to confirm.Press          

Press          

      to confirm.

or                to change,

Press          

Press          

      to confirm.

or                to change,

Press          

Press          

      to confirm.

or                to change,

Press          

Press          

      to confirm.

or                to change,

Press          

46

4.2.1Set Hardness Unit

PPM

PPM,dH,FH

Default:

Range:

SOF-4 Metered Delayed ModeCCoonnttrroollss  aanndd  SSeettttiinnggss

If Y was chosen

Reminder

Page 32 settings  overlap with this step.

If you make a change here, the settings 

mentioned in Page 32 will change.

N/A

N/A

Tue

    Kg

SOFT
     M³

Blinking

SOFT
     M³

        Tue

4.2.2 Set Inlet Hardness

Blinking

Tue

SOFT
PPM

300(PPM),20(dH),30(FH)

1-2500,1-150,1-250

Default:

Range:

Reminder

Page 32 settings  overlap with this step.

If you make a change here, the settings 

mentioned in Page 32 will change.

This display is not editable.
Default:

Range:

Tue
PPM

SOFT Blinking

4.2.4Set Total Resin Exchange Capacity

4.2.5Display Calculated Treated Water Volume

1.5 (Kgm³)
80  (dHm³)
160(FHm³)

0.1-200
1-6000
1-6000

Default:

Range:

Press          

      to confirm and go to next digit.

or                to change,

Press          

Press          

      to confirm and go to next digit.

or                to change,

Press          

Press          

      to confirm.

or                to change,

Press          

Press              or               to change.          

Press          to confirm and go to next digit.   

Tue

SOFT
PPM

4.2.3Set Ｏutlet Hardness

Blinking

0

0~ the handness 

number of inlet

Default:

Range:

Reminder

This screen is only displayed on FX100/125 

when SOF3/4 is selected and automatic treated 

volume is turned on.

46

4.2.1Set Hardness Unit

PPM

PPM,dH,FH

Default:

Range:

SOF-4 Metered Delayed ModeCCoonnttrroollss  aanndd  SSeettttiinnggss

If Y was chosen

Reminder

Page 32 settings  overlap with this step.

If you make a change here, the settings 

mentioned in Page 32 will change.

N/A

N/A

Tue

    Kg

SOFT
     M³

Blinking

SOFT
     M³

        Tue

4.2.2 Set Inlet Hardness

Blinking

Tue

SOFT
PPM

300(PPM),20(dH),30(FH)

1-2500,1-150,1-250

Default:

Range:

Reminder

Page 32 settings  overlap with this step.

If you make a change here, the settings 

mentioned in Page 32 will change.

This display is not editable.
Default:

Range:

Tue
PPM

SOFT Blinking

4.2.4Set Total Resin Exchange Capacity

4.2.5Display Calculated Treated Water Volume

1.5 (Kgm³)
80  (dHm³)
160(FHm³)

0.1-200
1-6000
1-6000

Default:

Range:

Press          

      to confirm and go to next digit.

or                to change,

Press          

Press          

      to confirm and go to next digit.

or                to change,

Press          

Press          

      to confirm.

or                to change,

Press          

Press              or               to change.          

Press          to confirm and go to next digit.   

Tue

SOFT
PPM

4.2.3Set Ｏutlet Hardness

Blinking

0

0~ the handness 

number of inlet

Default:

Range:

Reminder

This screen is only displayed on FX100/125 

when SOF3/4 is selected and automatic treated 

volume is turned on.

MODE VOLUMÉTRIQUE DIFFÉRÉ SOF-4 
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4.2.3. Définir la dureté de sortie 
 
Si Y a été sélectionné 
Appuyez sur  ou  pour 
faire votre choix.
Appuyez sur  pour confirmer 
et passer au chiffre suivant. 
 

 
 
Par défaut :   0 
Plage :    0 ~  
                la dureté
                nombre d'entrées 

Rappel
Cet écran ne  
s’affiche que sur les modè-
les FX100/125
lorsque SOF3/4 est sélec-
tionné et que le traitement 
est automatique
le volume est activé.

4.2.4. Définir la capacité totale 
d'échange de résine 
 
Si Y a été sélectionné 
Appuyez sur  ou  pour 
faire votre choix.
Appuyez sur  pour confirmer 
et passer au chiffre suivant.

 
 
Par défaut :   1,5 (kg/m³)
                80 (dH/m³)
                160 (FH/m³) 
Plage :    0,1-200
                1-6000
                1-6000

4.2.5. Affichage du volume d'eau 
traitée calculé 
 
Cet affichage n'est pas  
modifiable.

 
 
Par défaut :   s.o. 
Plage :    s.o.

5. Définir le coefficient de sécurité 
de réserve 
 
Appuyez sur  ou  pour 
modifier.
Appuyez sur  pour confirmer 
et passer au chiffre suivant.
Disponible uniquement lorsque 
le mode de régénération pro-
portionnelle « FULL » ou  
« AUTO » est sélectionné.

 
 
Par défaut :   1,15
Plage :    1,00 – 150 

Rappel
Capacité de réserve en 
eau = Consommation 
quotidienne moyenne × 
Coefficient de sécurité

46

4.2.1Set Hardness Unit

PPM

PPM,dH,FH

Default:

Range:

SOF-4 Metered Delayed ModeCCoonnttrroollss  aanndd  SSeettttiinnggss

If Y was chosen

Reminder

Page 32 settings  overlap with this step.

If you make a change here, the settings 

mentioned in Page 32 will change.

N/A

N/A

Tue

    Kg

SOFT
     M³

Blinking

SOFT
     M³

        Tue

4.2.2 Set Inlet Hardness

Blinking

Tue

SOFT
PPM

300(PPM),20(dH),30(FH)

1-2500,1-150,1-250

Default:

Range:

Reminder

Page 32 settings  overlap with this step.

If you make a change here, the settings 

mentioned in Page 32 will change.

This display is not editable.
Default:

Range:

Tue
PPM

SOFT Blinking

4.2.4Set Total Resin Exchange Capacity

4.2.5Display Calculated Treated Water Volume

1.5 (Kgm³)
80  (dHm³)
160(FHm³)

0.1-200
1-6000
1-6000

Default:

Range:

Press          

      to confirm and go to next digit.

or                to change,

Press          

Press          

      to confirm and go to next digit.

or                to change,

Press          

Press          

      to confirm.

or                to change,

Press          

Press              or               to change.          

Press          to confirm and go to next digit.   

Tue

SOFT
PPM

4.2.3Set Ｏutlet Hardness

Blinking

0

0~ the handness 

number of inlet

Default:

Range:

Reminder

This screen is only displayed on FX100/125 

when SOF3/4 is selected and automatic treated 

volume is turned on.

46

4.2.1Set Hardness Unit

PPM

PPM,dH,FH

Default:

Range:

SOF-4 Metered Delayed ModeCCoonnttrroollss  aanndd  SSeettttiinnggss

If Y was chosen

Reminder

Page 32 settings  overlap with this step.

If you make a change here, the settings 

mentioned in Page 32 will change.

N/A

N/A

Tue

    Kg

SOFT
     M³

Blinking

SOFT
     M³

        Tue

4.2.2 Set Inlet Hardness

Blinking

Tue

SOFT
PPM

300(PPM),20(dH),30(FH)

1-2500,1-150,1-250

Default:

Range:

Reminder

Page 32 settings  overlap with this step.

If you make a change here, the settings 

mentioned in Page 32 will change.

This display is not editable.
Default:

Range:

Tue
PPM

SOFT Blinking

4.2.4Set Total Resin Exchange Capacity

4.2.5Display Calculated Treated Water Volume

1.5 (Kgm³)
80  (dHm³)
160(FHm³)

0.1-200
1-6000
1-6000

Default:

Range:

Press          

      to confirm and go to next digit.

or                to change,

Press          

Press          

      to confirm and go to next digit.

or                to change,

Press          

Press          

      to confirm.

or                to change,

Press          

Press              or               to change.          

Press          to confirm and go to next digit.   

Tue

SOFT
PPM

4.2.3Set Ｏutlet Hardness

Blinking

0

0~ the handness 

number of inlet

Default:

Range:

Reminder

This screen is only displayed on FX100/125 

when SOF3/4 is selected and automatic treated 

volume is turned on.
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4.2.1Set Hardness Unit

PPM

PPM,dH,FH

Default:

Range:

SOF-4 Metered Delayed ModeCCoonnttrroollss  aanndd  SSeettttiinnggss

If Y was chosen

Reminder

Page 32 settings  overlap with this step.

If you make a change here, the settings 

mentioned in Page 32 will change.

N/A

N/A

Tue

    Kg

SOFT
     M³

Blinking

SOFT
     M³

        Tue

4.2.2 Set Inlet Hardness

Blinking

Tue

SOFT
PPM

300(PPM),20(dH),30(FH)

1-2500,1-150,1-250

Default:

Range:

Reminder

Page 32 settings  overlap with this step.

If you make a change here, the settings 

mentioned in Page 32 will change.

This display is not editable.
Default:

Range:

Tue
PPM

SOFT Blinking

4.2.4Set Total Resin Exchange Capacity

4.2.5Display Calculated Treated Water Volume

1.5 (Kgm³)
80  (dHm³)
160(FHm³)

0.1-200
1-6000
1-6000

Default:

Range:

Press          

      to confirm and go to next digit.

or                to change,

Press          

Press          

      to confirm and go to next digit.

or                to change,

Press          

Press          

      to confirm.

or                to change,

Press          

Press              or               to change.          

Press          to confirm and go to next digit.   

Tue

SOFT
PPM

4.2.3Set Ｏutlet Hardness

Blinking

0

0~ the handness 

number of inlet

Default:

Range:

Reminder

This screen is only displayed on FX100/125 

when SOF3/4 is selected and automatic treated 

volume is turned on.
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Tue

Refill

SOFT

PoSt

PoSt

PrE

6.     Set Pre/Post Refill

PoSt indicates post refill，

PrE indicates pre refill.

Blinking

Default:

Range:

SOF-4 Metered Delayed Mode CCoonnttrroollss  aanndd  SSeettttiinnggss

PrE should be selected if proportional 

regeneration is to be chosen.

3

2-9

6.1   Set Salt Dissolving Duration

Blinking

Tue

SOFT When Pre-refill is selected
Default:

Range:

6.2   Set Proportional Regeneration

OFF

OFF

FULL

AUTOOff-Proportional regeneration turnedoff, 

safety factor will not affect settings.

Auto-Proportional regeneration.

Full-100% regeneration.

When full/auto is selected, the control

valve will skip to 8.2.1 from step 7.

See Page17 1.4 for explanation on 

proportional regeneration.

Blinking

Reminder

Pre-refill duration is automatically 
calculated based on water consumption 
if proportional regeneration is selected.  

Default:

Range:

N/A

7.     Set Regeneration Steps’ Duration

0-999min

Setting Backwash,Brine,Rinse duration is same as SOF-1.

Tue

Backwash

SOFT

Default:

Range:

Press          

      to confirm.

or                to change,

Press          

Press          

      to confirm.

or                to change,

Press          

Press          

      to confirm.

or                to change,

Press          

Press          

      to confirm and go to next digit.

or                to change,

Press          

Blinking

Tue

SOFT

1.15

1.00-1.50

5.     Set Reserved Safety Factor

Water Reserved Capacity=

Average daily consumption x Safety factor.

Blinking

Default:

Range:

Reminder

Press          

      to confirm and go to next digit.

or                to change,

Press          

Tue

SOFT

Only available when proportional regeneration 

"FULL"or "AUTO" is selected.

MODE VOLUMÉTRIQUE DIFFÉRÉ SOF-4 
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6. Définir le pré/post-remplissage 
 
Appuyez sur  ou  pour 
modifier.
Appuyez sur  pour confirmer 
et passer au chiffre suivant. 

PoSt signifie post remplissage,
PrE signifie pré-remplissage. 
Il convient de sélectionner PrE 
si l'on opte pour la régénération 
proportionnelle.

 
 
Par défaut :   PoSt 
Plage :    PoSt
                PrE

6.1. Définir la durée de dissolution 
du sel 
 
Lorsque l'option Pré-remplissage 
est sélectionnée 
Appuyez sur  ou  pour faire 
votre choix.
Appuyez sur  pour confirmer

 
 
Par défaut :   3 
Plage :    2-9

6.2. Définir la régénération  
proportionnelle 
 
Appuyez sur  ou  pour faire 
votre choix.
Appuyez sur  pour confirmer 
et passer au chiffre suivant. 

La régénération non propor-
tionnelle étant désactivée, le 
coefficient de sécurité n'aura au-
cune incidence sur les réglages. 
Régénération 
proportionnelle automatique. 
Régénération complète à 100 %.
Lorsque le mode « full/auto » est 
sélectionné, la vanne de régula-
tion passe directement à l'étape 
8.2.1 depuis l'étape 7.

 

Par défaut :   OFF 
Plage :    OFF
                FULL
                AUTO
Voir page 30 pour plus 
d'explications sur la ré-
génération proportionnelle

Rappel 
La durée avant pré-remplis-
sage est calculée automati-
quement en fonction de la 
consommation d'eau si la 
régénération proportionnel-
le est sélectionnée.

47

Tue

Refill

SOFT

PoSt

PoSt

PrE

6.     Set Pre/Post Refill

PoSt indicates post refill，

PrE indicates pre refill.

Blinking

Default:

Range:

SOF-4 Metered Delayed Mode CCoonnttrroollss  aanndd  SSeettttiinnggss

PrE should be selected if proportional 

regeneration is to be chosen.

3

2-9

6.1   Set Salt Dissolving Duration

Blinking

Tue

SOFT When Pre-refill is selected
Default:

Range:

6.2   Set Proportional Regeneration

OFF

OFF

FULL

AUTOOff-Proportional regeneration turnedoff, 

safety factor will not affect settings.

Auto-Proportional regeneration.

Full-100% regeneration.

When full/auto is selected, the control

valve will skip to 8.2.1 from step 7.

See Page17 1.4 for explanation on 

proportional regeneration.

Blinking

Reminder

Pre-refill duration is automatically 
calculated based on water consumption 
if proportional regeneration is selected.  

Default:

Range:

N/A

7.     Set Regeneration Steps’ Duration

0-999min

Setting Backwash,Brine,Rinse duration is same as SOF-1.

Tue

Backwash

SOFT

Default:

Range:

Press          

      to confirm.

or                to change,

Press          

Press          

      to confirm.

or                to change,

Press          

Press          

      to confirm.

or                to change,

Press          

Press          

      to confirm and go to next digit.

or                to change,

Press          

Blinking

Tue

SOFT

1.15

1.00-1.50

5.     Set Reserved Safety Factor

Water Reserved Capacity=

Average daily consumption x Safety factor.

Blinking

Default:

Range:

Reminder

Press          

      to confirm and go to next digit.

or                to change,

Press          

Tue

SOFT

Only available when proportional regeneration 

"FULL"or "AUTO" is selected.

47

Tue

Refill

SOFT

PoSt

PoSt

PrE

6.     Set Pre/Post Refill

PoSt indicates post refill，

PrE indicates pre refill.

Blinking

Default:

Range:

SOF-4 Metered Delayed Mode CCoonnttrroollss  aanndd  SSeettttiinnggss

PrE should be selected if proportional 

regeneration is to be chosen.

3

2-9

6.1   Set Salt Dissolving Duration

Blinking

Tue

SOFT When Pre-refill is selected
Default:

Range:

6.2   Set Proportional Regeneration

OFF

OFF

FULL

AUTOOff-Proportional regeneration turnedoff, 

safety factor will not affect settings.

Auto-Proportional regeneration.

Full-100% regeneration.

When full/auto is selected, the control

valve will skip to 8.2.1 from step 7.

See Page17 1.4 for explanation on 

proportional regeneration.

Blinking

Reminder

Pre-refill duration is automatically 
calculated based on water consumption 
if proportional regeneration is selected.  

Default:

Range:

N/A

7.     Set Regeneration Steps’ Duration

0-999min

Setting Backwash,Brine,Rinse duration is same as SOF-1.

Tue

Backwash

SOFT

Default:

Range:

Press          

      to confirm.

or                to change,

Press          

Press          

      to confirm.

or                to change,

Press          

Press          

      to confirm.

or                to change,

Press          

Press          

      to confirm and go to next digit.

or                to change,

Press          

Blinking

Tue

SOFT

1.15

1.00-1.50

5.     Set Reserved Safety Factor

Water Reserved Capacity=

Average daily consumption x Safety factor.

Blinking

Default:

Range:

Reminder

Press          

      to confirm and go to next digit.

or                to change,

Press          

Tue

SOFT

Only available when proportional regeneration 

"FULL"or "AUTO" is selected.

47

Tue

Refill

SOFT

PoSt

PoSt

PrE

6.     Set Pre/Post Refill

PoSt indicates post refill，

PrE indicates pre refill.

Blinking

Default:

Range:

SOF-4 Metered Delayed Mode CCoonnttrroollss  aanndd  SSeettttiinnggss

PrE should be selected if proportional 

regeneration is to be chosen.

3

2-9

6.1   Set Salt Dissolving Duration

Blinking

Tue

SOFT When Pre-refill is selected
Default:

Range:

6.2   Set Proportional Regeneration

OFF

OFF

FULL

AUTOOff-Proportional regeneration turnedoff, 

safety factor will not affect settings.

Auto-Proportional regeneration.

Full-100% regeneration.

When full/auto is selected, the control

valve will skip to 8.2.1 from step 7.

See Page17 1.4 for explanation on 

proportional regeneration.

Blinking

Reminder

Pre-refill duration is automatically 
calculated based on water consumption 
if proportional regeneration is selected.  

Default:

Range:

N/A

7.     Set Regeneration Steps’ Duration

0-999min

Setting Backwash,Brine,Rinse duration is same as SOF-1.

Tue

Backwash

SOFT

Default:

Range:

Press          

      to confirm.

or                to change,

Press          

Press          

      to confirm.

or                to change,

Press          

Press          

      to confirm.

or                to change,

Press          

Press          

      to confirm and go to next digit.

or                to change,

Press          

Blinking

Tue

SOFT

1.15

1.00-1.50

5.     Set Reserved Safety Factor

Water Reserved Capacity=

Average daily consumption x Safety factor.

Blinking

Default:

Range:

Reminder

Press          

      to confirm and go to next digit.

or                to change,

Press          

Tue

SOFT

Only available when proportional regeneration 

"FULL"or "AUTO" is selected.MODE VOLUMÉTRIQUE DIFFÉRÉ SOF-4 
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7. Définir la durée des étapes de 
régénération 
 
Appuyez sur  ou  pour 
effectuer votre choix.
Appuyez sur  pour confirmer 
et passer au chiffre suivant. 

Définir le détassage, le saumura-
ge et le rinçage identiques à ceux 
du SOF-1.

 

 
Par défaut :   s.o. 
Plage :    0-999 min

8. Définir le calcul automatique du 
volume d'eau traitée 
 
Appuyez sur  ou  pour faire 
votre choix.
Appuyez sur  pour confirmer  
N indique que le volume d’entrée 
doit être saisie manuellement,
Y indique que le calcul du volume 
est effectué automatiquement.
Si N est choisi, passez à l'étape 
8.1.
Si Y est choisi, passez à l'étape 
8.2.

 
 
Par défaut :    N 
Plage :     N 
                 Y

8.1. Saisie manuelle du volume 
 
Lorsque N a été sélectionné à 
l'étape 8 
Appuyez sur  ou  pour faire 
votre choix.
Appuyez sur  pour confirmer

 
 
Par défaut :   12,0 
Plage :    0-999

8.2. Définir l'unité de dureté 
 
Si Y a été sélectionné à l’étape 8 
Appuyez sur  ou  pour faire 
votre choix.
Appuyez sur  pour confirmer 

 
 
Par défaut :   160 
Plage :    0-999 g 

47

Tue

Refill

SOFT

PoSt

PoSt

PrE

6.     Set Pre/Post Refill

PoSt indicates post refill，

PrE indicates pre refill.

Blinking

Default:

Range:

SOF-4 Metered Delayed Mode CCoonnttrroollss  aanndd  SSeettttiinnggss

PrE should be selected if proportional 

regeneration is to be chosen.

3

2-9

6.1   Set Salt Dissolving Duration

Blinking

Tue

SOFT When Pre-refill is selected
Default:

Range:

6.2   Set Proportional Regeneration

OFF

OFF

FULL

AUTOOff-Proportional regeneration turnedoff, 

safety factor will not affect settings.

Auto-Proportional regeneration.

Full-100% regeneration.

When full/auto is selected, the control

valve will skip to 8.2.1 from step 7.

See Page17 1.4 for explanation on 

proportional regeneration.

Blinking

Reminder

Pre-refill duration is automatically 
calculated based on water consumption 
if proportional regeneration is selected.  

Default:

Range:

N/A

7.     Set Regeneration Steps’ Duration

0-999min

Setting Backwash,Brine,Rinse duration is same as SOF-1.

Tue

Backwash

SOFT

Default:

Range:

Press          

      to confirm.

or                to change,

Press          

Press          

      to confirm.

or                to change,

Press          

Press          

      to confirm.

or                to change,

Press          

Press          

      to confirm and go to next digit.

or                to change,

Press          

Blinking

Tue

SOFT

1.15

1.00-1.50

5.     Set Reserved Safety Factor

Water Reserved Capacity=

Average daily consumption x Safety factor.

Blinking

Default:

Range:

Reminder

Press          

      to confirm and go to next digit.

or                to change,

Press          

Tue

SOFT

Only available when proportional regeneration 

"FULL"or "AUTO" is selected.

48

SOF-4 Metered Delayed ModeCCoonnttrroollss  aanndd  SSeettttiinnggss

Tue

SOFT

8.     Set Automatically Calculate  Treated Water Volume

12

0-999min

Blinking

N

N

Y

N indicates manually input volume capacity,

Y indicates automatically calculate volume capacity.

If N is chosen, go to step 8.1,

If Y is chosen, go to step 8.2.

Default:

Range:

If N was chosen in step 8 Default:

Range:

Tue

Blinking

8.2   Set Hardness Unit

If Y was chosen in step 8 160

0-999min

Default:

Range:

8.2.2Select BLFC (gpm)Tue

Blinking

8.2.1Set Total Resin Exchange Capacity

225

0-999

Blinking

Tue

Default:

Range:

Tue

SOFT

Refill

Blinking

8.1   Manually Input Volume

Press          

      to confirm.

or                to change,

Press          

Press          

      to confirm.

or                to change,

Press          

Press          

      to confirm.

or                to change,

Press          

Default:

Range:

Press          

      to confirm and go to next digit.

or                to change,

Press          

Press          

      to confirm and go to next digit.

or                to change,

Press          

FX100: 1.0

FX125/150: 3.0

FX200/300: 5.0

FX100:
1.0/1.2/1.5/2.0

FX125/150:
1.0/1.2/1.5/2.0/2.4/3/4/5

FX200:
2.4/4/5/8/10

FX300:
4/5/8/10

48

SOF-4 Metered Delayed ModeCCoonnttrroollss  aanndd  SSeettttiinnggss

Tue

SOFT

8.     Set Automatically Calculate  Treated Water Volume

12

0-999min

Blinking

N

N

Y

N indicates manually input volume capacity,

Y indicates automatically calculate volume capacity.

If N is chosen, go to step 8.1,

If Y is chosen, go to step 8.2.

Default:

Range:

If N was chosen in step 8 Default:

Range:

Tue

Blinking

8.2   Set Hardness Unit

If Y was chosen in step 8 160

0-999min

Default:

Range:

8.2.2Select BLFC (gpm)Tue

Blinking

8.2.1Set Total Resin Exchange Capacity

225

0-999

Blinking

Tue

Default:

Range:

Tue

SOFT

Refill

Blinking

8.1   Manually Input Volume

Press          

      to confirm.

or                to change,

Press          

Press          

      to confirm.

or                to change,

Press          

Press          

      to confirm.

or                to change,

Press          

Default:

Range:

Press          

      to confirm and go to next digit.

or                to change,

Press          

Press          

      to confirm and go to next digit.

or                to change,

Press          

FX100: 1.0

FX125/150: 3.0

FX200/300: 5.0

FX100:
1.0/1.2/1.5/2.0

FX125/150:
1.0/1.2/1.5/2.0/2.4/3/4/5

FX200:
2.4/4/5/8/10

FX300:
4/5/8/10
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SOF-4 Metered Delayed ModeCCoonnttrroollss  aanndd  SSeettttiinnggss

Tue

SOFT

8.     Set Automatically Calculate  Treated Water Volume

12

0-999min

Blinking

N

N

Y

N indicates manually input volume capacity,

Y indicates automatically calculate volume capacity.

If N is chosen, go to step 8.1,

If Y is chosen, go to step 8.2.

Default:

Range:

If N was chosen in step 8 Default:

Range:

Tue

Blinking

8.2   Set Hardness Unit

If Y was chosen in step 8 160

0-999min

Default:

Range:

8.2.2Select BLFC (gpm)Tue

Blinking

8.2.1Set Total Resin Exchange Capacity

225

0-999

Blinking

Tue

Default:

Range:

Tue

SOFT

Refill

Blinking

8.1   Manually Input Volume

Press          

      to confirm.

or                to change,

Press          

Press          

      to confirm.

or                to change,

Press          

Press          

      to confirm.

or                to change,

Press          

Default:

Range:

Press          

      to confirm and go to next digit.

or                to change,

Press          

Press          

      to confirm and go to next digit.

or                to change,

Press          

FX100: 1.0

FX125/150: 3.0

FX200/300: 5.0

FX100:
1.0/1.2/1.5/2.0

FX125/150:
1.0/1.2/1.5/2.0/2.4/3/4/5

FX200:
2.4/4/5/8/10

FX300:
4/5/8/10

MODE VOLUMÉTRIQUE DIFFÉRÉ SOF-4 
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8.2.1 Définir la capacité totale 
d'échange de résine 
 
Appuyez sur  ou  pour faire 
votre choix.
Appuyez sur  pour confirmer 

 
 
Par défaut :   225 
Plage :    0-999 l 

8.2.2. Définir BLFC (gpm) 
 
Appuyez sur  ou  pour 
modifier.
Appuyez sur  pour confirmer. 

 
 
Par défaut :  FX100 : 1,0
               FX125/150 : 3,0
               FX200/300 : 5,0 
Plage :   FX100 :
               1,0/1,2/1,5/2,0 
               FX125/150 :
               1,0/1,2/1,5/2,0/ 
                2,4/3/4/5 
               FX200 :
               2,4/4/5/8/10 
               FX300 :
               4/5/8/10

8.2.3. Affichage de la durée totale de 
remplissage 
 
Cet affichage n'est pas modi-
fiable. 
Appuyez sur  pour confirmer 

 
 
Par défaut :   s.o. 
Plage :    0 à 999 min. 

9. Affichage du service en mode 
volumétrique différé 
 
Lorsque la capacité volumétrique 
restante atteint 0, le délai restant 
avant la régénération s'affiche. 
 

 
 
Par défaut :   s.o. 
Plage :    s.o. 

CONFIGURATION  
TERMINÉE
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SOF-4 Metered Delayed ModeCCoonnttrroollss  aanndd  SSeettttiinnggss

Tue

SOFT

8.     Set Automatically Calculate  Treated Water Volume

12

0-999min

Blinking

N

N

Y

N indicates manually input volume capacity,

Y indicates automatically calculate volume capacity.

If N is chosen, go to step 8.1,

If Y is chosen, go to step 8.2.

Default:

Range:

If N was chosen in step 8 Default:

Range:

Tue

Blinking

8.2   Set Hardness Unit

If Y was chosen in step 8 160

0-999min

Default:

Range:

8.2.2Select BLFC (gpm)Tue

Blinking

8.2.1Set Total Resin Exchange Capacity

225

0-999

Blinking

Tue

Default:

Range:

Tue

SOFT

Refill

Blinking

8.1   Manually Input Volume

Press          

      to confirm.

or                to change,

Press          

Press          

      to confirm.

or                to change,

Press          

Press          

      to confirm.

or                to change,

Press          

Default:

Range:

Press          

      to confirm and go to next digit.

or                to change,

Press          

Press          

      to confirm and go to next digit.

or                to change,

Press          

FX100: 1.0

FX125/150: 3.0

FX200/300: 5.0

FX100:
1.0/1.2/1.5/2.0

FX125/150:
1.0/1.2/1.5/2.0/2.4/3/4/5

FX200:
2.4/4/5/8/10

FX300:
4/5/8/10
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SOF-4 Metered Delayed ModeCCoonnttrroollss  aanndd  SSeettttiinnggss

Tue

SOFT

8.     Set Automatically Calculate  Treated Water Volume

12

0-999min

Blinking

N

N

Y

N indicates manually input volume capacity,

Y indicates automatically calculate volume capacity.

If N is chosen, go to step 8.1,

If Y is chosen, go to step 8.2.

Default:

Range:

If N was chosen in step 8 Default:

Range:

Tue

Blinking

8.2   Set Hardness Unit

If Y was chosen in step 8 160

0-999min

Default:

Range:

8.2.2Select BLFC (gpm)Tue

Blinking

8.2.1Set Total Resin Exchange Capacity

225

0-999

Blinking

Tue

Default:

Range:

Tue

SOFT

Refill

Blinking

8.1   Manually Input Volume

Press          

      to confirm.

or                to change,

Press          

Press          

      to confirm.

or                to change,

Press          

Press          

      to confirm.

or                to change,

Press          

Default:

Range:

Press          

      to confirm and go to next digit.

or                to change,

Press          

Press          

      to confirm and go to next digit.

or                to change,

Press          

FX100: 1.0

FX125/150: 3.0

FX200/300: 5.0

FX100:
1.0/1.2/1.5/2.0

FX125/150:
1.0/1.2/1.5/2.0/2.4/3/4/5

FX200:
2.4/4/5/8/10

FX300:
4/5/8/10

49
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0-999

N/AThis display is not editable,

Tue

SOFT

Refill

8.2.3Display of Total Refill Time(min)

Default:

Range:

When remaining volume capacity reaches 0, 

time to regeneration will be displayed.

10.   Metered Delayed Mode Service Display

Default:

Range: N/A

N/A

Setting Complete

      to confirm.Press          

Tue

SOFT

REMAIN

SOFT
     M³

REMAIN

Tue

49

SOF-4 Metered Delayed Regeneration CCoonnttrroollss  aanndd  SSeettttiinnggss

0-999

N/AThis display is not editable,

Tue

SOFT

Refill

8.2.3Display of Total Refill Time(min)

Default:

Range:

When remaining volume capacity reaches 0, 

time to regeneration will be displayed.

10.   Metered Delayed Mode Service Display

Default:

Range: N/A

N/A

Setting Complete

      to confirm.Press          

Tue

SOFT

REMAIN

SOFT
     M³

REMAIN

Tue

MODE VOLUMÉTRIQUE DIFFÉRÉ SOF-4 
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PARAMÈTRES DE LA VANNE DE FILTRAGE 
 

1. Accéder aux paramètres avan-
cés de la vanne de filtrage 
 
Si la vanne de régulation est 
une vanne d'adoucisseur  
Appuyez simultanément sur les 
touches   et  et mainte-
nez-les enfoncées pendant 
3 secondes pour afficher cet 
écran.  
Appuyez sur  pour saisir le 
mot de passe

 
 
 
Par défaut :   s.o. 
Plage :    s.o. 
 

2. Saisir le mot de passe 
 
Appuyez sur   pour saisir 
le mot de passe. Appuyez sur 

 pour enregistrer et passer 
au chiffre suivant.

 
 
Par défaut :   0000 
Plage :    0000-9999

3. Sélectionnez le mode de 
régénération de la vanne de 
filtrage 
 
Appuyez sur  ou  pour 
faire votre choix.
Appuyez sur  pour confirmer 

 
 
 
Par défaut :    FIL1 
Plage :     FIL1
                 FIL3
                 FIL4 
 

CONFIGURATION  
TERMINÉE

50

FIL1

FIL1

FIL3

FIL4

Tue

FILTE

Tue

FILTE

1.     Enter Advanced Filter Valve Settings

N/A

N/A

Default:

Range:

2.      Enter the Password

Blinking

3.     Select Filter Valve Regeneration Mode

0000

0000-9999

Default:

Range:

Default:

Range:

Filter Valve SettingsCCoonnttrroollss  aanndd  SSeettttiinnggss

Tue

FILTE

Blinking

If the control valve is a softener valve

Simultaneously  press and hold,

               3 seconds for this display,

Press        to enter password.

Press          

      to save and go to next digit.

or                to change,

Press          

Press          

      to confirm.

or                to choose,

Press          

Setting Complete

FIL1-4' s functions are listed at

Page 15 .

For FIL-1, see Page 51

For FIL-2, see Page 53

For FIL-3, see Page 53

50

FIL1

FIL1

FIL3

FIL4

Tue

FILTE

Tue

FILTE

1.     Enter Advanced Filter Valve Settings

N/A

N/A

Default:

Range:

2.      Enter the Password

Blinking

3.     Select Filter Valve Regeneration Mode

0000

0000-9999

Default:

Range:

Default:

Range:

Filter Valve SettingsCCoonnttrroollss  aanndd  SSeettttiinnggss

Tue

FILTE

Blinking

If the control valve is a softener valve

Simultaneously  press and hold,

               3 seconds for this display,

Press        to enter password.

Press          

      to save and go to next digit.

or                to change,

Press          

Press          

      to confirm.

or                to choose,

Press          

Setting Complete

FIL1-4' s functions are listed at

Page 15 .

For FIL-1, see Page 51

For FIL-2, see Page 53

For FIL-3, see Page 53

50

FIL1

FIL1

FIL3

FIL4

Tue

FILTE

Tue

FILTE

1.     Enter Advanced Filter Valve Settings

N/A

N/A

Default:

Range:

2.      Enter the Password

Blinking

3.     Select Filter Valve Regeneration Mode

0000

0000-9999

Default:

Range:

Default:

Range:

Filter Valve SettingsCCoonnttrroollss  aanndd  SSeettttiinnggss

Tue

FILTE

Blinking

If the control valve is a softener valve

Simultaneously  press and hold,

               3 seconds for this display,

Press        to enter password.

Press          

      to save and go to next digit.

or                to change,

Press          

Press          

      to confirm.

or                to choose,

Press          

Setting Complete

FIL1-4' s functions are listed at

Page 15 .

For FIL-1, see Page 51

For FIL-2, see Page 53

For FIL-3, see Page 53
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51

Tue

FILTE

Tue

FILTE

Tue

07

1-99

2.     Set Interval Days

02:00

0:00-23:59

3.     Set Regen Time of Day

Blinking

Blinking

Blinking

Press         to override day interval to less than 

1 day and enter 12 hour interval settings.

N/A

3

4

6

8

12

2.1   Set Regen Time for Less Than 12 Hour Intervals Tue

FILTE

Blinking

1.     Set Control Valve to Time Mode

      to confirm.Press          N/A

N/A

Default:

Range:

Press          

      to confirm.

or                to change,

Press         

Default:

Range:

Press          

      to confirm.

or                to choose interval hours,

Press          

Default:

Range:

Press          

      to confirm.

or                to change,

Press          

Default:

Range:

Reminder

Page 32 settings  overlap with this step.

If you make a change here, the settings 

mentioned in Page 32  will change.

Reminder

Page 31 settings  overlap with this step.

If you make a change here, the settings mentioned 

in Page 31  will change.

FIL-1 Time Mode CCoonnttrroollss  aanndd  SSeettttiinnggss

15

4.      Set Backwash Duration

0-999min

Tue

Backwash

FILTE

Blinking

Default:

Range:

Press          

      to save and go to next digit.

or                to change,

Press          

FILTE

51

Tue

FILTE

Tue

FILTE

Tue

07

1-99

2.     Set Interval Days

02:00

0:00-23:59

3.     Set Regen Time of Day

Blinking

Blinking

Blinking

Press         to override day interval to less than 

1 day and enter 12 hour interval settings.

N/A

3

4

6

8

12

2.1   Set Regen Time for Less Than 12 Hour Intervals Tue

FILTE

Blinking

1.     Set Control Valve to Time Mode

      to confirm.Press          N/A

N/A

Default:

Range:

Press          

      to confirm.

or                to change,

Press         

Default:

Range:

Press          

      to confirm.

or                to choose interval hours,

Press          

Default:

Range:

Press          

      to confirm.

or                to change,

Press          

Default:

Range:

Reminder

Page 32 settings  overlap with this step.

If you make a change here, the settings 

mentioned in Page 32  will change.

Reminder

Page 31 settings  overlap with this step.

If you make a change here, the settings mentioned 

in Page 31  will change.

FIL-1 Time Mode CCoonnttrroollss  aanndd  SSeettttiinnggss

15

4.      Set Backwash Duration

0-999min

Tue

Backwash

FILTE

Blinking

Default:

Range:

Press          

      to save and go to next digit.

or                to change,

Press          

FILTE

51

Tue

FILTE

Tue

FILTE

Tue

07

1-99

2.     Set Interval Days

02:00

0:00-23:59

3.     Set Regen Time of Day

Blinking

Blinking

Blinking

Press         to override day interval to less than 

1 day and enter 12 hour interval settings.

N/A

3

4

6

8

12

2.1   Set Regen Time for Less Than 12 Hour Intervals Tue

FILTE

Blinking

1.     Set Control Valve to Time Mode

      to confirm.Press          N/A

N/A

Default:

Range:

Press          

      to confirm.

or                to change,

Press         

Default:

Range:

Press          

      to confirm.

or                to choose interval hours,

Press          

Default:

Range:

Press          

      to confirm.

or                to change,

Press          

Default:

Range:

Reminder

Page 32 settings  overlap with this step.

If you make a change here, the settings 

mentioned in Page 32  will change.

Reminder

Page 31 settings  overlap with this step.

If you make a change here, the settings mentioned 

in Page 31  will change.

FIL-1 Time Mode CCoonnttrroollss  aanndd  SSeettttiinnggss

15

4.      Set Backwash Duration

0-999min

Tue

Backwash

FILTE

Blinking

Default:

Range:

Press          

      to save and go to next digit.

or                to change,

Press          

FILTE

51

Tue

FILTE

Tue

FILTE

Tue

07

1-99

2.     Set Interval Days

02:00

0:00-23:59

3.     Set Regen Time of Day

Blinking

Blinking

Blinking

Press         to override day interval to less than 

1 day and enter 12 hour interval settings.

N/A

3

4

6

8

12

2.1   Set Regen Time for Less Than 12 Hour Intervals Tue

FILTE

Blinking

1.     Set Control Valve to Time Mode

      to confirm.Press          N/A

N/A

Default:

Range:

Press          

      to confirm.

or                to change,

Press         

Default:

Range:

Press          

      to confirm.

or                to choose interval hours,

Press          

Default:

Range:

Press          

      to confirm.

or                to change,

Press          

Default:

Range:

Reminder

Page 32 settings  overlap with this step.

If you make a change here, the settings 

mentioned in Page 32  will change.

Reminder

Page 31 settings  overlap with this step.

If you make a change here, the settings mentioned 

in Page 31  will change.

FIL-1 Time Mode CCoonnttrroollss  aanndd  SSeettttiinnggss

15

4.      Set Backwash Duration

0-999min

Tue

Backwash

FILTE

Blinking

Default:

Range:

Press          

      to save and go to next digit.

or                to change,

Press          

FILTE

MODE HORAIRE FIL-1 

1. Définir la vanne de l'adoucisseur 
sur le mode volumétrique différé 
 
Appuyer sur  pour confirmer

 
 
 
Par défaut :   s.o. 
Plage :    s.o.

2. Définir l’intervalle journalier 
 
Appuyez sur  ou  pour faire 
votre choix.
Appuyez sur  pour confirmer

 
 
Par défaut :   07 
Plage :    0-99 

Rappel 
Les paramètres de la page 
50 recoupent cette étape. 
Si vous effectuez une mo-
dification ici, les paramètres 
mentionnés à la page 50 
seront modifiés.

2.1 Définir une heure de régénérati-
on pour des intervalles inférieurs 
à 12 heures 
 
Appuyez sur  pour rempla-
cer l'intervalle journalier par un 
intervalle inférieur à 1 jour et saisir 
les paramètres d'intervalle de 12 
heures. 
Appuyez sur  ou  pour sé-
lectionner les intervalles d’heure.
Appuyez sur  pour confirmer 

 
 
Par défaut :   s.o. 
Plage :    3 
                4 
                6 
                8 
                12 

3. Définir l'heure de régénération 
du jour
 
Appuyez sur  ou  pour faire 
votre choix.
Appuyez sur  pour confirmer 

 
 
Par défaut :   02:00 
Plage :    0:00-23:59

Rappel 
Les paramètres de la page 
51 recoupent cette étape. 
Si vous effectuez une mo-
dification ici, les paramètres 
mentionnés à la page 51 
seront modifiés.
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4. Définir la durée du détassage 
 
Appuyez sur  ou  pour 
modifier.
Appuyez sur  pour confirmer 
et passer au chiffre suivant. 

 
 
Par défaut :   15 
Plage :    0-999 min 

5. Définir la durée du saumurage 
 
Appuyez sur  ou  pour 
modifier.
Appuyez sur  pour confirmer 
et passer au chiffre suivant. 

 
 
Par défaut :   60 
Plage :    0-999 min 

6. Définir la durée du 2nd détas-
sage 
 
Appuyez sur  ou  pour 
modifier.
Appuyez sur  pour confirmer 
et passer au chiffre suivant. 

 
 
Par défaut :   0 
Plage :    0-999 min 

7. Définir la durée du rinçage 
 
Appuyez sur  ou  pour 
modifier.
Appuyez sur  pour confirmer 
et passer au chiffre suivant. 

 
 
Par défaut :   10 
Plage :    0-999 min 

8. Définir la durée du remplissage 
 
Appuyez sur  ou  pour 
modifier.
Appuyez sur  pour enregis-
trer, puis revenez à l'écran de 
service 

 
 
Par défaut :   0 
Plage :    0-999 min 

51

Tue

FILTE

Tue

FILTE

Tue

07

1-99

2.     Set Interval Days

02:00

0:00-23:59

3.     Set Regen Time of Day

Blinking

Blinking

Blinking

Press         to override day interval to less than 

1 day and enter 12 hour interval settings.

N/A

3

4

6

8

12

2.1   Set Regen Time for Less Than 12 Hour Intervals Tue

FILTE

Blinking

1.     Set Control Valve to Time Mode

      to confirm.Press          N/A

N/A

Default:

Range:

Press          

      to confirm.

or                to change,

Press         

Default:

Range:

Press          

      to confirm.

or                to choose interval hours,

Press          

Default:

Range:

Press          

      to confirm.

or                to change,

Press          

Default:

Range:

Reminder

Page 32 settings  overlap with this step.

If you make a change here, the settings 

mentioned in Page 32  will change.

Reminder

Page 31 settings  overlap with this step.

If you make a change here, the settings mentioned 

in Page 31  will change.

FIL-1 Time Mode CCoonnttrroollss  aanndd  SSeettttiinnggss

15

4.      Set Backwash Duration

0-999min

Tue

Backwash

FILTE

Blinking

Default:

Range:

Press          

      to save and go to next digit.

or                to change,

Press          

FILTE

52

FIL-1 Time ModeCCoonnttrroollss  aanndd  SSeettttiinnggss

Tue

Rinse

FILTE

7.     Set Rinse Time

0

5.     Set Brine Draw Duration

Blinking

0

6.     Set 2nd Backwash DurationTue

Backwash

FILTE

Blinking

0-999min

Default:

Range:

0-999min

Default:

Range:

10

0-999min

Default:

Range:

Tue

FILTE

REMAIN

Tue

FILTE

REMAIN

When day interval has reached 0,

time to regeneration will be displayed.

9.     Time Mode Service Display

Default:

Range: N/A

N/A

Setting Complete

8.     Set Refill Duration

0

0-999min

Default:

Range:

Tue

Refill

FILTE

Blinking

Press          

      to save and go to next digit.

or                to change,

Press          

Press          

      to save and go to next digit.

or                to change,

Press          

Press          

      to save and go to next digit.

or                to change,

Press          

Press          or                to change,

Press                to save and return to service  display.

Tue

Brine

FILTE

Blinking

52

FIL-1 Time ModeCCoonnttrroollss  aanndd  SSeettttiinnggss

Tue

Rinse

FILTE

7.     Set Rinse Time

0

5.     Set Brine Draw Duration

Blinking

0

6.     Set 2nd Backwash DurationTue

Backwash

FILTE

Blinking

0-999min

Default:

Range:

0-999min

Default:

Range:

10

0-999min

Default:

Range:

Tue

FILTE

REMAIN

Tue

FILTE

REMAIN

When day interval has reached 0,

time to regeneration will be displayed.

9.     Time Mode Service Display

Default:

Range: N/A

N/A

Setting Complete

8.     Set Refill Duration

0

0-999min

Default:

Range:

Tue

Refill

FILTE

Blinking

Press          

      to save and go to next digit.

or                to change,

Press          

Press          

      to save and go to next digit.

or                to change,

Press          

Press          

      to save and go to next digit.

or                to change,

Press          

Press          or                to change,

Press                to save and return to service  display.

Tue

Brine

FILTE

Blinking

52

FIL-1 Time ModeCCoonnttrroollss  aanndd  SSeettttiinnggss

Tue

Rinse

FILTE

7.     Set Rinse Time

0

5.     Set Brine Draw Duration

Blinking

0

6.     Set 2nd Backwash DurationTue

Backwash

FILTE

Blinking

0-999min

Default:

Range:

0-999min

Default:

Range:

10

0-999min

Default:

Range:

Tue

FILTE

REMAIN

Tue

FILTE

REMAIN

When day interval has reached 0,

time to regeneration will be displayed.

9.     Time Mode Service Display

Default:

Range: N/A

N/A

Setting Complete

8.     Set Refill Duration

0

0-999min

Default:

Range:

Tue

Refill

FILTE

Blinking

Press          

      to save and go to next digit.

or                to change,

Press          

Press          

      to save and go to next digit.

or                to change,

Press          

Press          

      to save and go to next digit.

or                to change,

Press          

Press          or                to change,

Press                to save and return to service  display.

Tue

Brine

FILTE

Blinking

52

FIL-1 Time ModeCCoonnttrroollss  aanndd  SSeettttiinnggss

Tue

Rinse

FILTE

7.     Set Rinse Time

0

5.     Set Brine Draw Duration

Blinking

0

6.     Set 2nd Backwash DurationTue

Backwash

FILTE

Blinking

0-999min

Default:

Range:

0-999min

Default:

Range:

10

0-999min

Default:

Range:

Tue

FILTE

REMAIN

Tue

FILTE

REMAIN

When day interval has reached 0,

time to regeneration will be displayed.

9.     Time Mode Service Display

Default:

Range: N/A

N/A

Setting Complete

8.     Set Refill Duration

0

0-999min

Default:

Range:

Tue

Refill

FILTE

Blinking

Press          

      to save and go to next digit.

or                to change,

Press          

Press          

      to save and go to next digit.

or                to change,

Press          

Press          

      to save and go to next digit.

or                to change,

Press          

Press          or                to change,

Press                to save and return to service  display.

Tue

Brine

FILTE

Blinking

MODE HORAIRE FIL-1 
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52

FIL-1 Time ModeCCoonnttrroollss  aanndd  SSeettttiinnggss

Tue

Rinse

FILTE

7.     Set Rinse Time

0

5.     Set Brine Draw Duration

Blinking

0

6.     Set 2nd Backwash DurationTue

Backwash

FILTE

Blinking

0-999min

Default:

Range:

0-999min

Default:

Range:

10

0-999min

Default:

Range:

Tue

FILTE

REMAIN

Tue

FILTE

REMAIN

When day interval has reached 0,

time to regeneration will be displayed.

9.     Time Mode Service Display

Default:

Range: N/A

N/A

Setting Complete

8.     Set Refill Duration

0

0-999min

Default:

Range:

Tue

Refill

FILTE

Blinking

Press          

      to save and go to next digit.

or                to change,

Press          

Press          

      to save and go to next digit.

or                to change,

Press          

Press          

      to save and go to next digit.

or                to change,

Press          

Press          or                to change,

Press                to save and return to service  display.

Tue

Brine

FILTE

Blinking

9. Affichage du service en mode 
horaire 
 
Lorsque l'intervalle de jours 
atteint 0, le temps restant jus-
qu'à la prochaine régénération 
s'affiche 

 
 
Par défaut :    s.o. 
Plage :     s.o. 

CONFIGURATION  
TERMINÉE

MODE HORAIRE FIL-1 
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MODES VOLUMÉTRIQUE IMMÉDIAT ET VOLUMÉTRIQUE DIFFÉRÉ DES FIL-3 ET FIL-4 

1. Définir la vanne de régula-
tion en mode volumétrique 
immédiat 
 
Appuyez sur  pour passer 
en mode volumétrique différé 
(FIL-3 ou FIL-4).
Appuyez sur  pour confirmer

 
 
 
Par défaut :   s.o. 
Plage :    s.o.

2. Volume d'eau traitée à l’entrée 
 
Appuyez sur  ou  pour 
modifier la valeur.
Appuyez sur  pour enregis-
trer et passer au chiffre suivant 

 
 
Par défaut :   45,0 
Plage :    0,1-999,9 

3. Définir l’intervalle journalier 
 
Appuyez sur  ou  pour 
modifier, puis sur  pour 
confirmer.
Si la valeur 0 est sélectionnée, 
la régénération ne sera dé-
clenchée que par le débit. 

 
 
Par défaut :   07 
Plage :    1-99

Rappel 
Les paramètres de la page 
50 recoupent cette étape. 
Si vous effectuez une mo-
dification ici, les paramè-
tres mentionnés à la page 
50 seront modifiés.

4. Définir l'heure de régénération.
 
Appuyez sur  ou  pour 
faire votre choix.
Appuyez sur  pour confirmer 

 
 
Par défaut :   02:00 
Plage :    0:00-23:59

Rappel 
Les paramètres de la page 
51 recoupent cette étape. 
Si vous effectuez une mo-
dification ici, les paramè-
tres mentionnés à la page 
51 seront modifiés.

53

FIL-3&FIL-4 Metered Immediate & Metered Delayed Mode CCoonnttrroollss  aanndd  SSeettttiinnggss

Tue

FILTE

45.0

0.1-999.9

2.     Input Treated Water Volume

Remaining steps
are same as FIL-1.

     M³

REMAIN

Tue

FILTE

Blinking

     M³

        Tue

FILTE

Blinking

1.     Set Control Valve to Metered Immediate Mode

to change toPress          N/A

N/A

Default:

Range:

to confirm.Press          

Default:

Range:

If 0 is selected, regeneration will only be 

triggered by flow volume.

Tue

FILTE

FILTE

Tue

07

1-99

3.     Set Interval Days

02:00

0:00-23:59

4.    Set Regeneration Time

Blinking

Blinking

Default:

Range:

Default:

Range:

Reminder

Page 32 settings  overlap with this step.

If you make a change here, the settings 

mentioned in Page 32 will change.

Reminder

Page 31 settings  overlap with this step.

If you make a change here, the settings 

mentioned in Page 31 will change.

15

5.     Set Backwash Duration

0-999min

Tue

Backwash

FILTE

Blinking

Default:

Range:

6.     Metered Immediate/Delayed Service Display

N/A

N/A

Default:

Range:

Setting Complete

Metered Delayed Mode (FIL-3 or FIL-4)

Press          

to save and go to next digit.

or                to change,

Press          

Press          

to save and go to next digit.

or                to change,

Press          

Press          

to confirm.

or                to choose,

Press          

Press          

to confirm.

or                to choose,

Press          

53

FIL-3&FIL-4 Metered Immediate & Metered Delayed Mode CCoonnttrroollss  aanndd  SSeettttiinnggss

Tue

FILTE

45.0

0.1-999.9

2.     Input Treated Water Volume

Remaining steps
are same as FIL-1.

     M³

REMAIN

Tue

FILTE

Blinking

     M³

        Tue

FILTE

Blinking

1.     Set Control Valve to Metered Immediate Mode

to change toPress          N/A

N/A

Default:

Range:

to confirm.Press          

Default:

Range:

If 0 is selected, regeneration will only be 

triggered by flow volume.

Tue

FILTE

FILTE

Tue

07

1-99

3.     Set Interval Days

02:00

0:00-23:59

4.    Set Regeneration Time

Blinking

Blinking

Default:

Range:

Default:

Range:

Reminder

Page 32 settings  overlap with this step.

If you make a change here, the settings 

mentioned in Page 32 will change.

Reminder

Page 31 settings  overlap with this step.

If you make a change here, the settings 

mentioned in Page 31 will change.

15

5.     Set Backwash Duration

0-999min

Tue

Backwash

FILTE

Blinking

Default:

Range:

6.     Metered Immediate/Delayed Service Display

N/A

N/A

Default:

Range:

Setting Complete

Metered Delayed Mode (FIL-3 or FIL-4)

Press          

to save and go to next digit.

or                to change,

Press          

Press          

to save and go to next digit.

or                to change,

Press          

Press          

to confirm.

or                to choose,

Press          

Press          

to confirm.

or                to choose,

Press          
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FIL-3&FIL-4 Metered Immediate & Metered Delayed Mode CCoonnttrroollss  aanndd  SSeettttiinnggss

Tue

FILTE

45.0

0.1-999.9

2.     Input Treated Water Volume

Remaining steps
are same as FIL-1.

     M³

REMAIN

Tue

FILTE

Blinking

     M³

        Tue

FILTE

Blinking

1.     Set Control Valve to Metered Immediate Mode

to change toPress          N/A

N/A

Default:

Range:

to confirm.Press          

Default:

Range:

If 0 is selected, regeneration will only be 

triggered by flow volume.

Tue

FILTE

FILTE

Tue

07

1-99

3.     Set Interval Days

02:00

0:00-23:59

4.    Set Regeneration Time

Blinking

Blinking

Default:

Range:

Default:

Range:

Reminder

Page 32 settings  overlap with this step.

If you make a change here, the settings 

mentioned in Page 32 will change.

Reminder

Page 31 settings  overlap with this step.

If you make a change here, the settings 

mentioned in Page 31 will change.

15

5.     Set Backwash Duration

0-999min

Tue

Backwash

FILTE

Blinking

Default:

Range:

6.     Metered Immediate/Delayed Service Display

N/A

N/A

Default:

Range:

Setting Complete

Metered Delayed Mode (FIL-3 or FIL-4)

Press          

to save and go to next digit.

or                to change,

Press          

Press          

to save and go to next digit.

or                to change,

Press          

Press          

to confirm.

or                to choose,

Press          

Press          

to confirm.

or                to choose,

Press          
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FIL-3&FIL-4 Metered Immediate & Metered Delayed Mode CCoonnttrroollss  aanndd  SSeettttiinnggss

Tue

FILTE

45.0

0.1-999.9

2.     Input Treated Water Volume

Remaining steps
are same as FIL-1.

     M³

REMAIN

Tue

FILTE

Blinking

     M³

        Tue

FILTE

Blinking

1.     Set Control Valve to Metered Immediate Mode

to change toPress          N/A

N/A

Default:

Range:

to confirm.Press          

Default:

Range:

If 0 is selected, regeneration will only be 

triggered by flow volume.

Tue

FILTE

FILTE

Tue

07

1-99

3.     Set Interval Days

02:00

0:00-23:59

4.    Set Regeneration Time

Blinking

Blinking

Default:

Range:

Default:

Range:

Reminder

Page 32 settings  overlap with this step.

If you make a change here, the settings 

mentioned in Page 32 will change.

Reminder

Page 31 settings  overlap with this step.

If you make a change here, the settings 

mentioned in Page 31 will change.

15

5.     Set Backwash Duration

0-999min

Tue

Backwash

FILTE

Blinking

Default:

Range:

6.     Metered Immediate/Delayed Service Display

N/A

N/A

Default:

Range:

Setting Complete

Metered Delayed Mode (FIL-3 or FIL-4)

Press          

to save and go to next digit.

or                to change,

Press          

Press          

to save and go to next digit.

or                to change,

Press          

Press          

to confirm.

or                to choose,

Press          

Press          

to confirm.

or                to choose,

Press          
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5. Définir la durée du détassage 
 
Appuyez sur  ou  pour 
modifier.
Appuyez sur  pour confirmer 
et passer au chiffre suivant. 

 
 
Par défaut :   15 
Plage :    0-999 min 

6. Affichage du service en mode 
volumétrique immédiat/différé 
 
 

 

 
Par défaut :   s.o. 
Plage :    s.o. 

CONFIGURATION  
TERMINÉE 53

FIL-3&FIL-4 Metered Immediate & Metered Delayed Mode CCoonnttrroollss  aanndd  SSeettttiinnggss

Tue

FILTE

45.0

0.1-999.9

2.     Input Treated Water Volume

Remaining steps
are same as FIL-1.

     M³

REMAIN

Tue

FILTE

Blinking

     M³

        Tue

FILTE

Blinking

1.     Set Control Valve to Metered Immediate Mode

to change toPress          N/A

N/A

Default:

Range:

to confirm.Press          

Default:

Range:

If 0 is selected, regeneration will only be 

triggered by flow volume.

Tue

FILTE

FILTE

Tue

07

1-99

3.     Set Interval Days

02:00

0:00-23:59

4.    Set Regeneration Time

Blinking

Blinking

Default:

Range:

Default:

Range:

Reminder

Page 32 settings  overlap with this step.

If you make a change here, the settings 

mentioned in Page 32 will change.

Reminder

Page 31 settings  overlap with this step.

If you make a change here, the settings 

mentioned in Page 31 will change.

15

5.     Set Backwash Duration

0-999min

Tue

Backwash

FILTE

Blinking

Default:

Range:

6.     Metered Immediate/Delayed Service Display

N/A

N/A

Default:

Range:

Setting Complete

Metered Delayed Mode (FIL-3 or FIL-4)

Press          

to save and go to next digit.

or                to change,

Press          

Press          

to save and go to next digit.

or                to change,

Press          

Press          

to confirm.

or                to choose,

Press          

Press          

to confirm.

or                to choose,

Press          
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FIL-3&FIL-4 Metered Immediate & Metered Delayed Mode CCoonnttrroollss  aanndd  SSeettttiinnggss

Tue

FILTE

45.0

0.1-999.9

2.     Input Treated Water Volume

Remaining steps
are same as FIL-1.

     M³

REMAIN

Tue

FILTE

Blinking

     M³

        Tue

FILTE

Blinking

1.     Set Control Valve to Metered Immediate Mode

to change toPress          N/A

N/A

Default:

Range:

to confirm.Press          

Default:

Range:

If 0 is selected, regeneration will only be 

triggered by flow volume.

Tue

FILTE

FILTE

Tue

07

1-99

3.     Set Interval Days

02:00

0:00-23:59

4.    Set Regeneration Time

Blinking

Blinking

Default:

Range:

Default:

Range:

Reminder

Page 32 settings  overlap with this step.

If you make a change here, the settings 

mentioned in Page 32 will change.

Reminder

Page 31 settings  overlap with this step.

If you make a change here, the settings 

mentioned in Page 31 will change.

15

5.     Set Backwash Duration

0-999min

Tue

Backwash

FILTE

Blinking

Default:

Range:

6.     Metered Immediate/Delayed Service Display

N/A

N/A

Default:

Range:

Setting Complete

Metered Delayed Mode (FIL-3 or FIL-4)

Press          

to save and go to next digit.

or                to change,

Press          

Press          

to save and go to next digit.

or                to change,

Press          

Press          

to confirm.

or                to choose,

Press          

Press          

to confirm.

or                to choose,

Press          

MODES VOLUMÉTRIQUE IMMÉDIAT ET VOLUMÉTRIQUE DIFFÉRÉ DES FIL-3 ET FIL-4 
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RÉGLAGES DES VANNES ENTIÈREMENT PROGRAMMABLES 
 

1. Saisir FP-RCS 
 
Si FP-rCS est sélectionné 
Appuyez sur  pour confirmer.

 
 
Par défaut :   s.o. 
Plage :    s.o. 
 

2. Saisir le mot de passe 
 
Appuyez sur   pour saisir 
le mot de passe. Appuyez sur 

 pour enregistrer et passer 
au chiffre suivant.

 
 
Par défaut :   0000 
Plage :    0000-9999

Rappel
Cette étape est identique à 
celle concernant le mot de 
passe dans les paramètres 
avancés

3. Sélectionner le mode FP-rCS 
 
Appuyez sur  ou  pour 
modifier.
Appuyez sur  pour confirmer 

 
 
Par défaut :    FP-4 
Plage :     FP-1
                 FP-2
                 FP-3
                 FP-4 
 

CONFIGURATION  
TERMINÉE

54

FP-4

FP-1

FP-2

FP-3

FP-4

If FP-rCS is selected

Tue

Tue

1.      Enter FP-RCS

N/A

N/A

Blinking

0000

0000-9999

Blinking

Tue

FP-rCSCCoonnttrroollss  aanndd  SSeettttiinnggss

2.     Enter Password

Press                         to enter the password,          

Press             to save and move to the next digit.          

Default:

Range:

Default:

Range:

Default:

Range:

3.     Select FP-rCS Mode

Press          

      to confirm.

or                to change,

Press          

Setting Complete

FP1-4' s functions are detailed at 

Page 15.

For FP-1, see Page 55

For FP-2, see Page 58

For FP-3, see Page 59

For FP-4, see Page 61

Reminder
This step is same as the password step 

in advanced settings.

      to confirm.Press          

54

FP-4

FP-1

FP-2

FP-3

FP-4

If FP-rCS is selected

Tue

Tue

1.      Enter FP-RCS

N/A

N/A

Blinking

0000

0000-9999

Blinking

Tue

FP-rCSCCoonnttrroollss  aanndd  SSeettttiinnggss

2.     Enter Password

Press                         to enter the password,          

Press             to save and move to the next digit.          

Default:

Range:

Default:

Range:

Default:

Range:

3.     Select FP-rCS Mode

Press          

      to confirm.

or                to change,

Press          

Setting Complete

FP1-4' s functions are detailed at 

Page 15.

For FP-1, see Page 55

For FP-2, see Page 58

For FP-3, see Page 59

For FP-4, see Page 61

Reminder
This step is same as the password step 

in advanced settings.

      to confirm.Press          

54

FP-4

FP-1

FP-2

FP-3

FP-4

If FP-rCS is selected

Tue

Tue

1.      Enter FP-RCS

N/A

N/A

Blinking

0000

0000-9999

Blinking

Tue

FP-rCSCCoonnttrroollss  aanndd  SSeettttiinnggss

2.     Enter Password

Press                         to enter the password,          

Press             to save and move to the next digit.          

Default:

Range:

Default:

Range:

Default:

Range:

3.     Select FP-rCS Mode

Press          

      to confirm.

or                to change,

Press          

Setting Complete

FP1-4' s functions are detailed at 

Page 15.

For FP-1, see Page 55

For FP-2, see Page 58

For FP-3, see Page 59

For FP-4, see Page 61

Reminder
This step is same as the password step 

in advanced settings.

      to confirm.Press          
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55

Tue

07

1-99

02:00

0:00-23:59

Blinking

Blinking

Blinking

N/A

3

4

6

8

12

Tue

Blinking

N/A

N/A

Tue

Tue

bSH

bdr

rnS

rEF

dSo

End

Tue

Backwash

bSH

Blinking

FP-1 Time Mode CCoonnttrroollss  aanndd  SSeettttiinnggss

Default:

Range:

Default:

Range:

Default:

Range:

Default:

Range:

Default:

Range:

1.     Select FP-1 Time Mode

      to confirm.Press          

2.     Set Override Day Interval

Press          

      to confirm.

or                to change,

Press          

2.1   Set Short Period Generation

Press          and set a interval shorter than 1         

day to enter short period regeneration.

Press          

      to confirm.

or                to set hour interval

Press          

3.     Set Regeneration Time of Day

Press          

      to confirm.

or                to change,

Press          

3.     Select Program for Cycle 1

Press          

      to confirm.

or                to change,

Press          

bSH-Backwash, dbr-brine draw,

rnS-Rinse, rEF-Refill,

dSo-Dissolve, End-finish custom program

Reminder

Page 32 settings  overlap with this step.

If you make a change here, the settings 

mentioned in Page 32 will change.

Reminder

Page 31 settings  overlap with this step.

If you make a change here, the settings 

mentioned in Page 31 will change.

55

Tue

07

1-99

02:00

0:00-23:59

Blinking

Blinking

Blinking

N/A

3

4

6

8

12

Tue

Blinking

N/A

N/A

Tue

Tue

bSH

bdr

rnS

rEF

dSo

End

Tue

Backwash

bSH

Blinking

FP-1 Time Mode CCoonnttrroollss  aanndd  SSeettttiinnggss

Default:

Range:

Default:

Range:

Default:

Range:

Default:

Range:

Default:

Range:

1.     Select FP-1 Time Mode

      to confirm.Press          

2.     Set Override Day Interval

Press          

      to confirm.

or                to change,

Press          

2.1   Set Short Period Generation

Press          and set a interval shorter than 1         

day to enter short period regeneration.

Press          

      to confirm.

or                to set hour interval

Press          

3.     Set Regeneration Time of Day

Press          

      to confirm.

or                to change,

Press          

3.     Select Program for Cycle 1

Press          

      to confirm.

or                to change,

Press          

bSH-Backwash, dbr-brine draw,

rnS-Rinse, rEF-Refill,

dSo-Dissolve, End-finish custom program

Reminder

Page 32 settings  overlap with this step.

If you make a change here, the settings 

mentioned in Page 32 will change.

Reminder

Page 31 settings  overlap with this step.

If you make a change here, the settings 

mentioned in Page 31 will change.

55

Tue

07

1-99

02:00

0:00-23:59

Blinking

Blinking

Blinking

N/A

3

4

6

8

12

Tue

Blinking

N/A

N/A

Tue

Tue

bSH

bdr

rnS

rEF

dSo

End

Tue

Backwash

bSH

Blinking

FP-1 Time Mode CCoonnttrroollss  aanndd  SSeettttiinnggss

Default:

Range:

Default:

Range:

Default:

Range:

Default:

Range:

Default:

Range:

1.     Select FP-1 Time Mode

      to confirm.Press          

2.     Set Override Day Interval

Press          

      to confirm.

or                to change,

Press          

2.1   Set Short Period Generation

Press          and set a interval shorter than 1         

day to enter short period regeneration.

Press          

      to confirm.

or                to set hour interval

Press          

3.     Set Regeneration Time of Day

Press          

      to confirm.

or                to change,

Press          

3.     Select Program for Cycle 1

Press          

      to confirm.

or                to change,

Press          

bSH-Backwash, dbr-brine draw,

rnS-Rinse, rEF-Refill,

dSo-Dissolve, End-finish custom program

Reminder

Page 32 settings  overlap with this step.

If you make a change here, the settings 

mentioned in Page 32 will change.

Reminder

Page 31 settings  overlap with this step.

If you make a change here, the settings 

mentioned in Page 31 will change.

55

Tue

07

1-99

02:00

0:00-23:59

Blinking

Blinking

Blinking

N/A

3

4

6

8

12

Tue

Blinking

N/A

N/A

Tue

Tue

bSH

bdr

rnS

rEF

dSo

End

Tue

Backwash

bSH

Blinking

FP-1 Time Mode CCoonnttrroollss  aanndd  SSeettttiinnggss

Default:

Range:

Default:

Range:

Default:

Range:

Default:

Range:

Default:

Range:

1.     Select FP-1 Time Mode

      to confirm.Press          

2.     Set Override Day Interval

Press          

      to confirm.

or                to change,

Press          

2.1   Set Short Period Generation

Press          and set a interval shorter than 1         

day to enter short period regeneration.

Press          

      to confirm.

or                to set hour interval

Press          

3.     Set Regeneration Time of Day

Press          

      to confirm.

or                to change,

Press          

3.     Select Program for Cycle 1

Press          

      to confirm.

or                to change,

Press          

bSH-Backwash, dbr-brine draw,

rnS-Rinse, rEF-Refill,

dSo-Dissolve, End-finish custom program

Reminder

Page 32 settings  overlap with this step.

If you make a change here, the settings 

mentioned in Page 32 will change.

Reminder

Page 31 settings  overlap with this step.

If you make a change here, the settings 

mentioned in Page 31 will change.

MODE HORAIRE FP-1 

1. Sélectionnez le mode horaire 
FP-1 
 
Appuyez sur  pour confirmer.

 
 
Par défaut :   s.o. 
Plage :    s.o. 
 

2. Définir l’intervalle de forçage 
 
Appuyez sur  ou  pour 
modifier.
Appuyez sur  pour confirmer 

 
 
Par défaut :   07 
Plage :    1-99

Rappel
Les paramètres de la page 
50 recoupent cette étape. 
Si vous effectuez une mo-
dification ici, les paramètres 
mentionnés à la page 50 
seront modifiés.

2.1. Définir la régénération à court 
terme 
 
Appuyez sur  et définissez un 
intervalle inférieur à 1 jour pour 
activer la régénération à court 
terme.
Appuyez sur  ou  pour 
définir l'intervalle horaire.
Appuyez sur  pour confirmer 

 
 
Par défaut :    s.o. 
Plage :     3 
                 4 
                 6 
                 8 
                 12 

3. Définir l'heure de régénération 
du jour 
 
Appuyez sur  ou  pour 
modifier.
Appuyez sur  pour confirmer 

 
 
Par défaut :   02:00 
Plage :    0:00-23:59

Rappel
Les paramètres de la page 
51 recoupent cette étape. 
Si vous effectuez une mo-
dification ici, les paramètres 
mentionnés à la page 51 
seront modifiés.
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5. Sélectionner le programme 
pour le cycle 1 
 
Appuyez sur  ou  pour 
modifier.
Appuyez sur  pour confirmer
bSH-détassage, bdr-saumura-
ge, rnS-rinçage, rEF-remplissa-
ge, dSo-dissolution, End-fin du 
programme personnalisé 

 
 
Par défaut :   bSH 
Plage :    bSH
                bdr
                rnS
                rEF
                dSo
                End

4. Définir la durée du cycle 1 (min) 
 
Appuyez sur  ou  pour 
modifier.
Appuyez sur  pour passer au 
chiffre suivant 

 
 
Par défaut :   15 
Plage :    0-999

5. Sélectionner le programme 
pour le cycle 2 
 
Appuyez sur  ou  pour 
modifier.
Appuyez sur  pour confirmer

 

 
 
Par défaut :   bdr 
Plage :    bSH
                bdr
                rnS
                rEF
                dSo
                End

5.1 Définir la durée du cycle 2 
(min) 
 
Appuyez sur  ou  pour 
modifier.
Appuyez sur  pour passer au 
chiffre suivant
 

 
 
Par défaut :   60 
Plage :    0-999

55

Tue

07

1-99

02:00

0:00-23:59

Blinking

Blinking

Blinking

N/A

3

4

6

8

12

Tue

Blinking

N/A

N/A

Tue

Tue

bSH

bdr

rnS

rEF

dSo

End

Tue

Backwash

bSH

Blinking

FP-1 Time Mode CCoonnttrroollss  aanndd  SSeettttiinnggss

Default:

Range:

Default:

Range:

Default:

Range:

Default:

Range:

Default:

Range:

1.     Select FP-1 Time Mode

      to confirm.Press          

2.     Set Override Day Interval

Press          

      to confirm.

or                to change,

Press          

2.1   Set Short Period Generation

Press          and set a interval shorter than 1         

day to enter short period regeneration.

Press          

      to confirm.

or                to set hour interval

Press          

3.     Set Regeneration Time of Day

Press          

      to confirm.

or                to change,

Press          

3.     Select Program for Cycle 1

Press          

      to confirm.

or                to change,

Press          

bSH-Backwash, dbr-brine draw,

rnS-Rinse, rEF-Refill,

dSo-Dissolve, End-finish custom program

Reminder

Page 32 settings  overlap with this step.

If you make a change here, the settings 

mentioned in Page 32 will change.

Reminder

Page 31 settings  overlap with this step.

If you make a change here, the settings 

mentioned in Page 31 will change.

56

Blinking

15

0-999

Tue

Backwash

Tue

Brine

Blinking

bSH

bdr

rnS

rEF

dSo

End

bdr

Tue

Brine

Blinking

60

0-999

Blinking

bSH

bdr

rnS

rEF

dSo

End

rnS

Tue

Rinse

Tue

Rinse

Blinking

10

0-999

Blinking

bSH

bdr

rnS

rEF

dSo

End

rEF
Tue

Refill

CCoonnttrroollss  aanndd  SSeettttiinnggss FP-1 Time Mode

Default:

Range:

Default:

Range:

Default:

Range:

Default:

Range:

Default:

Range:

Default:

Range:

4.2   Set Cycle 1 Length (min)

Press          

      move to the next digit.

or                to change,

Press          

5.1   Select Program for Cycle 2

Press          

      to confirm.

or                to change,

Press          

5.2   Set Cycle 2 Length (min)

Press          

      move to the next digit.

or                to change,

Press          

6.1   Select Program for Cycle 3

Press          

      to confirm.

or                to change,

Press          

6.2   Set Cycle 3 Length (min)

Press          

      move to the next digit.

or                to change,

Press          

7.1   Select Program for Cycle 4

Press          

      to confirm.

or                to change,

Press          

56

Blinking

15

0-999

Tue

Backwash

Tue

Brine

Blinking

bSH

bdr

rnS

rEF

dSo

End

bdr

Tue

Brine

Blinking

60

0-999

Blinking

bSH

bdr

rnS

rEF

dSo

End

rnS

Tue

Rinse

Tue

Rinse

Blinking

10

0-999

Blinking

bSH

bdr

rnS

rEF

dSo

End

rEF
Tue

Refill

CCoonnttrroollss  aanndd  SSeettttiinnggss FP-1 Time Mode

Default:

Range:

Default:

Range:

Default:

Range:

Default:

Range:

Default:

Range:

Default:

Range:

4.2   Set Cycle 1 Length (min)

Press          

      move to the next digit.

or                to change,

Press          

5.1   Select Program for Cycle 2

Press          

      to confirm.

or                to change,

Press          

5.2   Set Cycle 2 Length (min)

Press          

      move to the next digit.

or                to change,

Press          

6.1   Select Program for Cycle 3

Press          

      to confirm.

or                to change,

Press          

6.2   Set Cycle 3 Length (min)

Press          

      move to the next digit.

or                to change,

Press          

7.1   Select Program for Cycle 4

Press          

      to confirm.

or                to change,

Press          

56

Blinking

15

0-999

Tue

Backwash

Tue

Brine

Blinking

bSH

bdr

rnS

rEF

dSo

End

bdr

Tue

Brine

Blinking

60

0-999

Blinking

bSH

bdr

rnS

rEF

dSo

End

rnS

Tue

Rinse

Tue

Rinse

Blinking

10

0-999

Blinking

bSH

bdr

rnS

rEF

dSo

End

rEF
Tue

Refill

CCoonnttrroollss  aanndd  SSeettttiinnggss FP-1 Time Mode

Default:

Range:

Default:

Range:

Default:

Range:

Default:

Range:

Default:

Range:

Default:

Range:

4.2   Set Cycle 1 Length (min)

Press          

      move to the next digit.

or                to change,

Press          

5.1   Select Program for Cycle 2

Press          

      to confirm.

or                to change,

Press          

5.2   Set Cycle 2 Length (min)

Press          

      move to the next digit.

or                to change,

Press          

6.1   Select Program for Cycle 3

Press          

      to confirm.

or                to change,

Press          

6.2   Set Cycle 3 Length (min)

Press          

      move to the next digit.

or                to change,

Press          

7.1   Select Program for Cycle 4

Press          

      to confirm.

or                to change,

Press          

MODE HORAIRE FP-1 
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6. Sélectionner le programme 
pour le cycle 3 
 
Appuyez sur  ou  pour 
modifier.
Appuyez sur  pour confirmer

 

 
 
Par défaut :   rnS 
Plage :    bSH
                bdr
                rnS
                rEF
                dSo
                End

6.1 Définir la durée du cycle 3 
(min) 
 
Appuyez sur  ou  pour 
modifier.
Appuyez sur  pour passer au 
chiffre suivant 

 
 
Par défaut :   10 
Plage :    0-999

7. Sélectionner le programme 
pour le cycle 4 
 
Appuyez sur  ou  pour 
modifier.
Appuyez sur  pour confirmer

 

 
 
Par défaut :   rEF 
Plage :    bSH
                bdr
                rnS
                rEF
                dSo
                End

7.1 Définir la durée du cycle 4 
(min) 
 
Appuyez sur  ou  pour 
modifier.
Appuyez sur  pour passer au 
chiffre suivant 

 
 
Par défaut :   12 
Plage :    0-999

56

Blinking

15

0-999

Tue

Backwash

Tue

Brine

Blinking

bSH

bdr

rnS

rEF

dSo

End

bdr

Tue

Brine

Blinking

60

0-999

Blinking

bSH

bdr

rnS

rEF

dSo

End

rnS

Tue

Rinse

Tue

Rinse

Blinking

10

0-999

Blinking

bSH

bdr

rnS

rEF

dSo

End

rEF
Tue

Refill

CCoonnttrroollss  aanndd  SSeettttiinnggss FP-1 Time Mode

Default:

Range:

Default:

Range:

Default:

Range:

Default:

Range:

Default:

Range:

Default:

Range:

4.2   Set Cycle 1 Length (min)

Press          

      move to the next digit.

or                to change,

Press          

5.1   Select Program for Cycle 2

Press          

      to confirm.

or                to change,

Press          

5.2   Set Cycle 2 Length (min)

Press          

      move to the next digit.

or                to change,

Press          

6.1   Select Program for Cycle 3

Press          

      to confirm.

or                to change,

Press          

6.2   Set Cycle 3 Length (min)

Press          

      move to the next digit.

or                to change,

Press          

7.1   Select Program for Cycle 4

Press          

      to confirm.

or                to change,

Press          

56

Blinking

15

0-999

Tue

Backwash

Tue

Brine

Blinking

bSH

bdr

rnS

rEF

dSo

End

bdr

Tue

Brine

Blinking

60

0-999

Blinking

bSH

bdr

rnS

rEF

dSo

End

rnS

Tue

Rinse

Tue

Rinse

Blinking

10

0-999

Blinking

bSH

bdr

rnS

rEF

dSo

End

rEF
Tue

Refill

CCoonnttrroollss  aanndd  SSeettttiinnggss FP-1 Time Mode

Default:

Range:

Default:

Range:

Default:

Range:

Default:

Range:

Default:

Range:

Default:

Range:

4.2   Set Cycle 1 Length (min)

Press          

      move to the next digit.

or                to change,

Press          

5.1   Select Program for Cycle 2

Press          

      to confirm.

or                to change,

Press          

5.2   Set Cycle 2 Length (min)

Press          

      move to the next digit.

or                to change,

Press          

6.1   Select Program for Cycle 3

Press          

      to confirm.

or                to change,

Press          

6.2   Set Cycle 3 Length (min)

Press          

      move to the next digit.

or                to change,

Press          

7.1   Select Program for Cycle 4

Press          

      to confirm.

or                to change,

Press          

56

Blinking

15

0-999

Tue

Backwash

Tue

Brine

Blinking

bSH

bdr

rnS

rEF

dSo

End

bdr

Tue

Brine

Blinking

60

0-999

Blinking

bSH

bdr

rnS

rEF

dSo

End

rnS

Tue

Rinse

Tue

Rinse

Blinking

10

0-999

Blinking

bSH

bdr

rnS

rEF

dSo

End

rEF
Tue

Refill

CCoonnttrroollss  aanndd  SSeettttiinnggss FP-1 Time Mode

Default:

Range:

Default:

Range:

Default:

Range:

Default:

Range:

Default:

Range:

Default:

Range:

4.2   Set Cycle 1 Length (min)

Press          

      move to the next digit.

or                to change,

Press          

5.1   Select Program for Cycle 2

Press          

      to confirm.

or                to change,

Press          

5.2   Set Cycle 2 Length (min)

Press          

      move to the next digit.

or                to change,

Press          

6.1   Select Program for Cycle 3

Press          

      to confirm.

or                to change,

Press          

6.2   Set Cycle 3 Length (min)

Press          

      move to the next digit.

or                to change,

Press          

7.1   Select Program for Cycle 4

Press          

      to confirm.

or                to change,

Press          

57

12

0-999

Tue

Refill

Blinking

bSH

bdr

rnS

rEF

dSo

End

End

Backwash

N/A

N/A

Review all cycles and time

Tue

REMAIN

Tue

REMAIN

Blinking

Tue

FP-1 Time Mode CCoonnttrroollss  aanndd  SSeettttiinnggss

Set C5-C8 in the same way.

7.2   Set Cycle 4 Length (min)

Press          

      move to the next digit.

or                to change,

Press          

Default:

Range:

Default:

Range:

8.     Select Program for Cycle 9

Press          

      to confirm.

or                to change,

Press          

A maximum of 9 cycles can be selected. Choose "END" for any

cycle and the regeneration program ends.

If "END" was not selected, the system will run all 9 selected

cycles, and return to service position after cycle 9 is completed.

Not editable,

      to confirm.Press          

Default:

Range:

N/A

N/A

Default:

Range:

9.     Review Cycle 1 Program

10.     Service Display for FR-1

When remaining days reaches zero, time to

next regeneration will be displayed.

Setting Complete

MODE HORAIRE FP-1 
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8. Sélectionner le programme 
pour le cycle 9 
 
Appuyez sur  ou  pour 
modifier.
Appuyez sur  pour confirmer

Vous pouvez sélectionner jus-
qu'à 9 cycles. Sélectionnez  
« END » à n'importe quel mo-
ment du cycle pour mettre fin 
au programme de régénération.
Si l'option « END » n'a pas été 
sélectionnée, le système exécu-
tera les 9 cycles sélectionnés et 
reviendra en position de service 
une fois le cycle 9 terminé. 

 
 
Par défaut :   End 
Plage :    bSH
                bdr
                rnS
                rEF
                dSo
                End

9. Examiner le programme du 
cycle 1 
 
Non modifiable.
Appuyez sur  pour confirmer

 
 
Par défaut :   s.o. 
Plage :    s.o.

10. Affichage des informations de 
service pour FR-1 
 
Lorsque le nombre de jours 
restants atteint zéro, la durée 
restante jusqu'à la prochaine 
régénération s'affiche. 

 
 
Par défaut :   s.o. 
Plage :    s.o.

CONFIGURATION  
TERMINÉE

57

12

0-999

Tue

Refill

Blinking

bSH

bdr

rnS

rEF

dSo

End

End

Backwash

N/A

N/A

Review all cycles and time

Tue

REMAIN

Tue

REMAIN

Blinking

Tue

FP-1 Time Mode CCoonnttrroollss  aanndd  SSeettttiinnggss

Set C5-C8 in the same way.

7.2   Set Cycle 4 Length (min)

Press          

      move to the next digit.

or                to change,

Press          

Default:

Range:

Default:

Range:

8.     Select Program for Cycle 9

Press          

      to confirm.

or                to change,

Press          

A maximum of 9 cycles can be selected. Choose "END" for any

cycle and the regeneration program ends.

If "END" was not selected, the system will run all 9 selected

cycles, and return to service position after cycle 9 is completed.

Not editable,

      to confirm.Press          

Default:

Range:

N/A

N/A

Default:

Range:

9.     Review Cycle 1 Program

10.     Service Display for FR-1

When remaining days reaches zero, time to

next regeneration will be displayed.

Setting Complete

57

12

0-999

Tue

Refill

Blinking

bSH

bdr

rnS

rEF

dSo

End

End

Backwash

N/A

N/A

Review all cycles and time

Tue

REMAIN

Tue

REMAIN

Blinking

Tue

FP-1 Time Mode CCoonnttrroollss  aanndd  SSeettttiinnggss

Set C5-C8 in the same way.

7.2   Set Cycle 4 Length (min)

Press          

      move to the next digit.

or                to change,

Press          

Default:

Range:

Default:

Range:

8.     Select Program for Cycle 9

Press          

      to confirm.

or                to change,

Press          

A maximum of 9 cycles can be selected. Choose "END" for any

cycle and the regeneration program ends.

If "END" was not selected, the system will run all 9 selected

cycles, and return to service position after cycle 9 is completed.

Not editable,

      to confirm.Press          

Default:

Range:

N/A

N/A

Default:

Range:

9.     Review Cycle 1 Program

10.     Service Display for FR-1

When remaining days reaches zero, time to

next regeneration will be displayed.

Setting Complete

57

12

0-999

Tue

Refill

Blinking

bSH

bdr

rnS

rEF

dSo

End

End

Backwash

N/A

N/A

Review all cycles and time

Tue

REMAIN

Tue

REMAIN

Blinking

Tue

FP-1 Time Mode CCoonnttrroollss  aanndd  SSeettttiinnggss

Set C5-C8 in the same way.

7.2   Set Cycle 4 Length (min)

Press          

      move to the next digit.

or                to change,

Press          

Default:

Range:

Default:

Range:

8.     Select Program for Cycle 9

Press          

      to confirm.

or                to change,

Press          

A maximum of 9 cycles can be selected. Choose "END" for any

cycle and the regeneration program ends.

If "END" was not selected, the system will run all 9 selected

cycles, and return to service position after cycle 9 is completed.

Not editable,

      to confirm.Press          

Default:

Range:

N/A

N/A

Default:

Range:

9.     Review Cycle 1 Program

10.     Service Display for FR-1

When remaining days reaches zero, time to

next regeneration will be displayed.

Setting Complete

57

12

0-999

Tue

Refill

Blinking

bSH

bdr

rnS

rEF

dSo

End

End

Backwash

N/A

N/A

Review all cycles and time

Tue

REMAIN

Tue

REMAIN

Blinking

Tue

FP-1 Time Mode CCoonnttrroollss  aanndd  SSeettttiinnggss

Set C5-C8 in the same way.

7.2   Set Cycle 4 Length (min)

Press          

      move to the next digit.

or                to change,

Press          

Default:

Range:

Default:

Range:

8.     Select Program for Cycle 9

Press          

      to confirm.

or                to change,

Press          

A maximum of 9 cycles can be selected. Choose "END" for any

cycle and the regeneration program ends.

If "END" was not selected, the system will run all 9 selected

cycles, and return to service position after cycle 9 is completed.

Not editable,

      to confirm.Press          

Default:

Range:

N/A

N/A

Default:

Range:

9.     Review Cycle 1 Program

10.     Service Display for FR-1

When remaining days reaches zero, time to

next regeneration will be displayed.

Setting Complete

MODE HORAIRE FP-1 
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58

Tue

02:00

0:00-23:59

Tue

d1--OFF,d2--OFF,d3--OFF
d4--OFF,d5--OFF,d6--ON
d7--OFF

d1-d7/ON-OFF

Tue

REMAIN

Tue

REMAIN

Blinking

Blinking

N/A

N/A

Other steps 

same as FP-1.

Tue

Blinking

Tue

Backwash

Blinking

bSH

bdr

rnS

rEF

dSo

End

bSH

CCoonnttrroollss  aanndd  SSeettttiinnggss FP-2 Weekday Mode

Default:

Range:

Default:

Range:

Default:

Range:

Default:

Range:

N/A

N/A

Default:

Range:

Reminder

Page 28 settings  overlap with this step.

If you make a change here, the settings 

mentioned in Page 28 will change.

1.     Select FP-2 Weekday Mode

      to confirm.Press          

2.     Set Regeneration Time of Day

Press          

      to confirm.

or                to change,

Press          

3.     Set Weekday

Press          

      to confirm.

or                to change,

Press          

d1~d7 stand for Monday~Sunday,

ON stands for regeneration that day,

OFF stands for no regeneration.

4.     Select Program for Cycle 1

Press          

      to confirm.

or                to change,

Press          

bSH-Backwash, dbr-brine draw,

rnS-Rinse, rEF-Refill,

dSo-Dissolve, End-finish custom program

5.     Service Display for FR-2

When remaining days reaches zero, time to

next regeneration will be displayed.

Setting Complete

58

Tue

02:00

0:00-23:59

Tue

d1--OFF,d2--OFF,d3--OFF
d4--OFF,d5--OFF,d6--ON
d7--OFF

d1-d7/ON-OFF

Tue

REMAIN

Tue

REMAIN

Blinking

Blinking

N/A

N/A

Other steps 

same as FP-1.

Tue

Blinking

Tue

Backwash

Blinking

bSH

bdr

rnS

rEF

dSo

End

bSH

CCoonnttrroollss  aanndd  SSeettttiinnggss FP-2 Weekday Mode

Default:

Range:

Default:

Range:

Default:

Range:

Default:

Range:

N/A

N/A

Default:

Range:

Reminder

Page 28 settings  overlap with this step.

If you make a change here, the settings 

mentioned in Page 28 will change.

1.     Select FP-2 Weekday Mode

      to confirm.Press          

2.     Set Regeneration Time of Day

Press          

      to confirm.

or                to change,

Press          

3.     Set Weekday

Press          

      to confirm.

or                to change,

Press          

d1~d7 stand for Monday~Sunday,

ON stands for regeneration that day,

OFF stands for no regeneration.

4.     Select Program for Cycle 1

Press          

      to confirm.

or                to change,

Press          

bSH-Backwash, dbr-brine draw,

rnS-Rinse, rEF-Refill,

dSo-Dissolve, End-finish custom program

5.     Service Display for FR-2

When remaining days reaches zero, time to

next regeneration will be displayed.

Setting Complete

58

Tue

02:00

0:00-23:59

Tue

d1--OFF,d2--OFF,d3--OFF
d4--OFF,d5--OFF,d6--ON
d7--OFF

d1-d7/ON-OFF

Tue

REMAIN

Tue

REMAIN

Blinking

Blinking

N/A

N/A

Other steps 

same as FP-1.

Tue

Blinking

Tue

Backwash

Blinking

bSH

bdr

rnS

rEF

dSo

End

bSH

CCoonnttrroollss  aanndd  SSeettttiinnggss FP-2 Weekday Mode

Default:

Range:

Default:

Range:

Default:

Range:

Default:

Range:

N/A

N/A

Default:

Range:

Reminder

Page 28 settings  overlap with this step.

If you make a change here, the settings 

mentioned in Page 28 will change.

1.     Select FP-2 Weekday Mode

      to confirm.Press          

2.     Set Regeneration Time of Day

Press          

      to confirm.

or                to change,

Press          

3.     Set Weekday

Press          

      to confirm.

or                to change,

Press          

d1~d7 stand for Monday~Sunday,

ON stands for regeneration that day,

OFF stands for no regeneration.

4.     Select Program for Cycle 1

Press          

      to confirm.

or                to change,

Press          

bSH-Backwash, dbr-brine draw,

rnS-Rinse, rEF-Refill,

dSo-Dissolve, End-finish custom program

5.     Service Display for FR-2

When remaining days reaches zero, time to

next regeneration will be displayed.

Setting Complete

MODE JOURS DE LA SEMAINE FP-2 

1. Sélectionnez le mode jours de 
la semaine FP-2 
 
Appuyez sur  pour confirmer.

 
 
Par défaut :   s.o. 
Plage :    s.o. 
 

2. Définir l'heure de régénération 
du jour 
 
Appuyez sur  ou  pour 
modifier.
Appuyez sur  pour confirmer 

 
 
Par défaut :   02:00 
Plage :    0:00-23:59

Rappel
Les paramètres de la page 
51 recoupent cette étape. 
Si vous effectuez une mo-
dification ici, les paramè-
tres mentionnés à la page 
51 seront modifiés.

3. Définir le jour de la semaine 
 
Appuyez sur  ou  pour 
modifier.
Appuyez sur  pour confirmer

d1~d7 correspondent à lundi~ 
dimanche ; « ON » signifie  
« régénération ce jour-là » 
et « OFF » signifie « pas de 
régénération ». 

 
 
Par défaut :    d1--OFF, 
                 d2--OFF, 
                 d3--OFF
                 d4--OFF, 
                 d5--OFF, 
                 d6--ON
                 d7--OFF 
Plage :     d1-d7/ 
                ON-OFF 
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4. Sélectionner le programme 
pour le cycle 1 
 
Appuyez sur  ou  pour 
modifier.
Appuyez sur  pour confirmer 
bSH-détassage, bdr-saumura-
ge, rnS-rinçage, rEF-remplissa-
ge, dSo-dissolution, End-fin du 
programme personnalisé 

 
 
Par défaut :   bSH 
Plage :    bSH
                bdr
                rnS
                rEF
                dSo
                End

5. Affichage des informations de 
service pour FR-2 
 
Lorsque le nombre de jours 
restants atteint zéro, la durée 
restante jusqu'à la prochaine 
régénération s'affiche.

 
 
Par défaut :   s.o. 
Plage :    s.o.

CONFIGURATION  
TERMINÉE

58

Tue

02:00

0:00-23:59

Tue

d1--OFF,d2--OFF,d3--OFF
d4--OFF,d5--OFF,d6--ON
d7--OFF

d1-d7/ON-OFF

Tue

REMAIN

Tue

REMAIN

Blinking

Blinking

N/A

N/A

Other steps 

same as FP-1.

Tue

Blinking

Tue

Backwash

Blinking

bSH

bdr

rnS

rEF

dSo

End

bSH

CCoonnttrroollss  aanndd  SSeettttiinnggss FP-2 Weekday Mode

Default:

Range:

Default:

Range:

Default:

Range:

Default:

Range:

N/A

N/A

Default:

Range:

Reminder

Page 28 settings  overlap with this step.

If you make a change here, the settings 

mentioned in Page 28 will change.

1.     Select FP-2 Weekday Mode

      to confirm.Press          

2.     Set Regeneration Time of Day

Press          

      to confirm.

or                to change,

Press          

3.     Set Weekday

Press          

      to confirm.

or                to change,

Press          

d1~d7 stand for Monday~Sunday,

ON stands for regeneration that day,

OFF stands for no regeneration.

4.     Select Program for Cycle 1

Press          

      to confirm.

or                to change,

Press          

bSH-Backwash, dbr-brine draw,

rnS-Rinse, rEF-Refill,

dSo-Dissolve, End-finish custom program

5.     Service Display for FR-2

When remaining days reaches zero, time to

next regeneration will be displayed.

Setting Complete

58

Tue

02:00

0:00-23:59

Tue

d1--OFF,d2--OFF,d3--OFF
d4--OFF,d5--OFF,d6--ON
d7--OFF

d1-d7/ON-OFF

Tue

REMAIN

Tue

REMAIN

Blinking

Blinking

N/A

N/A

Other steps 

same as FP-1.

Tue

Blinking

Tue

Backwash

Blinking

bSH

bdr

rnS

rEF

dSo

End

bSH

CCoonnttrroollss  aanndd  SSeettttiinnggss FP-2 Weekday Mode

Default:

Range:

Default:

Range:

Default:

Range:

Default:

Range:

N/A

N/A

Default:

Range:

Reminder

Page 28 settings  overlap with this step.

If you make a change here, the settings 

mentioned in Page 28 will change.

1.     Select FP-2 Weekday Mode

      to confirm.Press          

2.     Set Regeneration Time of Day

Press          

      to confirm.

or                to change,

Press          

3.     Set Weekday

Press          

      to confirm.

or                to change,

Press          

d1~d7 stand for Monday~Sunday,

ON stands for regeneration that day,

OFF stands for no regeneration.

4.     Select Program for Cycle 1

Press          

      to confirm.

or                to change,

Press          

bSH-Backwash, dbr-brine draw,

rnS-Rinse, rEF-Refill,

dSo-Dissolve, End-finish custom program

5.     Service Display for FR-2

When remaining days reaches zero, time to

next regeneration will be displayed.

Setting Complete

MODE JOURS DE LA SEMAINE FP-2 
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MODE VOLUMÉTRIQUE IMMÉDIAT FP-3 

1. Sélectionnez le mode volu-
métrique immédiat du FP-3 
 
Appuyez sur  pour confirmer.

 
 
Par défaut :   s.o. 
Plage :    s.o. 
 

2. Définir l’intervalle de forçage  
 
Appuyez sur  ou  pour 
modifier.
Appuyez sur  pour confirmer 

Lorsque l'intervalle en jours 
aura atteint 0, l’heure de ré-
génération s'affichera.

 
 
Par défaut :   07 
Plage :    0-99

Rappel
Les paramètres de la page 
50 recoupent cette étape. 
Si vous effectuez une mo-
dification ici, les paramè-
tres mentionnés à la page 
50 seront modifiés.

3. Définir l'heure de régénération 
du jour 
 
Appuyez sur  ou  pour 
modifier.
Appuyez sur  pour confirmer

 
 
Par défaut :    02:00 
Plage :     0:00-23:59

Rappel
Les paramètres de la page 
51 recoupent cette étape. 
Si vous effectuez une mo-
dification ici, les paramè-
tres mentionnés à la page 
51 seront modifiés.

59

Blinking

Tue

07

0-99

02:00

0:00-23:59

Blinking

Blinking

N/A

N/A

Tue

Tue

Tue

45.0

0.1-999.9

Blinking

Blinking

     M³

        Tue

N

N

Y

PPM

PPM,dH,FH

Tue
PPM

Blinking

FP-3 Metered Immediate Mode CCoonnttrroollss  aanndd  SSeettttiinnggss

Default:

Range:

Default:

Range:

Default:

Range:

Default:

Range:

Default:

Range:

Default:

Range:

Reminder

Page 32 settings  overlap with this step.

If you make a change here, the settings 

mentioned in Page 32 will change.

Reminder

Page 32 settings  overlap with this step.

If you make a change here, the settings 

mentioned in Page 32 will change.

Reminder

Page 31 settings  overlap with this step.

If you make a change here, the settings 

mentioned in Page 31 will change.

1.     Select FP-3 Time Mode

      to confirm.Press          

2.     Set Override Day Interval

Press          

      to confirm.

or                to change,

Press          

3.     Set Regeneration Time of Day

Press          

      to confirm.

or                to change,

Press          

4.     Set Automatically Calculated Treated Volume

Press          

      to confirm.

or                to change,

Press          

4.1   Manual Input of Treated Volume

Press          

      to confirm.

or                to change,

Press          

If "N" was selected

4.2.1  Set hardness unit

Press          

      to confirm.

or                to change,

Press          

If "Y" was selected

When day interval has reached 0,

time to regeneration will be displayed.

N indicates manually input refill duration,

If N is chosen, go to step 4.1,

If Y is chosen, go to step 4.2.

59

Blinking

Tue

07

0-99

02:00

0:00-23:59

Blinking

Blinking

N/A

N/A

Tue

Tue

Tue

45.0

0.1-999.9

Blinking

Blinking

     M³

        Tue

N

N

Y

PPM

PPM,dH,FH

Tue
PPM

Blinking

FP-3 Metered Immediate Mode CCoonnttrroollss  aanndd  SSeettttiinnggss

Default:

Range:

Default:

Range:

Default:

Range:

Default:

Range:

Default:

Range:

Default:

Range:

Reminder

Page 32 settings  overlap with this step.

If you make a change here, the settings 

mentioned in Page 32 will change.

Reminder

Page 32 settings  overlap with this step.

If you make a change here, the settings 

mentioned in Page 32 will change.

Reminder

Page 31 settings  overlap with this step.

If you make a change here, the settings 

mentioned in Page 31 will change.

1.     Select FP-3 Time Mode

      to confirm.Press          

2.     Set Override Day Interval

Press          

      to confirm.

or                to change,

Press          

3.     Set Regeneration Time of Day

Press          

      to confirm.

or                to change,

Press          

4.     Set Automatically Calculated Treated Volume

Press          

      to confirm.

or                to change,

Press          

4.1   Manual Input of Treated Volume

Press          

      to confirm.

or                to change,

Press          

If "N" was selected

4.2.1  Set hardness unit

Press          

      to confirm.

or                to change,

Press          

If "Y" was selected

When day interval has reached 0,

time to regeneration will be displayed.

N indicates manually input refill duration,

If N is chosen, go to step 4.1,

If Y is chosen, go to step 4.2.

59

Blinking

Tue

07

0-99

02:00

0:00-23:59

Blinking

Blinking

N/A

N/A

Tue

Tue

Tue

45.0

0.1-999.9

Blinking

Blinking

     M³

        Tue

N

N

Y

PPM

PPM,dH,FH

Tue
PPM

Blinking

FP-3 Metered Immediate Mode CCoonnttrroollss  aanndd  SSeettttiinnggss

Default:

Range:

Default:

Range:

Default:

Range:

Default:

Range:

Default:

Range:

Default:

Range:

Reminder

Page 32 settings  overlap with this step.

If you make a change here, the settings 

mentioned in Page 32 will change.

Reminder

Page 32 settings  overlap with this step.

If you make a change here, the settings 

mentioned in Page 32 will change.

Reminder

Page 31 settings  overlap with this step.

If you make a change here, the settings 

mentioned in Page 31 will change.

1.     Select FP-3 Time Mode

      to confirm.Press          

2.     Set Override Day Interval

Press          

      to confirm.

or                to change,

Press          

3.     Set Regeneration Time of Day

Press          

      to confirm.

or                to change,

Press          

4.     Set Automatically Calculated Treated Volume

Press          

      to confirm.

or                to change,

Press          

4.1   Manual Input of Treated Volume

Press          

      to confirm.

or                to change,

Press          

If "N" was selected

4.2.1  Set hardness unit

Press          

      to confirm.

or                to change,

Press          

If "Y" was selected

When day interval has reached 0,

time to regeneration will be displayed.

N indicates manually input refill duration,

If N is chosen, go to step 4.1,

If Y is chosen, go to step 4.2.
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4. Définir le calcul automatique du 
volume d'eau traitée 
 
Appuyez sur  ou  pour 
modifier.
Appuyez sur  pour confirmer
N indique que la durée de 
remplissage doit être saisie 
manuellement.
Si N est choisi, passez à l'étape 
4.1.
Si Y est choisi, passez à l'étape 
4.2. 

 
 
Par défaut :   N 
Plage :    N 
                Y

4.1. Saisie manuelle du volume traité 
 
Si « N » a été sélectionné
Appuyez sur  ou  pour 
modifier.
Appuyez sur  pour confirmer

 
 
Par défaut :   45,0 
Plage :    0,1-999,9

4.2.1. Définir l'unité de dureté 
 
Si « Y » a été sélectionné
Appuyez sur  ou  pour 
modifier.
Appuyez sur  pour confirmer

 
 
Par défaut :   PPM 
Plage :    PPM,dH,FH

Rappel
Les paramètres de la page 
51 recoupent cette étape. 
Si vous effectuez une mo-
dification ici, les paramètres 
mentionnés à la page 51 
seront modifiés.

4.2.2. Définir la dureté à l’entrée 
 
Appuyez sur  ou  pour 
modifier.
Appuyez sur  pour confirmer 
et passer au chiffre suivant.

 
 
Par défaut :   300(PPM), 
                20(dH),30(FH) 
Plage :    1-2500, 1-150,          
                1-250

Rappel
Les paramètres de la page 
51 recoupent cette étape. 
Si vous effectuez une mo-
dification ici, les paramètres 
mentionnés à la page 51 
seront modifiés.

59

Blinking

Tue

07

0-99

02:00

0:00-23:59

Blinking

Blinking

N/A

N/A

Tue

Tue

Tue

45.0

0.1-999.9

Blinking

Blinking

     M³

        Tue

N

N

Y

PPM

PPM,dH,FH

Tue
PPM

Blinking

FP-3 Metered Immediate Mode CCoonnttrroollss  aanndd  SSeettttiinnggss

Default:

Range:

Default:

Range:

Default:

Range:

Default:

Range:

Default:

Range:

Default:

Range:

Reminder

Page 32 settings  overlap with this step.

If you make a change here, the settings 

mentioned in Page 32 will change.

Reminder

Page 32 settings  overlap with this step.

If you make a change here, the settings 

mentioned in Page 32 will change.

Reminder

Page 31 settings  overlap with this step.

If you make a change here, the settings 

mentioned in Page 31 will change.

1.     Select FP-3 Time Mode

      to confirm.Press          

2.     Set Override Day Interval

Press          

      to confirm.

or                to change,

Press          

3.     Set Regeneration Time of Day

Press          

      to confirm.

or                to change,

Press          

4.     Set Automatically Calculated Treated Volume

Press          

      to confirm.

or                to change,

Press          

4.1   Manual Input of Treated Volume

Press          

      to confirm.

or                to change,

Press          

If "N" was selected

4.2.1  Set hardness unit

Press          

      to confirm.

or                to change,

Press          

If "Y" was selected

When day interval has reached 0,

time to regeneration will be displayed.

N indicates manually input refill duration,

If N is chosen, go to step 4.1,

If Y is chosen, go to step 4.2.

59

Blinking

Tue

07

0-99

02:00

0:00-23:59

Blinking

Blinking

N/A

N/A

Tue

Tue

Tue

45.0

0.1-999.9

Blinking

Blinking

     M³

        Tue

N

N

Y

PPM

PPM,dH,FH

Tue
PPM

Blinking

FP-3 Metered Immediate Mode CCoonnttrroollss  aanndd  SSeettttiinnggss

Default:

Range:

Default:

Range:

Default:

Range:

Default:

Range:

Default:

Range:

Default:

Range:

Reminder

Page 32 settings  overlap with this step.

If you make a change here, the settings 

mentioned in Page 32 will change.

Reminder

Page 32 settings  overlap with this step.

If you make a change here, the settings 

mentioned in Page 32 will change.

Reminder

Page 31 settings  overlap with this step.

If you make a change here, the settings 

mentioned in Page 31 will change.

1.     Select FP-3 Time Mode

      to confirm.Press          

2.     Set Override Day Interval

Press          

      to confirm.

or                to change,

Press          

3.     Set Regeneration Time of Day

Press          

      to confirm.

or                to change,

Press          

4.     Set Automatically Calculated Treated Volume

Press          

      to confirm.

or                to change,

Press          

4.1   Manual Input of Treated Volume

Press          

      to confirm.

or                to change,

Press          

If "N" was selected

4.2.1  Set hardness unit

Press          

      to confirm.

or                to change,

Press          

If "Y" was selected

When day interval has reached 0,

time to regeneration will be displayed.

N indicates manually input refill duration,

If N is chosen, go to step 4.1,

If Y is chosen, go to step 4.2.

59

Blinking

Tue

07

0-99

02:00

0:00-23:59

Blinking

Blinking

N/A

N/A

Tue

Tue

Tue

45.0

0.1-999.9

Blinking

Blinking

     M³

        Tue

N

N

Y

PPM

PPM,dH,FH

Tue
PPM

Blinking

FP-3 Metered Immediate Mode CCoonnttrroollss  aanndd  SSeettttiinnggss

Default:

Range:

Default:

Range:

Default:

Range:

Default:

Range:

Default:

Range:

Default:

Range:

Reminder

Page 32 settings  overlap with this step.

If you make a change here, the settings 

mentioned in Page 32 will change.

Reminder

Page 32 settings  overlap with this step.

If you make a change here, the settings 

mentioned in Page 32 will change.

Reminder

Page 31 settings  overlap with this step.

If you make a change here, the settings 

mentioned in Page 31 will change.

1.     Select FP-3 Time Mode

      to confirm.Press          

2.     Set Override Day Interval

Press          

      to confirm.

or                to change,

Press          

3.     Set Regeneration Time of Day

Press          

      to confirm.

or                to change,

Press          

4.     Set Automatically Calculated Treated Volume

Press          

      to confirm.

or                to change,

Press          

4.1   Manual Input of Treated Volume

Press          

      to confirm.

or                to change,

Press          

If "N" was selected

4.2.1  Set hardness unit

Press          

      to confirm.

or                to change,

Press          

If "Y" was selected

When day interval has reached 0,

time to regeneration will be displayed.

N indicates manually input refill duration,

If N is chosen, go to step 4.1,

If Y is chosen, go to step 4.2.
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CCoonnttrroollss  aanndd  SSeettttiinnggss FP-3 Metered Immediate Mode

Other steps 

same as FP-1.

Reminder

Page 32 settings  overlap with this step.

If you make a change here, the settings 

mentioned in Page 32 will change.

Reminder

This screen is only displayed on FX100/125 

when SOF3/4 is selected and automatic treated 

volume is turned on.

Default:

Range:

Default:

Range:

Default:

Range:

Default:

Range:

Default:

Range:

Default:

Range:

４.2.2Set Inlet Hardness

Press          or                to change,

Press          

４.2.4Set Total Resin Exchange Capacity

Press          

      to confirm and go to next digit.

or                to change,

Press          

４.2.3Set Ｏutlet Hardness

Press          

      to confirm and go to next digit.

or                to change,

Press          

      to confirm and go to next digit.

４.2.5Treated Volume Automatically Displayed

This display is not editable.

５.     Select Program for Cycle 1

Press          

      to confirm.

or                to change,

Press          

bSH-Backwash, dbr-brine draw,

rnS-Rinse, rEF-Refill,

dSo-Dissolve, End-finish custom program

6.     Service Display for FR-3

Setting Complete

MODE VOLUMÉTRIQUE IMMÉDIAT FP-3 
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4.2.3. Définir la dureté à la sortie 
 
Appuyez sur  ou  pour 
modifier.
Appuyez sur  pour confirmer 
et passer au chiffre suivant.

 
 
Par défaut :   0 
Plage :    0 ~  
                la dureté
                nombre d'entrées

Rappel
Cet écran ne  
s’affiche que sur les modè-
les FX100/125
lorsque SOF3/4 est sélec-
tionné et que le traitement 
est automatique
le volume est activé.

4.2.4. Définir la capacité totale 
d'échange de résine 
 
Appuyez sur  ou  pour 
modifier.
Appuyez sur  pour confirmer 
et passer au chiffre suivant.

 
 
Par défaut :   1,5 (kg/m³)
                80 (dH/m³)
                160 (FH/m³) 
Plage :    0,1-200
                1-6000
                1-6000

4.2.5 Volume traité affiché  
automatiquement 
 
Cet affichage n'est pas  
modifiable.

 
 

Par défaut :   s.o. 
Plage :    s.o.
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CCoonnttrroollss  aanndd  SSeettttiinnggss FP-3 Metered Immediate Mode

Other steps 

same as FP-1.

Reminder

Page 32 settings  overlap with this step.

If you make a change here, the settings 

mentioned in Page 32 will change.

Reminder

This screen is only displayed on FX100/125 

when SOF3/4 is selected and automatic treated 

volume is turned on.

Default:

Range:

Default:

Range:

Default:

Range:

Default:

Range:

Default:

Range:

Default:

Range:

４.2.2Set Inlet Hardness

Press          or                to change,

Press          

４.2.4Set Total Resin Exchange Capacity

Press          

      to confirm and go to next digit.

or                to change,

Press          

４.2.3Set Ｏutlet Hardness

Press          

      to confirm and go to next digit.

or                to change,

Press          

      to confirm and go to next digit.

４.2.5Treated Volume Automatically Displayed

This display is not editable.

５.     Select Program for Cycle 1

Press          

      to confirm.

or                to change,

Press          

bSH-Backwash, dbr-brine draw,

rnS-Rinse, rEF-Refill,

dSo-Dissolve, End-finish custom program

6.     Service Display for FR-3

Setting Complete
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CCoonnttrroollss  aanndd  SSeettttiinnggss FP-3 Metered Immediate Mode

Other steps 

same as FP-1.

Reminder

Page 32 settings  overlap with this step.

If you make a change here, the settings 

mentioned in Page 32 will change.

Reminder

This screen is only displayed on FX100/125 

when SOF3/4 is selected and automatic treated 

volume is turned on.

Default:
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Default:
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Default:
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４.2.2Set Inlet Hardness

Press          or                to change,

Press          

４.2.4Set Total Resin Exchange Capacity

Press          

      to confirm and go to next digit.

or                to change,

Press          

４.2.3Set Ｏutlet Hardness

Press          

      to confirm and go to next digit.

or                to change,

Press          

      to confirm and go to next digit.

４.2.5Treated Volume Automatically Displayed

This display is not editable.

５.     Select Program for Cycle 1

Press          

      to confirm.

or                to change,

Press          

bSH-Backwash, dbr-brine draw,

rnS-Rinse, rEF-Refill,

dSo-Dissolve, End-finish custom program

6.     Service Display for FR-3

Setting Complete
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CCoonnttrroollss  aanndd  SSeettttiinnggss FP-3 Metered Immediate Mode

Other steps 

same as FP-1.

Reminder

Page 32 settings  overlap with this step.

If you make a change here, the settings 

mentioned in Page 32 will change.

Reminder

This screen is only displayed on FX100/125 

when SOF3/4 is selected and automatic treated 

volume is turned on.

Default:

Range:

Default:
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Default:

Range:
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Range:

Default:

Range:

Default:

Range:

４.2.2Set Inlet Hardness

Press          or                to change,

Press          

４.2.4Set Total Resin Exchange Capacity

Press          

      to confirm and go to next digit.

or                to change,

Press          

４.2.3Set Ｏutlet Hardness

Press          

      to confirm and go to next digit.

or                to change,

Press          

      to confirm and go to next digit.

４.2.5Treated Volume Automatically Displayed

This display is not editable.

５.     Select Program for Cycle 1

Press          

      to confirm.

or                to change,

Press          

bSH-Backwash, dbr-brine draw,

rnS-Rinse, rEF-Refill,

dSo-Dissolve, End-finish custom program

6.     Service Display for FR-3

Setting Complete
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5. Sélectionner le programme 
pour le cycle 1 
 
Appuyez sur  ou  pour 
modifier.
Appuyez sur  pour confirmer 
bSH-détassage, bdr-saumura-
ge, rnS-rinçage, rEF-remplissa-
ge, dSo-dissolution, End-fin du 
programme personnalisé 

 
 
Par défaut :   bSH 
Plage :    bSH
                bdr
                rnS
                rEF
                dSo
                End

6. Écran de service pour le FP-3 
 

 
 

Par défaut :   s.o. 
Plage :    s.o.

CONFIGURATION 
TERMINÉE60
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CCoonnttrroollss  aanndd  SSeettttiinnggss FP-3 Metered Immediate Mode

Other steps 

same as FP-1.

Reminder

Page 32 settings  overlap with this step.

If you make a change here, the settings 

mentioned in Page 32 will change.

Reminder

This screen is only displayed on FX100/125 

when SOF3/4 is selected and automatic treated 

volume is turned on.

Default:

Range:

Default:

Range:

Default:

Range:

Default:

Range:

Default:

Range:

Default:

Range:

４.2.2Set Inlet Hardness

Press          or                to change,

Press          

４.2.4Set Total Resin Exchange Capacity

Press          

      to confirm and go to next digit.

or                to change,

Press          

４.2.3Set Ｏutlet Hardness

Press          

      to confirm and go to next digit.

or                to change,

Press          

      to confirm and go to next digit.

４.2.5Treated Volume Automatically Displayed

This display is not editable.

５.     Select Program for Cycle 1

Press          

      to confirm.

or                to change,

Press          

bSH-Backwash, dbr-brine draw,

rnS-Rinse, rEF-Refill,

dSo-Dissolve, End-finish custom program

6.     Service Display for FR-3

Setting Complete
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CCoonnttrroollss  aanndd  SSeettttiinnggss FP-3 Metered Immediate Mode

Other steps 

same as FP-1.

Reminder

Page 32 settings  overlap with this step.

If you make a change here, the settings 

mentioned in Page 32 will change.

Reminder

This screen is only displayed on FX100/125 

when SOF3/4 is selected and automatic treated 

volume is turned on.

Default:

Range:

Default:

Range:

Default:

Range:

Default:

Range:

Default:

Range:

Default:

Range:

４.2.2Set Inlet Hardness

Press          or                to change,

Press          

４.2.4Set Total Resin Exchange Capacity

Press          

      to confirm and go to next digit.

or                to change,

Press          

４.2.3Set Ｏutlet Hardness

Press          

      to confirm and go to next digit.

or                to change,

Press          

      to confirm and go to next digit.

４.2.5Treated Volume Automatically Displayed

This display is not editable.

５.     Select Program for Cycle 1

Press          

      to confirm.

or                to change,

Press          

bSH-Backwash, dbr-brine draw,

rnS-Rinse, rEF-Refill,

dSo-Dissolve, End-finish custom program

6.     Service Display for FR-3

Setting Complete
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MODE VOLUMÉTRIQUE DIFFÉRÉ FP-4 

1. Sélectionnez le mode  
volumétrique différé du FP-4 
 
Appuyez sur  pour confirmer.

 
 
Par défaut :   s.o. 
Plage :    s.o. 
 

2. Définir l’intervalle de forçage  
 
Appuyez sur  ou  pour 
modifier.
Appuyez sur  pour confirmer 

Lorsque l'intervalle en jours 
aura atteint 0, l’heure de ré-
génération s'affichera.

 
 
Par défaut :   07 
Plage :    0-99

Rappel
Les paramètres de la page 
50 recoupent cette étape. 
Si vous effectuez une mo-
dification ici, les paramè-
tres mentionnés à la page 
50 seront modifiés.

3. Définir l'heure de régénération 
du jour 
 
Appuyez sur  ou  pour 
modifier.
Appuyez sur  pour confirmer

 
 
Par défaut :    02:00 
Plage :     0:00-23:59

Rappel
Les paramètres de la page 
51 recoupent cette étape. 
Si vous effectuez une mo-
dification ici, les paramè-
tres mentionnés à la page 
51 seront modifiés.
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Default:

Range:

Default:

Range:

Default:

Range:

Default:

Range:

Default:

Range:

Default:

Range:

Reminder

Page 32 settings  overlap with this step.

If you make a change here, the settings 

mentioned in Page 32 will change.

Reminder

Page 32 settings  overlap with this step.

If you make a change here, the settings 

mentioned in Page 32 will change.

Reminder

Page 31 settings  overlap with this step.

If you make a change here, the settings 

mentioned in Page 31 will change.

1.     Select FP-4 Time Mode

      to confirm.Press          

2.     Set Override Day Interval

Press          

      to confirm.

or                to change,

Press          

3.     Set Regeneration Time of Day

Press          

      to confirm.

or                to change,

Press          

4.     Set Automatically Calculated Treated Volume

Press          

      to confirm.

or                to change,

Press          

4.1   Manual Input of Treated Volume

Press          

      to confirm.

or                to change,

Press          

If "N" was selected

4.2.1  Set hardness unit

Press          

      to confirm.

or                to change,

Press          

If "Y" was selected

FP-4 Metered Delayed Mode CCoonnttrroollss  aanndd  SSeettttiinnggss

When day interval has reached 0,

time to regeneration will be displayed.

N indicates manually input refill duration,

If N is chosen, go to step 4.1,

If Y is chosen, go to step 4.2.
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Reminder

Page 32 settings  overlap with this step.

If you make a change here, the settings 

mentioned in Page 32 will change.

Reminder

Page 32 settings  overlap with this step.

If you make a change here, the settings 

mentioned in Page 32 will change.

Reminder

Page 31 settings  overlap with this step.

If you make a change here, the settings 

mentioned in Page 31 will change.

1.     Select FP-4 Time Mode

      to confirm.Press          

2.     Set Override Day Interval

Press          

      to confirm.

or                to change,

Press          

3.     Set Regeneration Time of Day

Press          

      to confirm.

or                to change,

Press          

4.     Set Automatically Calculated Treated Volume

Press          

      to confirm.

or                to change,

Press          

4.1   Manual Input of Treated Volume

Press          

      to confirm.

or                to change,

Press          

If "N" was selected

4.2.1  Set hardness unit

Press          

      to confirm.

or                to change,

Press          

If "Y" was selected

FP-4 Metered Delayed Mode CCoonnttrroollss  aanndd  SSeettttiinnggss

When day interval has reached 0,

time to regeneration will be displayed.

N indicates manually input refill duration,

If N is chosen, go to step 4.1,

If Y is chosen, go to step 4.2.
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Page 32 settings  overlap with this step.

If you make a change here, the settings 

mentioned in Page 32 will change.
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If you make a change here, the settings 

mentioned in Page 32 will change.

Reminder

Page 31 settings  overlap with this step.

If you make a change here, the settings 

mentioned in Page 31 will change.

1.     Select FP-4 Time Mode

      to confirm.Press          

2.     Set Override Day Interval

Press          

      to confirm.

or                to change,

Press          

3.     Set Regeneration Time of Day

Press          

      to confirm.

or                to change,
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4.     Set Automatically Calculated Treated Volume
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      to confirm.

or                to change,

Press          

4.1   Manual Input of Treated Volume

Press          

      to confirm.

or                to change,

Press          

If "N" was selected

4.2.1  Set hardness unit

Press          

      to confirm.

or                to change,

Press          

If "Y" was selected

FP-4 Metered Delayed Mode CCoonnttrroollss  aanndd  SSeettttiinnggss

When day interval has reached 0,

time to regeneration will be displayed.

N indicates manually input refill duration,

If N is chosen, go to step 4.1,

If Y is chosen, go to step 4.2.
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4. Définir le calcul automatique du 
volume d'eau traitée 
 
Appuyez sur  ou  pour 
modifier.
Appuyez sur  pour confirmer
N indique que la durée de 
remplissage doit être saisie 
manuellement.
Si N est choisi, passez à l'étape 
4.1.
Si Y est choisi, passez à l'étape 
4.2. 

 
 
Par défaut :   N 
Plage :    N 
                Y

4.1. Saisie manuelle du volume traité 
 
Si « N » a été sélectionné
Appuyez sur  ou  pour 
modifier.
Appuyez sur  pour confirmer

 
 
Par défaut :   45,0 
Plage :    0,1-999,9

4.2.1. Définir l'unité de dureté 
 
Si « Y » a été sélectionné
Appuyez sur  ou  pour 
modifier.
Appuyez sur  pour confirmer

 
 
Par défaut :   PPM 
Plage :    PPM,dH,FH

Rappel
Les paramètres de la page 
51 recoupent cette étape. 
Si vous effectuez une mo-
dification ici, les paramètres 
mentionnés à la page 51 
seront modifiés.

4.2.2. Définir la dureté à l’entrée 
 
Appuyez sur  ou  pour 
modifier.
Appuyez sur  pour confirmer et 
passer au chiffre suivant.

 
 
Par défaut :   300(PPM), 
                20(dH),30(FH) 
Plage :    1-2500, 1-150,          
                1-250

Rappel
Les paramètres de la page 
51 recoupent cette étape. 
Si vous effectuez une mo-
dification ici, les paramètres 
mentionnés à la page 51 
seront modifiés.
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Reminder

Page 32 settings  overlap with this step.

If you make a change here, the settings 

mentioned in Page 32 will change.

Reminder

Page 32 settings  overlap with this step.

If you make a change here, the settings 

mentioned in Page 32 will change.

Reminder

Page 31 settings  overlap with this step.

If you make a change here, the settings 

mentioned in Page 31 will change.

1.     Select FP-4 Time Mode

      to confirm.Press          

2.     Set Override Day Interval

Press          

      to confirm.

or                to change,

Press          

3.     Set Regeneration Time of Day

Press          

      to confirm.

or                to change,

Press          

4.     Set Automatically Calculated Treated Volume

Press          

      to confirm.

or                to change,

Press          

4.1   Manual Input of Treated Volume

Press          

      to confirm.

or                to change,

Press          

If "N" was selected

4.2.1  Set hardness unit

Press          

      to confirm.

or                to change,

Press          

If "Y" was selected

FP-4 Metered Delayed Mode CCoonnttrroollss  aanndd  SSeettttiinnggss

When day interval has reached 0,

time to regeneration will be displayed.

N indicates manually input refill duration,

If N is chosen, go to step 4.1,

If Y is chosen, go to step 4.2.

61

Blinking

Tue

Blinking

Blinking

Tue

Tue

Blinking

Blinking

     M³

        Tue

Tue
PPM

Blinking

Tue

07

0-99

02:00

0:00-23:59

N/A

N/A

45.0

0.1-999.9

N

N

Y

PPM

PPM,dH,FH

Default:

Range:

Default:

Range:

Default:

Range:

Default:

Range:

Default:

Range:

Default:

Range:

Reminder

Page 32 settings  overlap with this step.

If you make a change here, the settings 

mentioned in Page 32 will change.

Reminder

Page 32 settings  overlap with this step.

If you make a change here, the settings 

mentioned in Page 32 will change.

Reminder

Page 31 settings  overlap with this step.

If you make a change here, the settings 

mentioned in Page 31 will change.

1.     Select FP-4 Time Mode

      to confirm.Press          

2.     Set Override Day Interval

Press          

      to confirm.

or                to change,

Press          

3.     Set Regeneration Time of Day

Press          

      to confirm.
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If "Y" was selected

FP-4 Metered Delayed Mode CCoonnttrroollss  aanndd  SSeettttiinnggss

When day interval has reached 0,

time to regeneration will be displayed.

N indicates manually input refill duration,

If N is chosen, go to step 4.1,

If Y is chosen, go to step 4.2.
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4.1   Manual Input of Treated Volume
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or                to change,
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4.2.1  Set hardness unit
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      to confirm.

or                to change,
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If "Y" was selected

FP-4 Metered Delayed Mode CCoonnttrroollss  aanndd  SSeettttiinnggss

When day interval has reached 0,

time to regeneration will be displayed.

N indicates manually input refill duration,

If N is chosen, go to step 4.1,

If Y is chosen, go to step 4.2.
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number of inlet

Reminder

Page 32 settings  overlap with this step.

If you make a change here, the settings 

mentioned in Page 32 will change.

Reminder

This screen is only displayed on FX100/125 

when SOF3/4 is selected and automatic treated 

volume is turned on.

Default:

Range:

Default:

Range:

Default:

Range:

Default:

Range:

４.2.2Set Inlet Hardness

Press          or                to change,

Press          

４.2.4Set Total Resin Exchange Capacity

Press          

      to confirm and go to next digit.

or                to change,

Press          

４.2.3Set Ｏutlet Hardness

Press          

      to confirm and go to next digit.

or                to change,

Press          

      to confirm and go to next digit.

４.2.5Treated Volume Automatically Displayed

This display is not editable.

5.     Set Reserved Safety Factor

Press          

      to confirm and go to next digit.

or                to change,

Press          

Default:

Range:

Water Reserved Capacity=

Average daily consumption x Safety factor.

ReminderOnly available when proportional regeneration 

"FULL"or "AUTO" is selected.
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4.2.3. Définir la dureté à la sortie 
 
Appuyez sur  ou  pour 
modifier.
Appuyez sur  pour confirmer et 
passer au chiffre suivant.

 
 
Par défaut :   0 
Plage :    0 ~  
                la dureté
                nombre d'entrées

Rappel
Cet écran s'affiche uni-
quement sur les modèles 
FX100/125 lorsque SOF3/4 
est sélectionné et que le 
volume traité automatique 
est activé.

4.2.4. Définir la capacité totale  
d'échange de résine 
 
Appuyez sur  ou  pour 
modifier.
Appuyez sur  pour confirmer et 
passer au chiffre suivant.

 
 
Par défaut :   1,5 (kg/m³)
                80 (dH/m³)
                160 (FH/m³) 
Plage :    0,1-200
                1-6000
                1-6000

4.2.5 Volume traité affiché  
automatiquement 
 
Cet affichage n'est pas  
modifiable.

 
 

Par défaut :   s.o. 
Plage :    s.o.
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Reminder

Page 32 settings  overlap with this step.

If you make a change here, the settings 

mentioned in Page 32 will change.

Reminder

This screen is only displayed on FX100/125 

when SOF3/4 is selected and automatic treated 

volume is turned on.

Default:

Range:

Default:

Range:

Default:

Range:

Default:

Range:

４.2.2Set Inlet Hardness

Press          or                to change,

Press          

４.2.4Set Total Resin Exchange Capacity

Press          

      to confirm and go to next digit.

or                to change,

Press          

４.2.3Set Ｏutlet Hardness

Press          

      to confirm and go to next digit.

or                to change,

Press          

      to confirm and go to next digit.

４.2.5Treated Volume Automatically Displayed

This display is not editable.

5.     Set Reserved Safety Factor

Press          

      to confirm and go to next digit.

or                to change,

Press          

Default:

Range:

Water Reserved Capacity=

Average daily consumption x Safety factor.

ReminderOnly available when proportional regeneration 

"FULL"or "AUTO" is selected.
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Reminder

Page 32 settings  overlap with this step.

If you make a change here, the settings 

mentioned in Page 32 will change.

Reminder

This screen is only displayed on FX100/125 

when SOF3/4 is selected and automatic treated 

volume is turned on.

Default:
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４.2.2Set Inlet Hardness

Press          or                to change,

Press          

４.2.4Set Total Resin Exchange Capacity

Press          

      to confirm and go to next digit.

or                to change,

Press          

４.2.3Set Ｏutlet Hardness

Press          

      to confirm and go to next digit.

or                to change,

Press          

      to confirm and go to next digit.

４.2.5Treated Volume Automatically Displayed

This display is not editable.

5.     Set Reserved Safety Factor

Press          

      to confirm and go to next digit.

or                to change,

Press          

Default:

Range:

Water Reserved Capacity=

Average daily consumption x Safety factor.

ReminderOnly available when proportional regeneration 

"FULL"or "AUTO" is selected.
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Reminder

Page 32 settings  overlap with this step.

If you make a change here, the settings 

mentioned in Page 32 will change.

Reminder

This screen is only displayed on FX100/125 

when SOF3/4 is selected and automatic treated 

volume is turned on.

Default:

Range:

Default:

Range:

Default:

Range:

Default:

Range:

４.2.2Set Inlet Hardness

Press          or                to change,

Press          

４.2.4Set Total Resin Exchange Capacity

Press          

      to confirm and go to next digit.

or                to change,

Press          

４.2.3Set Ｏutlet Hardness

Press          

      to confirm and go to next digit.

or                to change,

Press          

      to confirm and go to next digit.

４.2.5Treated Volume Automatically Displayed

This display is not editable.

5.     Set Reserved Safety Factor

Press          

      to confirm and go to next digit.

or                to change,

Press          

Default:

Range:

Water Reserved Capacity=

Average daily consumption x Safety factor.

ReminderOnly available when proportional regeneration 

"FULL"or "AUTO" is selected.
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5. Définir le coefficient de sécuri-
té de réserve
 
Appuyez sur  ou  pour 
modifier.
Appuyez sur  pour confirmer 
et passer au chiffre suivant.
Disponible uniquement lorsque 
le Rappel de régénération 
proportionnelle « FULL » ou « 
AUTO » est sélectionné.

 
 
Par défaut :   1,15 
Plage :    1,00-1,50

Rappel 
Capacité de réserve en 
eau = Consommation 
quotidienne moyenne × 
Coefficient de sécurité.

6. Sélectionner le programme 
pour le cycle 1 
 
Appuyez sur  ou  pour 
modifier.
Appuyez sur  pour confirmer 
bSH-détassage, bdr-saumura-
ge, rnS-rinçage, rEF-remplissa-
ge, dSo-dissolution, End-fin du 
programme personnalisé 

 
 
Par défaut :   bSH 
Plage :    bSH
                bdr
                rnS
                rEF
                dSo
                End

7. Écran de service pour le FP-4 
 

 
 

Par défaut :   s.o. 
Plage :    s.o.

CONFIGURATION  
TERMINÉE
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Reminder

Page 32 settings  overlap with this step.

If you make a change here, the settings 

mentioned in Page 32 will change.

Reminder

This screen is only displayed on FX100/125 

when SOF3/4 is selected and automatic treated 

volume is turned on.

Default:

Range:

Default:

Range:

Default:

Range:

Default:

Range:

４.2.2Set Inlet Hardness

Press          or                to change,

Press          

４.2.4Set Total Resin Exchange Capacity

Press          

      to confirm and go to next digit.

or                to change,

Press          

４.2.3Set Ｏutlet Hardness

Press          

      to confirm and go to next digit.

or                to change,

Press          

      to confirm and go to next digit.

４.2.5Treated Volume Automatically Displayed

This display is not editable.

5.     Set Reserved Safety Factor

Press          

      to confirm and go to next digit.

or                to change,

Press          

Default:

Range:

Water Reserved Capacity=

Average daily consumption x Safety factor.

ReminderOnly available when proportional regeneration 

"FULL"or "AUTO" is selected.
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FP-4 Metered Delayed Mode CCoonnttrroollss  aanndd  SSeettttiinnggss
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REMAIN

Tue

N/A

N/A
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Backwash

Blinking

bSH

bdr

rnS

rEF

dSo

End

bSH

Other steps 

same as FP-1.

Default:

Range:

Default:

Range:

6.     Select Program for Cycle 1

Press          

      to confirm.

or                to change,

Press          

bSH-Backwash, dbr-brine draw,

rnS-Rinse, rEF-Refill,

dSo-Dissolve, End-finish custom program

7.     Service Display for FR-4

Setting Complete
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64

Diagnostics InformationCCoonnttoollss  aanndd  SSeettttiinnggss

11..CCuurrrreenntt  FFllooww  DDiissppllaayy

Press and hold        for 3 seconds to display current flow， press         again to return to service display

Current Flow(updated every 5 seconds)

Return to service display

Firmware Version

Peak Flow ( L/min )

     L

     L

     M³

Total Accumulative Volume

Total Gours In Service

22..HHiissttoorriiccaall  DDaattaa  DDiiaaggnnoossiiss

Press and hold                   3 seconds to enter diagnosis，press          for next display.

64

Diagnostics InformationCCoonnttoollss  aanndd  SSeettttiinnggss

11..CCuurrrreenntt  FFllooww  DDiissppllaayy

Press and hold        for 3 seconds to display current flow， press         again to return to service display

Current Flow(updated every 5 seconds)

Return to service display

Firmware Version

Peak Flow ( L/min )

     L

     L

     M³

Total Accumulative Volume

Total Gours In Service

22..HHiissttoorriiccaall  DDaattaa  DDiiaaggnnoossiiss

Press and hold                   3 seconds to enter diagnosis，press          for next display.

DONNÉES DE DIAGNOSTIC ET HISTORIQUES

1. Affichage du débit actuel
 
Appuyez sur  et maintenez une pression pendant 3 secondes pour afficher le débit actuel ; 
appuyez à nouveau pour revenir à l'écran de service. 
 
 
			 
			   Débit actuel (mis à jour toutes les 5 secondes)

2. Analyse des données historiques
 
Appuyez sur     et maintenez une pression pendant 3 secondes pour accéder au mode 
diagnostic ; appuyez sur  pour passer à l'écran suivant.

			   Version du micrologiciel

			   Débit de pointe (l/min)

			   Volume cumulé total
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			   Nombre total d'heures de service

			   Nombre total de régénérations.

			   Intervalle entre les 2 dernières régénérations.

			   Heures depuis la dernière régénération.

			   Jours restants jusqu’à la prochaine maintenance. 

64

Diagnostics InformationCCoonnttoollss  aanndd  SSeettttiinnggss

11..CCuurrrreenntt  FFllooww  DDiissppllaayy

Press and hold        for 3 seconds to display current flow， press         again to return to service display

Current Flow(updated every 5 seconds)

Return to service display

Firmware Version

Peak Flow ( L/min )

     L

     L

     M³

Total Accumulative Volume

Total Gours In Service

22..HHiissttoorriiccaall  DDaattaa  DDiiaaggnnoossiiss

Press and hold                   3 seconds to enter diagnosis，press          for next display.

65

Total Regenerations.

Time Between Last 2 Regenerations.

Hours Since Last Regeneration.

Days Left Until Next Maintenance.

Return to Service Display.

Diagnostics Information CCoonnttrroollss  aanndd  SSeettttiinnggss

SOFT
     M³

REMAIN

Tue

SOFT

Regeneration Mode.

DONNÉES DE DIAGNOSTIC ET HISTORIQUES
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65

Total Regenerations.

Time Between Last 2 Regenerations.

Hours Since Last Regeneration.

Days Left Until Next Maintenance.

Return to Service Display.

Diagnostics Information CCoonnttrroollss  aanndd  SSeettttiinnggss

SOFT
     M³

REMAIN

Tue

SOFT

Regeneration Mode.			   Mode de régénération. 

			   Retour à l'écran de service.

DONNÉES DE DIAGNOSTIC ET HISTORIQUES
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COURBES DE PERFORMANCE

FX100
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DÉPANNAGE

Problèmes courants Causes Solutions

Échec de la régénération 
automatique

Compteur déconnecté Reconnectez le compteur

Alimentation électrique  
endommagée Remplacez l’alimentation

Contrôleur ou capteur endommagé Remplacez ou réparez les pièces 
cassées

Dureté de l'eau traitée 
supérieure aux prévisions

La vanne bypass n'est pas en mode 
de fonctionnement

Passez la vanne bypass en mode de 
fonctionnement

Tuyau d'entrée/de sortie raccordé 
à l'envers

Rebranchez correctement l'entrée et 
la sortie.

Augmentation de la dureté de l’eau 
brute

Réinitialisez la dureté de l'eau  
d'alimentation

Pollué par de la résine ou  
défectueux

Faites appel à des professionnels 
pour remplacer la résine

Absence de sel ou quantité d'eau 
de remplissage insuffisante

Veillez à ce que le réservoir de 
saumure soit toujours rempli de 
sel, nettoyez-le une fois par an et 
assurez-vous que le niveau d'eau de 
remplissage dépasse la plaque de 
broyage du sel

Échec du saumurage

Régulateur de débit ou évacuation 
bouché

Nettoyez l’évacuation et le régulateur 
de débit

Injecteur bouché. Nettoyez ou remplacez l'injecteur.

Le réservoir de saumure est à sec

Vérifiez et nettoyez le BLFC ; assu-
rez-vous que le flotteur de sécurité 
du réservoir de saumure n'est pas 
bloqué

Eau traitée salée
Pression d’entrée d’eau trop faible

Installez une pompe de surpression 
pour augmenter la pression d'entrée 
d'eau

Canalisation bouchée Éliminez les obstructions
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Débit de vidange continu
Fuite du contrôleur interne Faites appel à des professionnels 

pour la maintenance et les répara-
tionsPiston bloqué

Coupure de courant

Pendant le mode de  
fonctionnement

La vanne de régulation restera en 
position de service une fois le courant 
rétabli

En mode cycle de régénération

La vanne de régulation reviendra à la 
position qu'elle occupait au moment 
de l'interruption.  
Une fois le courant rétabli, elle restera 
dans cette position et poursuivra le 
processus de régénération.

Pendant que la vanne de régulation 
passera au cycle de régénération 
suivant

La vanne se remettra dans la bonne 
position dès que l'alimentation sera 
rétablie et achèvera la séquence de 
régénération.

DÉPANNAGE
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