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	› Small profile for easy installation in tight spaces.
	› Customisable: colors and labels.
	› Suitable for filtration and softening, with cold water.
	› Time controlled or metered regeneration, up to 4 time windows.
	› Adaptative brining available.
	› Down flow or up flow with the same parts (patented solution). 
	› Injectors according to the resin volume.
	› Programming and cycle times can be adjusted based on your needs. 
	› Preventive rinse in option.

Available with mains supply or with batteries for more autonomy.

Low carbon footprint: 90% of the parts manufactured by local French partners.

Highly customisable.



Regeneration

	› Time controled (number of days or weekly choice)
	› Metered immediate or delayed, up to 4 time  windows
	› Adaptative brining
	› Simple switch from Down Flow to Up Flow version
	› Injectors according to the resin volume
	› With or without chlorinator
	› Preventive rinse available in option

Specifications

	› Service flow rate: 2,2 m³ /h for ∆P 1,0 bar
	› Peak flow rate: 3,5 m³ /h for  ∆P 2,0 bar
	› Backwash flow rate: 1,2 m³ /h maximum
	› Water temperature: from 1° to 45° C
	› Operating pressure: 2 to 8 bar
	› Maximum static pressure: 15 bar
	› 100% of the valves tested before shipment

Service

	› Resin volume: from 4 to 50 liters
	› Resin tank diameter: 6’’ to 14’’
	› Can be adapted to a Ø 25mm or Ø 1’’05 distribution

Programming

	› Mode and type of regeneration can be modified
	› Cycles times can be adjusted
	› 2 backwash cycles for filtration
	› Chloration level adaptable
	› Choice of regeneration hour
	› Frequency of salt alert can be adjusted

Electric / Electronics

	› Power supply : 2 alkaline batteries LR20
	› Power supply : 1 lithium battery 3,6V
	› Power supply : on mains supply 230V with a 5V adaptator
	› Timer display : 4,5 digit
	› Remote screen available

Conformity

	› Compliant with the European standards
	› RoHS
	› ACS n° 19 ACC LY 307 certified
	› KTW certified
	› 5 years warranty

	› Universal : integrate the down flow and up flow regeneration modes with the same parts (patented)



6 available connectors

¾’’ BSPP plastic  
connector

¾’’ BSPP Plastic Connector with 
Analysis Taps

1’’ BSPP plastic connector

¾’’ BSPP connector in 
Brass (female)

1’’ BSPP Elbow Connector 
Multi-Position

¾’’ BSPP Basic connector 
(without meter, without mixer)
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Other options

Customisation

By pass

Digital priniting of your address 
or logo

Auxiliary microswitches

Color of the front cover,  
customised labels, remote screen...

Chlorinator

Needle Screw mixing 
device


