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PRODUCT DESCRIPTION

WellMix is a qualitative resin mixture solution for the removal of iron, manganese, hardness, organic matter 
& ammonium (NH4+) from well water. It is an all-in-one solution designed to deal with multiple problems of 
well water at the same time. WellMix simplifies well water treatment and delivers reliable results.

WellMix X2 is the standard mixture for well water applications. 
WellMix X5 is tailored to remove higher organic content & color from the well water. 

FILTER DATASHEET

WELLMIX
HARDNESS, IRON, MANGANESE, ORGANIC MATTER & AMMONIUM (NH4+) REMOVAL

INERT FILTERING LAYER
Prevents blockage of the nozzle and filters out particles.
LOW FOULING METAL EXCHANGER
Removes dissolved iron & manganese.
ORGANIC SCAVENGER
Reduces the COD and colour.
CATIONIC EXCHANGER
Removes the hardness in the water.
GRAVEL SUPPORT LAYER
Optimizes pressure drop of the unit.

APPLICATIONS

•	 Surface water treatment
•	 Well water treatment
•	 Polluted drinking water 

 
 
 

GENERAL CHARACTERISTICS 

•	 Grain size distribution:  
0,3 mm – 4,0 mm

•	 Bulk density: 0,8 – 0,9 kg/l
•	 Moisture: 55-80%
•	 Packaging: 12 liter & 25 liter bags 

POLLUTANT REMOVAL

•	 Dissolved Iron
•	 Dissolved Manganese
•	 Hardness
•	 Ammonium
•	 Colour removal ( Humic Acids)
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OPERATING CONDITIONS

Max Inlet Parameter

X2 Standard X5 Organics

Hardness 42 °dH 42 °dH

Fe2+ 15 ppm 15 ppm 

Mn3+ 3 ppm 3 ppm

COD 20 ppm O2/l 30 ppm O2/l

NH4
+ 4 ppm 4 ppm

pH 5-9

Temperature 4°C - 43°C

Operating pressure 2-6 bar

Lifetime 3-5 years

CAPACITY WELLMIX

•	 Brine mode Performance = 1
•	 Brine mode Eco-mode = 0,75

Capacity X2 (m3) =                                           * Brine mode

Capacity X5 (m3) =                                           * Brine mode

Vwellmix(l) * 40 (g CaCO3/l)

Vwellmix(l) * 36 (g CaCO3/l)

incoming hardness (ppm)

incoming hardness (ppm)

DESIGN CHARACTERISTICS

•	 Service Velocity: 10-25 m/h
•	 Backwash Velocity: 15 m/h
•	 Backwash Duration: 15 min
•	 Recommended Draw & Slow Rinse: 60 min. 

 

•	 Brining: 100 – 160 g/L
•	 Min. Bed Depth: 60 cm 
•	 Optimal Bed Depth: 80 cm
•	 Freeboard: 40%
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TECHNICAL DATA 
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WellMix X2 Standard
Size 25 40 50 60 75 100
Tank 10x35 10x54 12x52 13x54 14x65 16x65
Volume WellMix (l) 25 37 50 62 75 100
Flowrate (m³/h) 1,3 1,3 1,8 2,2 2,5 3,3
Backwash flowrate (m³/h) 0,8 0,8 1,1 1,3 1,5 2

Recommended Settings
Eco-Mode - 100 g/l

Backwash (min) 15
Brine (min) 69 77 69 82 85 96
2nd Backwash (min) 1
Rinse (min) 10
Fill (kg) 2,5 3,7 5 6,2 7,5 10
Capacity Kg CaCO3 0,8 1,2 1,5 1,8 2,3 3,0
Capacity m³x°DH 42 67 84 101 126 169
Capacity m³x°FH 75 120 150 180 225 300
DLFC 027 027 042 053 065 075
Injector A B C C D E
Day Override 7

Performance-Mode - 160 g/l*
Backwash (min) 15
Brine (min) 83 81 90 95 85 90
2nd Backwash (min) 1
Rinse (min) 10
Fill (kg) 4 6,4 8 9,6 12 16
Capacity Kg CaCO3 1 1,5 2 2,5 3 4
Capacity m³x°DH 56 104 140 174 211 281
Capacity m³x°FH 100 150 200 250 300 400
DLFC 027 027 042 053 065 075
Injector B C D E F G
Day Override 7

*Performance mode is advised for the removal of Organics & Colour.
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TECHNICAL DATA 

WellMix X5 Organics
Size 25 40 50 60 75 100
Tank 10x35 10x54 12x52 13x54 14x65 16x65
Volume WellMix (l) 25 37 50 62 75 100
Flowrate (m³/h) 1,3 1,3 1,8 2,2 2,5 3,3
Backwash flowrate (m³/h) 0,8 0,8 1,1 1,3 1,5 2

Recommended Settings
Eco-Mode - 100 g/l

Backwash (min) 15
Brine (min) 69 77 69 82 85 96
2nd Backwash (min) 1
Rinse (min) 10
Fill (kg) 2,5 3,7 5 6,2 7,5 10
Capacity Kg CaCO3 0,6 1,0 1,3 1,5 1,9 2,6
Capacity m³x°DH 36 57 72 86 107 143
Capacity m³x°FH 64 102 128 153 191 255
DLFC 027 027 042 053 065 075
Injector A B C C D E
Day Override 7

Performance-Mode - 160 g/l*
Backwash (min) 15
Brine (min) 83 81 90 95 85 90
2nd Backwash (min) 1
Rinse (min) 10
Fill (kg) 4 6,4 8 9,6 12 16
Capacity Kg CaCO3 0,9 1,3 1,7 2,1 2,6 3,4
Capacity m³x°DH 48 88 119 148 179 239
Capacity m³x°FH 85 128 170 213 255 340
DLFC 027 027 042 053 065 075
Injector B C D E F G
Day Override 7

*Performance mode is advised for the removal of Organics & Colour.
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SYSTEM DIMENSIONS

System Size 25 40 50 60 75 100
Tank inch 10x35 10x54 12x52 13x54 14x65 16x65
Valve H1 mm 176 176 176 176 176 176
Vessel H2 mm 893 1381 1338 1398 1674 1706
Brine Tank H3 mm 780 780 780 830 830 1000
WellMix System Ht mm 1069 1557 1514 1574 1850 1882
Diameter Vessel W1 mm 268 268 315 349 369 413
Diameter Brine Tank W2 mm 440 440 440 680 680 760
Volume Brine Tank l 100 100 100 200 200 300
Weight* kg 162 178 189 304 354 505

* Estimation of the total system weight in service with full brine tank.

INSTALLATION

All local norms and good plumbing practices must be respected 
during the installation of a WellMix system. A 20’’ Big Blue 5–50 
micron sediment prefilter is recommended. Install an activated 
carbon post filter for odor & taste improvement.  
Avoid using any oxidation, aeration & chlorination practices 
before WellMix. Installation of the WellMix system is similar to  
a softener installation.

SYSTEM START-UP*

1.	 Load the WellMix media into the system.
2.	 Connect the WellMix system to the waterline.  

Remove all air from the system and rinse the WellMix media. 
3.	 Ensure the correct programming of the system, load 

salt & water in the brine tank and perform a complete 
regeneration cycle.  

4.	 Sample the water after the regeneration &  
verify the functionality of the WellMix system.  

*Consult the system manual for more info. 

W1

W2

H1

H2
H3

Ht

MULTI MIX REMOVES:

MULTI MIX APPLICATION GUIDELINES
HARDNESS; IRON MANGANESE ORGANIC COLOR AMMONIA

MAXIMUM CONCENTRATION LIMITS AND TREATED WATER QUALITY

* MULTI MIX has maximum efficiency of COD reduction of 80%
** MULTI MIX does not reduce the concentration of ammonia.

 
HARDNESS IRON MANGANESE 

ORGANIC 
COLOR AS 

COD* 

AMMONIA
** 

Ppm 
CaCO3 dH ppm ppm Ppm 

KNnO4 ppm 

MULTI 
MIX X5 

Raw water 900 53 15 3 80 4 
Treated 
water ca.25 ca.1.5 ca.0.2 ca.0.05 ca.16 ca.0.5 

MULTI 
MIX X2 

Raw water 750 45 15 3 32 4 
Treated 
water ca.25 ca.1.5 ca.0.2 ca.0.05 ca.16 ca.0.5 

 

*** - Referring to Clack Corporation valves.  
Only use 35” and taller tanks in MULTI MIX installations.

TECHNICAL INFORMATION
Tank size 8x35 8x44 10x35 10x54 12x52 13x54 14x65 16x65 
MULTI MIX volume, liters 18 25 25 37 50 62 75 100 
Tank volume, liters 24 32 40 63 88 105 150 183 
Service flow rate, m³/hour 0.8 0.8 1.3 1.3 1.8 2.2 2.5 3.3 
Backwash flow rate, m³/hour 0.35-

0.50 
0.35-
0.50 

0.5-
0.75 

0.5-
0.75 

0.7-
0.1 

0.9-
1.3 

1.0-1.5 1.3-1.9 

DLFC*** 022 022 027 027 042 053 065 075 
Injector*** c c e e f g h i 
Brine tank minimum net 
volume, liters 20 25 25 35 45 60 70 90 

 

**** - If the raw water hardness is below 50 ppm CaCO3, set the Day Override to 3 days.

CONTROL VALVE SETUP
Baskwash, min 15 
Brine, min 60 
Rinse, min 10 
Fill, kg 1.8 2.5 2.5 3.7 5.0 6.2 7.5 10 
System Capacity, kg CaCO3 
MULTI MIX 

0.54 0.74 0.74 1.10 1.50 1.86 2.24 3 

Day override**** 7 
 

INSTALLATION

Volume Capacity, m³ = System  Capacity ,kg  CaCO3x1000
Raw  water  hardness ,ppm  CaCO3

Assembling an MULTI MIX unit and installing the 
pipework is done the same way as with regular softener.
Observe all local code and good plumbing practice 

If your control valve is programmable in units of water 
hardness, enter your raw water hardness value.
If your control valve does not have a hardness setting, use 
below farmula to calculate volume capacity in cubic. 

guidelines.

Install sediment pre-fiter (4,5x20" Big Blue with 5 - 50-micron polypropylene cartridge recommended) upstream the MULTI MIX 
system.
Pressure at MULTI MIX unit raw water inlet should be in the range 2 - 6 bar (30 - 90 psi), recommended feed pressure is 3 - 5 bar 
(40 - 70 psi).
Drain line should be at least 3/4" or greater diameter and should not exceed 2 m (7 ft) lengthwise.
Do not implement aeration, chlorination, or other means of oxidative treatment before MULTI MIX. Avoid using open storage tanks 
on the supply side of MULTI MIX unit.
Install activated carbon filter for H2S, Cl2 removal or taste improvement if needed.

SYSTEM START-UP
1. Perform a complete regeneration sequence of MULTI MIX unit.
2. During regeneration, check backwash flow rate against Technical Information requirements.
3. Sample treated water and check quality to verify proper operation of the unit.

STORAGE AND HANDLING
Protect against contamination. Do not ship or store together with toxic, chemical agents or odorous substances.
Storage: Store in the original, unopened packaging in a cool, dry area. An indoor storage facility with climate control between 0-30°C 
should be used for the best results. If subjected to freezing temperatures, the media should be defrosted at room temperature. 
Do not apply heat.
Handling: Care should be taken to clean up spills of the material because the small beads are very slippery when stepped on.
May cause slight eye irritation. Flush eyes thoroughly with water for several minutes. Remove contact lenses after the initial 
1-2 minutes and continue flushing for several additional minutes.
If effects occur, consult a physician, preferably an ophthalmologist. May cause injury due to mechanical action.

WARNING
Oxidizing agents such as nitric acid attack material under certain conditions. This could lead to anything from slight degradation
to a violent exothermic reaction (explosion). Before using strong oxidizing agents, consult sources knowledgeable in handling such 
materials. Do not dump into any sewers, on the ground, or into any body of water.

NOTICE
The Alamo company has no control over the management practices or manufacturing processes of parties handling or using this 
material. The information presented here pertains only to the product as shipped in its intended condition as described in MSDS.
Mesh size: 0.3-4 mm.
For conditioning backwash resin with 5 bed volumes of water.

Bypass unit  Control valve 

Cartridge filter with
activated carbon

Salt tank

Mechanical cartridge
filter
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STORAGE & HANDLING

Store in well-ventilated storage facilities. Avoid direct sunlight, moisture. Recommended storage between 
0°C & 30 °C. Protect against contamination. Avoid dehydration, once re-humidified the volume of resin may 
increase and cause packaging and equipment to break. Static electricity can build up on dry beads.

ATTENTION

Oxidizing agents such as nitric acid attack organic ion exchange resins under certain conditions and can 
damage the resin or even create an explosive reaction. Avoid strong oxidizing agents.

ITEM CODES

AX Codes D365 Codes Item name Unit
0916000005 10871000046 WellMix X2 25L Bag
0916000006 10871000047 WellMix X2 12L Bag
0916000007 10871000048 WellMix X5 25L Bag
0916000008 10871000049 WellMix X5 12L Bag
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