Pollet Water Group nv Maatschappelijke zetel
%p. POI | et Watel’ G rou p Textielstraat 13 Brouwerijstraat 14

8790 Waregem - Belgium 8680 Koekelare - Belgium
T+32 56 4329 51 R.P.R. Veurne

F +32 56 43 29 52 BTW TVA BE 0.832152.409
info@polletwatergroup.com IBAN BE 66 280 0517792 43
www.polletwatergroup.com BIC FORTIS GEBABEBB

Certificate for PWG membrane housing

Name and Address of the distributor:

Pollet Water Group
Textielstraat 13
8790 Waregem
Belgium

According to the test results conducted by TUV Rheinland, the manufacturer is entitled to mark the pressure

equipment produced within the range of this module with the mark: CE 0035

Tested according to Directive 97/23/EC: Module A1 - Internal manufacturing checks with monitoring of final

assessment (module A1)
Test Report: 1140025723-1

Tested according to Directive 2014/68/EU: Module A2 - Internal production control plus supervised pressure

equipment checks at random intervals
Test report n°: 01202 CHI/U-16 0011 - 171

Description of pressure equipment: Fiberglass Reinforced Plastic (FRP) Pressure Vessels - Type F80-
1000S/E, F80-1200 S/E

During the periodical monitoring, compliance with the directive has been demonstrated. The next monitoring
will be performed in Oct/2019

Waregem, October 10th 2018

Approved by
Sofie Pollet

CEO
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Certificate for PWG membrane housing

Name and Address of the distributor:

Pollet Water Group
Textielstraat 13
8790 Waregem
Belgium

Assessment procedure according to Pressure Equipment Directive 97/23/EC

We hereby confirm, based on TUV report, that the following equipment:

Description of pressure equipment: Fiberglass Reinforced Plastic (FRP) Pressure Vessels
Maximum allowable pressure PS: 83 bars

DN: 25,40 and 80

Type: F25-300E, F25-1000E, F40-300S/E, F40-450S/E

F40-600S/E, F40-1000S/E, F40-1200S/E
F80-300S/E, F80-450S/E, F80-600S/E

Classification according to Pressure Equipment Directive 97/23/CE

Pressure equipement acc. To Art.1: Pressure Vessels

Fluid: Water

Fluid group according to Art. 9: Group 2

Condition of Fluid: Liquid with Pvapour <=0.5 bar at max. allowable temperature

Has to be manufactured and tested according to Article 3, paragraph 3 of the directive 97/23/EC using
Sound engineering practice, no CE-marking

Waregem, October 10th 2018

Approved by
Sofie Pollet

CEO

Pollet Water group
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